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1	Overall description
In RAN1, it was discussed whether CLI measurement (i.e., CLI-RSSI measurement and SRS-RSRP measurement) is applicable for RRC_CONNECTED intra-frequency only or not. Also, RAN1 considered that the concepts of inter-frequency and intra-frequency are sourced from RAN4. Therefore, RAN1 would like to ask to RAN4 (CC RAN2) for checking and confirmation on following RAN1 assumptions.
· UE performs CLI-RSSI measurement with the SCS of the active bandwidth part within the configured CLI-RSSI resource in the active BWP regardless of the reference SCS of the measurement resource.
· CLI-RSSI measurement is applicable for RRC_CONNECTED intra-frequency only.
· When SRS-RSRP measurement resource is fully confined within BW of DL active BWP, UE operates SRS-RSRP measurement using the SRS-RSRP measurement resource. Otherwise the UE does not operate SRS-RSRP measurement using the SRS-RSRP measurement resource.
· SRS-RSRP measurement is applicable for RRC_CONNECTED intra-frequency only.
[bookmark: _GoBack]2	Actions
To 3GPP RAN2
ACTION: 	RAN1 kindly asks to RAN4 (CC RAN2) for checking and confirmation on above RAN1 assumptions.

3	Dates of next TSG RAN WG1 meetings
TSG-RAN WG1 Meeting #100bis 	20 – 24 Apr 2020				Busan, Korea
TSG-RAN WG1 Meeting #101 	25 - 29 May 2020				Athens, Greece

