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1	Overall description
During RAN4’s discussion on the UE power saving, RAN4 has identified the power consumption due to the inter-frequency measurement, currently triggered when Srxlev ≤ SnonIntraSearchP or Squal ≤ SnonIntraSearchQ, would be quite high. RAN4 understands that based on RAN2’s agreement, a new threshold based on serving cell’s quality could be used for UE power saving purpose when UE is not at cell edge. 
However, RAN4 identifies that independent thresholds could bring more potential on UE power saving for inter-frequency RRM measurement. For example a new threshold particularly for UE to determine whether have RRM measurement relaxation on all inter-frequency layer, or on one particular frequency layer or a one particular group of frequency layers. 
RAN4 kindly asks RAN2 to consider aforementioned RAN4’s conclusions and investigate the possibility of introducing thresholds particularly for inter-frequency RRM measurement relaxation for UE power saving purpose.
2	Actions
To RAN2 group.
ACTION: 	RAN4 kindly asks RAN2 to investigate the possibility of introducing thresholds particularly for inter-frequency RRM measurement relaxation for UE power saving purpose.
3	Dates of next TSG RAN4 meetings
RAN4#95-e                     	  25.05 – 05 06, 2020, Online	
RAN4 #96			  24.08 – 28.08, 2020, Toulouse, FR	  
