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1. Introduction

This contribution provides a TP for TR 36.716-02-01 to include the requirements CA_46A-48B, CA_46B-48B, CA_46C-48B, CA_46D-48B and CA_46E-48B for single UL and dual UL as defined in RP-200230 [1].

2. Text Proposal
---Start of changes---

5.x
CA_46A-48B, CA_46B-48B, CA_46C-48B, CA_46D-48B and CA_46E-48B for single UL and dual UL
5.x.1
Channel bandwidths per operating band for CA

Table 5.x.1-1: Inter-band CA operating bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	46
	5150 MHz
	–
	5925 MHz
	5150 MHz
	–
	5925 MHz
	TDD

	48
	3550 MHz
	–
	3700 MHz
	3550 MHz
	–
	3700 MHz
	TDD


Table 5.x.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	1.4
	3
	5
	10
	15
	20
	Maximum aggregated bandwidth
	Bandwidth combination set

	
	
	MHz
	MHz
	MHz
	MHz
	MHz
	MHz
	[MHz]
	

	CA_46A-48B


	CA_48B
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	See CA_48B Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	
	

	CA_46B-48B
	CA_48B
	See CA_48B Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	60
	0

	
	
	See CA_48B Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	
	

	CA_46C-48B
	CA_48B
	See CA_48B Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	80
	0

	
	
	See CA_48C Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	
	

	CA_46D-48B
	CA_48B
	See CA_48B Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	100
	0

	
	
	See CA_48D Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	
	

	CA_46E-48B
	CA_48B
	See CA_48B Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	120
	0

	
	
	See CA_48E Bandwidth combination set 0 in 36.101 Table 5.6A.1-3
	
	

	
	
	
	
	
	
	
	
	
	
	


5.x.2 
Co-existence studies
Table 5.x.2-1 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA _ 46-48.
Table 5.x.2-1: Impact of UL/DL Harmonic mixing
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic
	6th Harmonic
	7th 
Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	46
	5150
	5925
	5150
	5925
	10300
	11850
	15450
	17775
	20600
	23700
	25750
	29625
	30900
	35550
	36050
	41475

	48
	3550
	3700
	3550
	3700
	7100
	7400
	10650
	11100
	14200
	14800
	17750
	18500
	21300
	22200
	24850
	25900


5.x.3
∆TIB and ∆RIB values
The ΔTIB,c and ΔRIB,c values for two band CA_46-48 are covered in TS 36.101 Table 6.2.5-2 (two bands) for ΔTIB,c  and Table 7.3.1-1A (two bands) for ΔRIB,c.

5.x.4 
REFSENS
There are no additional reference sensitivity requirements needed.




	
	
	
	
	
	
	
	
	

	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	





	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	







	
	
	

	
	
	

	
	
	



	
	
	

	
	
	

	
	
	




	

	
	
	

	

	

	

	

	

	

	
	
	
	
	
	
	
	
	



---End of changes---
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