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Introduction
In RAN4#94-e meeting, requirements for PSCell addition were further discussed with the following agreement [1]:
PSCell Addition:
· Time period in the known cell condition for PSCell addition:
· do not extend the time in the known cell condition in PSCell addition delay requirement

· In the event of UE not being able to transmit PRACH due to UL CCA failures on this carrier: PRACH is the total time extended to also include the time to all next PRACH retransmission opportunities, until the time of its successful transmission, as specified in TS 38.213; PRACH=0 for channel access category 1
· The term “channel access category 1” needs to be aligned with RAN1 terminology (e.g., in TS 37.213)


In this paper, we discuss the issue that was raised in [2].
Discussion
In [2], it was discussed that PSCell addition procedure is governed by T304 timer and consequently, UE should not abandon PSCell addition procedure if maximum number of occasions with reference signal unavailability exceeds the thresholds that RAN4 has already agreed to define.
	Timer 
	Start 
	Stop 
	At expiry 

	T304 
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or 
reception of MobilityFromEUTRACommand message including CellChangeOrder 
	Criterion for successful completion of handover within E-UTRA, handover to E-UTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT) 
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT. 



After reviewing the specifications in TS 36.331 and TS 38.331 and consultation with our RAN2 colleague, we also share the same understanding. 
Upon expiry of T304, and only then, UE is allowed to SCGFailureInformationNR per clause 5.6.13a of TS 36.331. UE is not allowed to abort the procedure or send the failure message before T304 expiry. 
Observation 1. Termination of PSCell addition procedure prior to T304 timer is in conflict with RAN2 specifications.
Proposal 1. Do not define L1,max or L2,max. 
Proposal 2. Unavailability of DL reference signal on PSCell shall not cause termination of PSCell addition procedure. 
Conclusions
Observation 1. Termination of PSCell addition procedure prior to T304 timer is in conflict with RAN2 specifications.
Proposal 1. Do not define L1,max or L2,max. 
Proposal 2. Unavailability of DL reference signal on PSCell shall not cause termination of PSCell addition procedure. 
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