

	
3GPP TSG-RAN WG4 Meeting #94-e-Bis	R4-2003602
Electronic Meeting, 20th – 30th Apr., 2020        
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.133
	CR
	-
	rev
	-
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	CR on TS38.133 for measurement capability when  early measurement reporting is supported 

	
	

	Source to WG:
	Mediatek Inc.

	Source to TSG:
	R4

	
	

	Work item code:
	  NR_newRAT-Core
	
	Date:
	2020-04-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	To capture the agreement in RAN4 #94e meeting “the total number of carriers that the UE must measure, for mobility and for EMR (overlapping and non-overlapping), should not exceed UE’s NR idle mode mobility measurement capability (section 4.2.2.1 in 38.133).”
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	For idle mode cell re-selection and DC/CA measurement purposes, the UE shall be capable of monitoring at least:
-	Intra-frequency carrier, and
-	Depending on UE capability, 7 NR inter-frequency carriers, and
-	Depending on UE capability, 7 FDD E-UTRA inter-RAT carriers, and
-	Depending on UE capability, 7 TDD E-UTRA inter-RAT carriers.
In addition to the requirements defined above, a UE supporting E-UTRA measurements in RRC_IDLE state shall be capable of monitoring a total of at least 14 carrier frequency layers, which includes serving layer, comprising of any above defined combination of E-UTRA FDD, E-UTRA TDD and NR layers.
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------------------------------------------------------- Beginning of Change ------------------------------------------------------------
4.2.2.1	UE measurement capability
[bookmark: _GoBack]For idle mode cell re-selection and NR CA and/or MR-DC measurement purposes, the UE shall be capable of monitoring at least:
-	Intra-frequency carrier, and
-	Depending on UE capability, 7 NR inter-frequency carriers, and
-	Depending on UE capability, 7 FDD E-UTRA inter-RAT carriers, and
-	Depending on UE capability, 7 TDD E-UTRA inter-RAT carriers.
In addition to the requirements defined above, a UE supporting E-UTRA measurements in RRC_IDLE state shall be capable of monitoring a total of at least 14 carrier frequency layers, which includes serving layer, comprising of any above defined combination of E-UTRA FDD, E-UTRA TDD and NR layers.
----------------------------------------------------------- End of Change ----------------------------------------------------------------

