

	
3GPP TSG-RAN WG4 Meeting #94b-e	R4-2003957
[bookmark: _GoBack]Electronic Meeting, 20th - 30th Apr 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.104
	CR
	
	rev
	-
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	draftCR for 38.104: Radiated performance requirements for UL timing adjustment

	
	

	Source to WG:
	ZTE Corporation

	Source to TSG:
	RAN4

	
	

	Work item code:
	NR_perf_enh-Perf
	
	Date:
	2020-04-4

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Radiated performance requirements for UL timing adjustment is missing

	
	

	Summary of change:
	This draftCR adds a new section 11.2.1.5

	
	

	Consequences if not approved:
	No radiated performance requriements for UL timing requirements

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	X
	
	 Test specifications
	38.141-2

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1








<<START OF CHANGE>>

[bookmark: _Toc21127745][bookmark: _Toc29811954][bookmark: _Toc36817506][bookmark: _Toc37260428][bookmark: _Toc37267816]11.2	Performance requirements for PUSCH
[bookmark: _Toc21127746][bookmark: _Toc29811955][bookmark: _Toc36817507][bookmark: _Toc37260429][bookmark: _Toc37267817]11.2.1	Requirements for BS type 1-O
[bookmark: _Toc21127747][bookmark: _Toc29811956][bookmark: _Toc36817508][bookmark: _Toc37260430][bookmark: _Toc37267818]11.2.1.1	Requirements for PUSCH with transform precoding disabled
Apply the requirements defined in clause 8.2.1 for 2Rx.
[bookmark: _Toc21127748][bookmark: _Toc29811957][bookmark: _Toc36817509][bookmark: _Toc37260431][bookmark: _Toc37267819]11.2.1.2	Requirements for PUSCH with transform precoding enabled
Apply the requirements defined in clause 8.2.2 for 2Rx.
[bookmark: _Toc21127749][bookmark: _Toc29811958][bookmark: _Toc36817510][bookmark: _Toc37260432][bookmark: _Toc37267820]11.2.1.3	Requirements for UCI multiplexed on PUSCH
Apply the requirements defined in clause 8.2.3 for 2Rx.
[bookmark: _Toc37260433][bookmark: _Toc37267821]11.2.1.4	Requirements for PUSCH for high speed train
Apply the requirements defined in clause 8.2.4 for 2Rx.
11.2.1.5	Requirements for UL timing adjustment
Apply the requirements defined in clause 8.2.5 for 2Rx.
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