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1. Overall Description:

RAN4 has discussed the clarification of ENDC power class in R15. For SA/NSA dual mode UE which support PC2 2Tx UL MIMO in SA but only 1Tx NR in ENDC, power class of NR in ENDC may be same or different from the power class of SA NR in capability signalling because of UE configurations e.g.
· Case 1: UE PA configurations of 23+23dBm can declare NR=PC2 in SA UL MIMO but may only support NR=PC3 in NSA mode because only 1Tx NR in EN-DC.
· Case 2: UE PA configurations of 26+23dBm or 26+26dBm can declare NR=PC2 in SA UL MIMO and can support NR=PC2 in NSA mode with 1Tx NR in EN-DC.
In order to clarify the above situation, RAN4 has agreed that in R15 UE PA configuration of above cases is left to UE implementation and following sentence has been added into Section 6.1 of new version V15.8.0 of 38.101-3 R15 specification. 
“Unless otherwise stated, if UE indicates IE maxNumberSRS-Ports-PerResource = n2 in NR standalone operation mode,  the said UE shall meet the NR requirements for either power class 2 or power class 3 in EN-DC within FR1 if UE indicates IE maxNumberSRS-Ports-PerResource = n1 for EN-DC on this NR band.”
2. Actions:

To RAN 5:

RAN4 kindly ask RAN5 to take above information into account.
3. Date of Next RAN4 Meetings:

TSG WG RAN4 Meeting #95-e
25th May – 5th June 2020, Online

TSG WG RAN4 Meeting #96
24th – 28th August 2020 France


