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Background
This contribution provides text proposal on the NR CA band combination CA_n7-n78 as defined in Revised WID on NR inter-band Carrier Aggregation/Dual connectivity for 2 bands DL with x bands UL (x=1, 2) RP-192615 [1].
 
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc447][bookmark: _Toc4296]6.33	CA_n7-n78
[bookmark: _Toc31525][bookmark: _Toc14538]6.33.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc9341][bookmark: _Toc30452]6.33.1.1 Operating bands for CA
Table 6.33.1-1: CA band combination of band n7 + n78
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n7-n78
	n7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD



[bookmark: _Toc12745][bookmark: _Toc13655]6.33.1.2	Channel bandwidths per operating band for CA
Table 6.33.1: Supported bandwidths per CA band combination of band n7+n78 
	CA operating / channel bandwidth [MHz]

	NR CA Configuration
	UL Configuration
	NR Band
	SCS [kHz]
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	Bandwidth combination set

	CA_n7A-n78A
	CA_n7A-n78A
	n7
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n7A-n78(2A)
	CA_n7A-n78A
	n7
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 from 38.101-1
	

	CA_n7A-n78(2A)
	CA_n7A-n78A
	n7
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 from 38.101-1
	

	CA_n7(2A)-n78(2A)
	CA_n7A-n78A
	n7
	See CA_n7(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 from 38.101-1
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 from 38.101-1
	



---End of changes---
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