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Introduction
The IAB TX IMD requirement has been discussed in [1]. There is one TP to TR is endorsed in RAN4#94-e meeting[2],It is proposed to approve the TP to TR as following.
References
R4-200XXXX on IAB TX IMD, ZTE
R4-2002497 TP to TR 38.xxx: OTA transmitter intermodulation, Ericsson




--------------Start of text proposal-------------
[bookmark: _Toc18916170][bookmark: _Toc25739801][bookmark: _Toc13080226]7.7	Transmitter intermodulation
7.7.1 IAB DU intermodulation
It is agreed that IAB-DU will reuse the NR BS requirement, therefore IAB-DU type 1-H will reuse the TX intermodulation requirement defined in TS 38.104 section 6.7 for NR BS type 1-H.
7.7.2 IAB MT intermodulation
There is no TX intermodulation requirement defined in TS 38.101, however, considering IAB is a network node and the co-location scenario of base station also occurs for IAB. It is proposed to use the base station TX intermodulation requirement for IAB MT.
Detailed structure of the subclause is TBD.

--------------Start of next text proposal-------------
[bookmark: _Toc13080404][bookmark: _Toc18916189][bookmark: _Toc25739819]9.8	OTA transmitter intermodulation
9.8.1 IAB DU intermodulation
For FR1 the IAB node could be co-located if the IAB TDD pattern for transmission and receiving is the same. IAB DU intermodulation requirement shall be reused from BS spec.
Therefore IAB-DU type 1-O will reuse the OTA TX intermodulation requirement defined in TS 38.104 section 9.8 for NR BS type 1-O.
There is no OTA TX intermodulation requirement for IAB-DU type 2-O as there is no TX IMD requirement for BS type 2-O.
9.8.2 IAB MT intermodulation
There is no TX intermodulation requirement defined in TS 38.101, however, considering IAB is a network node and the co-location scenario of base station also occurs for IAB. It is proposed to use the base station OTA TX intermodulation requirement for IAB MT.
Detailed structure of the subclause is TBD.

--------------End of text proposal-------------


