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[bookmark: _Toc21343090][bookmark: _Toc29770056][bookmark: _Toc29799555]7.3A.2.4	Reference sensitivity power level for SDL bands
For band combinations including operating bands without uplink band (as noted in Table 5.2-1), the requirements are specified in Table 7.3A.2.4-1 and for any band with uplink the uplink configuration specified in Table 7.3.2-3. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels, as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one‑sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal, as described in Annex A.5.1.1/A.5.2.1). The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active. The reference sensitivity requirements specified in Table 7.3A.2.4-1 also apply to any higher order CA or DC combinations including operating bands without uplink band in this clause as subset. Exceptions to reference sensitivity are allowed in accordance with clause 7.3A.4.


Table 7.3A.2.4-1: Reference sensitivity for SDL bands
	NR Band/Channel bandwidth

	NR CA Configuration
	NR band
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	CA_n8A-n75A
	n8
	15
	-97.0
	-93.8
	-92.0
	-90.0
	
	
	
	
	
	
	
	

	
	
	30
	
	-94.1
	-92.1
	-90.2
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	n75
	15
	-100
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	

	
	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	CA_n28A-n75A
	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	
	
	
	
	
	
	
	

	
	
	30
	
	-95.6
	-93.6
	-91.0
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	n75
	15
	-100
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	

	
	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	CA_n75A-n78A1
	n75
	15
	-100
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	

	
	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	

	
	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	

	
	n78
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	

	
	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6

	
	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7

	CA_n76A-n78A1
	n76
	15
	-100
	
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	n78
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	

	
	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6

	
	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7

	NOTE 1:	The transmitter shall be set to PUMAX, as defined in clause 6.2.4.
NOTE 2:	Four Rx antenna ports shall be the baseline for this operating band, except for two Rx vehicular UE.
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