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1. Introduction
The features for IAB-MT are discussed in RAN WGs in parallel following the guidance from RAN#87e meeting as follows:
	2.  RAN WGs to investigate which of the mandatory Rel-15 UE features (as defined in TR 38.822) can be optional 
for basic operation of (and if found useful, for different classes of IAB-MTs as defined by RAN4).
3. RAN WGs should strive to minimize specification impact.




We presents our views from the perspective of RRM according to the Rel-15 UE’s mandatory features defined in TR 38.822 [1].
4. Discussion
When looking though the features list in TR 38.822 clause 4.3, it could be observed that there is only one RRM related mandatory features (1-8 Active BWP switching delay). For Rel-15 UE, it is mandatory to support either type 1 or type 2 switching delay as defined in TS 38.133 8.6.2 [2]. For IAB-MT, according to RAN4’s understanding that the BWP switching will rarely happen and it has been agreed in RAN4#92bis [3] meeting that there will be no requirements for active BWP switching for IAB-MT.  
Since there is no requirements for active BWP switching for IAB-MT, it shall not be mandatory for IAB-MT to support either type 1 or type 2 switching delay, which are defined for UE requirements. Thus, for IAB-MT, the only mandatory features (1-8 Active BWP switching delay) for Rel-15 UE shall be optional, which results in no mandatory features related to RRM in TR 38.822 4.3 for IAB-MT.
Proposal:   For IAB-MT, the only mandatory features (1-8 Active BWP switching delay) for Rel-15 UE shall be optional, which results in no mandatory features related to RRM in TR 38.822 4.3 for IAB-MT.

5. Conclusion
Proposal:   For IAB-MT, the only mandatory features (1-8 Active BWP switching delay) for Rel-15 UE shall be optional, which results in no mandatory features related to RRM in TR 38.822 4.3 for IAB-MT.
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