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<Start of Change 1>
8.1.7.5	Scheduling availability of UE performing radio link monitoring on FR2 in case of FR2 inter-band CA
There are no scheduling restrictions on FR2 serving cell(s) due to radio link monitoring performed on FR2 serving PCell and/or PSCell in another FR2 band.
Editor’s Note: It is assumed that UE has independent beam management for FR2 bands.
<End of Change 1>

<Start of Change 2>
8.5.7.5	Scheduling availability of UE performing beam failure detection on FR2 in case of FR2 inter-band CA
There are no scheduling restrictions on FR2 serving cell(s) due to beam failure detection performed on FR2 serving cell(s) in another FR2 band.
Editor’s Note: It is assumed that UE has independent beam management for FR2 bands.
<End of Change 2>

<Start of Change 3>
8.5.8.5	Scheduling availability of UE performing L1-RSRP measurement on FR2 in case of FR2 inter-band CA
There are no scheduling restrictions on FR2 serving cell(s) due to L1-RSRP measurement performed on FR2 serving cell(s) in another FR2 band.
Editor’s Note: It is assumed that UE has independent beam management for FR2 bands.
<End of Change 3>

<Start of Change 4>
9.2.5.3.5	Scheduling availability of UE performing measurements on FR2 in case of FR2 inter-band CA
There are no scheduling restrictions on FR2 serving cell(s) due to measurements performed on FR2 serving cell frequency layer in another FR2 band.
Editor’s Note: It is assumed that UE has independent beam management for FR2 bands.
<End of Change 4>

<Start of Change 5>
9.5.6.5	Scheduling availability of UE performing L1-RSRP measurement on FR2 in case of FR2 inter-band CA
There are no scheduling restrictions on FR2 serving cell(s) due to L1-RSRP measurement performed on FR2 serving cell(s).
Editor’s Note: It is assumed that UE has independent beam management for FR2 bands.
<End of Change 5>

