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1. Overall Description:
RAN4 discussed the measurement gap for PRS measurements, and would like to inform RAN2 and RAN2 about the following agreements:

· PRS measurement should not cause any scheduling restriction. Any PRS measurement that cannot be done without causing interruption to data should be done with MG.

· UE should be able to measure a PRS layer without MG if the following conditions are met, otherwise UE is assumed to measure the PRS layer with MG.

· The PRS layer is in FR1 and within UE active BWP, and

· The SCS of the PRS layer is same as SCS of UE active BWP, or UE supports mixed numerology between PRS and UE active BWP. 

· Besides the existing MG patterns, the following 12 new MG patterns are introduced for PRS measurement.

· MGL {10,16,20,40} ms with MGRP {160,320,640} ms

· The new MG patterns are applicable for per-FR gap for FR1, per-FR gap for FR2 and per-UE gap
· The exact signalling for MG request and MG configuration are up to RAN2 to decide
RAN4 kindly asks RAN1 and RAN2 to take above information into account in the future specification work for positioning support. 

RAN4 kindly asks RAN2 to introduce related signalling for the new MG patterns for PRS measurement.
2. Actions:

To RAN1 and RAN2:

RAN4 kindly asks RAN1 and RAN2 to take above information into account in the future specification work for positioning support. 
To RAN2:
RAN4 kindly asks RAN2 to introduce related signalling for the new MG patterns for PRS measurement.
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