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Introduction
In this paper we provide a text proposal for beam management in HST for 38.133 based on the proposals in [1] 

Discussion
The text proposal is based on 38.133 version 16.2.0.

8.5.2.2	Minimum requirement

UE shall be able to evaluate whether the downlink radio link quality on the configured SSB resource in set  estimated over the last TEvaluate_BFD_SSB ms period becomes worse than the threshold Qout_LR_SSB within TEvaluate_BFD_SSB ms period.
The value of TEvaluate_BFD_SSB is defined in Table 8.5.2.2-1 for FR1. When [HSTFlag] is configured the cell TEvaluate_BFD_SSB is defined in Table 8.5.2.2-3 for FR1.
The value of TEvaluate_BFD_SSB is defined in Table 8.5.2.2-2 for FR2 with scaling factor N=8
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB.
-	P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2,
-	, when BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P = Psharing factor, when the BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5*TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TSSB = 0.5*TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap (TSSB <MGRP) and the BFD-RS resource is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
· Psharing factor =  1
· if all of the reference signals configured for BFD outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
· if all of the reference signal configured for BFD outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
· Psharing factor = 3, otherwise.
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Longer evaluation period would be expected if the combination of BFD-RS resource, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 8.5.2.2-1: Evaluation period TEvaluate_BFD_SSB for FR1
	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	Max(50, Ceil(5  P)  TSSB)

	DRX cycle ≤ 320ms
	Max(50, Ceil(7.5  P)  Max(TDRX,TSSB))

	DRX cycle > 320ms
	Ceil(5  P)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.2.2-2: Evaluation period TEvaluate_BFD_SSB for FR2
	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	Max(50, Ceil(5  P  N)  TSSB)

	DRX cycle ≤ 320ms
	Max(50, Ceil(7.5  P  N)  Max(TDRX,TSSB))

	DRX cycle > 320ms
	Ceil(5  P  N)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.2.2-3: Evaluation period TEvaluate_BFD_SSB for FR1 for a UE configured with [HSTflag]
	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	Max(50, Ceil(5  P)  TSSBNote1)

	DRX cycle ≤ 160ms
	Max(50, Ceil(5  P)  Max(TDRX,TSSB Note1))

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.
Note1:	UE requirements apply provided TSSB periodicity does not exceed 40ms.




8.5.3.2	Minimum requirement

UE shall be able to evaluate whether the downlink radio link quality on the CSI-RS resource in set  estimated over the last TEvaluate_BFD_CSI-RS ms period becomes worse than the threshold Qout_LR_CSI-RS within TEvaluate_BFD_CSI-RS ms period.
The value of TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-1 for FR1. When [HSTFlag] is configured the cell TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-3 for FR1.
The value of TEvaluate_BFD_CSI-RS is defined in Table 8.5.3.2-2 for FR2 with N=1. The requirements of TEvaluate_BFD_CSI-RS apply provided that the CSI-RS for BFD is not in a resource set configured with repetition ON. The requirements shall not apply when the CSI-RS resource in the active TCI state of CORESET is the same CSI-RS resource for BFD and the TCI state information of the CSI-RS resource is not given, wherein the TCI state information means QCL Type-D to SSB for L1-RSRP or CSI-RS with repetition ON.
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS.
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2,
-	P = 1, when the BFD-RS resource is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	, when the BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P = Psharing factor, when the BFD-RS resource is not overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5 × TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP  and TCSI-RS = 0.5 × TSMTCperiod
-	, when the BFD-RS resource is partially overlapped with measurement gap (TCSI-RS < MGRP) and the BFD-RS resource is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	, when the BFD-RS resource is partially overlapped with measurement gap and the BFD-RS resource is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
-	Psharing factor = 3.
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Note:	The overlap between CSI-RS for BFD and SMTC means that CSI-RS for BFD is within the SMTC window duration.
Longer evaluation period would be expected if the combination of the BFD-RS resource, SMTC occasion and measurement gap configurations does not meet pervious conditions.
The values of MBFD used in Table 8.5.3.2-1 and Table 8.5.3.2-2 are defined as
-	MBFD = 10, if the CSI-RS resource(s) in set [image: ] used for BFD is transmitted with Density = 3.
Table 8.5.3.2-1: Evaluation period TEvaluate_BFD_CSI-RS for FR1
	Configuration
	TEvaluate_BFD_CSI-RS (ms) 

	no DRX
	Max(50, [MBFD  P]  TCSI-RS)

	DRX cycle ≤ 320ms
	Max(50, [1.5 × MBFD  P]  Max(TDRX, TCSI-RS))

	DRX cycle > 320ms
	[MBFD  P]  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.3.2-2: Evaluation period TEvaluate_BFD_CSI-RS for FR2
	Configuration
	TEvaluate_BFD_CSI-RS (ms) 

	no DRX
	Max(50, [MBFD  P  N]  TCSI-RS)

	DRX cycle ≤ 320ms
	Max(50, [1.5 × MBFD  P  N]  Max(TDRX, TCSI-RS))

	DRX cycle > 320ms
	[MBFD  P  N]  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.3.2-3: Evaluation period TEvaluate_BFD_CSI-RS for FR1 for a UE configured with [HSTflag]
	Configuration
	TEvaluate_BFD_CSI-RS (ms) 

	no DRX
	Max(50, [MBFD  P]  TCSI-RS Note1)

	DRX cycle ≤ 160ms
	Max(50, [MBFD  P]  Max(TDRX, TCSI-RS Note1))

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the set [image: ]. TDRX is the DRX cycle length.
Note1:	UE requirements apply provided TCSI-RS periodicity does not exceed 40ms.




8.5.4	Minimum requirement for L1 indication

When the radio link quality on all the RS resources in set  is worse than Qout_LR, layer 1 of the UE shall send a beam failure instance indication to the higher layers. A layer 3 filter may be applied to the beam failure instance indications as specified in TS 38.331 [2].

The beam failure instance evaluation for the RS resources in set  shall be performed as specified in clause 6 in TS 38.213 [3]. Two successive indications from layer 1 shall be separated by at least TIndication_interval_BFD.



When DRX is not used, TIndication_interval_BFD is max(2ms, TSSB-RS,M) ) or max(2ms, TCSI-RS,M), where TSSB-RS,M and TCSI-RS,M is the shortest periodicity of all RS resources in set  for the accessed cell, corresponding to either the shortest periodicity of the SSB  in the set  or CSI-RS resource in the set .
When DRX is used, for SSB based link quality measurement,
-	TIndication_interval_BFD = Max(1.5 × DRX_cycle_length, 1.5 × TSSB-RS,M), if DRX_cycle_length ≤ 320ms,
-	TIndication_interval_BFD = DRX_cycle_length, if DRX_cycle_length > 320ms.
When DRX is used, for CSI-RS based link quality measurement,
-	TIndication_interval_BFD = Max(1.5 × DRX_cycle_length, 1.5 × TCSI-RS,M), if DRX_cycle_length ≤ 320ms,
-	TIndication_interval_BFD = DRX_cycle_length, if DRX_cycle_length > 320ms.
When [HSTFlag] is configured the cell and DRX is used, for SSB based link quality measurement,
-	TIndication_interval_BFD = Max(DRX_cycle_length, TSSB-RS,M), if DRX_cycle_length ≤ 160ms,
When [HSTFlag] is configured the cell and DRX is used, for CSI-RS based link quality measurement,
-	TIndication_interval_BFD = Max(DRX_cycle_length, TCSI-RS,M), if DRX_cycle_length ≤ 160ms,

9.5.4	L1-RSRP measurement requirements
9.5.4.1	SSB based L1-RSRP Reporting
The UE shall be capable of performing L1-RSRP measurements based on the configured SSB resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_SSB.
The value of TL1-RSRP_Measurement_Period_SSB is defined in Table 9.5.4.1-1 for FR1, when [HSTFlag] is not configured the cell, and Table 9.5.4.1.3 when [HSTFlag] is configured the cell, and Table 9.5.4.1-2 for FR2, where 
-	M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise 
-	N= 8.
For FR1,
-	P=, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB; and
-	P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2,
-	P=, when SSB is not overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P is Psharing factor, when SSB is not overlapped with measurement gap and SSB is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	P=, when SSB is partially overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5*TSMTCperiod
-	P is * Psharing factor, when SSB is partially overlapped with measurement gap and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TSSB = 0.5*TSMTCperiod
-	P=, when SSB is partially overlapped with measurement gap (TSSB <MGRP) and SSB is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
· -	P is * Psharing factor, when SSB is partially overlapped with measurement gap and SSB is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)Psharing factor = 1
· if all of the reference signals configured for L1-RSRP reporting outside measurement gap are not fully overlapped by intra-frequency SMTC occasions, or 
· if all of the reference signal configured for L1-RSRP reporting outside measurement gap and fully-overlapped by intra-frequency SMTC occasions are not overlapped by with the SSB symbols indicated by SSB-ToMeasure and 1 symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured;
· Psharing factor = 3, otherwise.

Where:
	TSSB = ssb-periodicityServingCell
	TSMTCperiod = the configured SMTC1 period or SMTC2 period if configured
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Longer evaluation period would be expected if the combination of SSB, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 9.5.4.1-1: Measurement period TL1-RSRP_Measurement_Period_SSB for FR1
	Configuration
	TL1-RSRP_Measurement_Period_SSB (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.



Table 9.5.4.1-2: Measurement period TL1-RSRP_Measurement_Period_SSB for FR2
	Configuration
	TL1-RSRP_Measurement_Period_SSB (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TSSB)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TSSB))

	DRX cycle > 320ms
	ceil(1.5*M*P*N)*TDRX

	Note:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.



Table 9.5.4.1-3: Measurement period TL1-RSRP_Measurement_Period_SSB for FR1 for a UE configured with [HSTflag]
	Configuration
	TL1-RSRP_Measurement_Period_SSB (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TSSBNote 1)

	DRX cycle ≤ 160ms
	max(TReport, ceil(M*P)*max(TDRX,TSSB Note 1))

	Note:	TSSB = ssb-periodicityServingCell is the periodicity of the SSB-Index configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note1:	UE requirements apply provided TSSB periodicity does not exceed 40ms.



9.5.4.2	CSI-RS based L1-RSRP Reporting
The UE shall be capable of performing L1-RSRP measurements based on the configured CSI-RS resource for L1-RSRP computation, and the UE physical layer shall be capable of reporting L1-RSRP measured over the measurement period of TL1-RSRP_Measurement_Period_CSI-RS.
The value of TL1-RSRP_Measurement_Period_CSI-RS is defined in Table 9.5.4.2-1 for FR1, when [HSTFlag] is not configured the cell, and Table 9.5.4.2.3 when [HSTFlag] is configured the cell, and in Table 9.5.4.2-2 for FR2, where
-	For periodic and semi-persistent CSI-RS resources, M=1 if higher layer parameter timeRestrictionForChannelMeasurement is configured, and M=3 otherwise
-	For aperiodic CSI-RS resources M=1 
-	For periodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply if qcl-InfoPeriodicCSI-RS is configured for all the resources in the resource set and for each resource one  RS has QCL-TypeD with 
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For periodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided qcl-InfoPeriodicCSI-RS is configured for all resources in the resource set.
-	For semi-persistent CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set and for each resource one  RS has QCL-TypeD with 
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For semi-persistent CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=ceil(maxNumberRxBeam / Nres_per_set), where Nres_per_set is number of resources in the resource set. The requirements apply provided TCI state is provided for all resources in the resource set in the MAC CE activating the resource set.
-	For aperiodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to OFF, N=1. The requriements apply provided qcl-info is configured for all resources in the resource set and for each resource one RS has QCL-TypeD with 
-	SSB for L1-RSRP measurement, or 
-	another CSI-RS in resource set configured with repetition ON.
-	For aperiodic CSI-RS resources in a resource set configured with higher layer parameter repetition set to ON, N=1. UE is not required to meet the accuracy requirements in clause 10.1.19.2 and 10.1.20.2 if number of resources in the resource set is smaller than maxNumberRxBeam. The requriements apply provided qcl-info is configured for all resources in the resource set.
For FR1,
-	P=, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS; and
-	P=1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2,
-	P=1, when CSI-RS is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	P=, when CSI-RS is not overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P=3, when CSI-RS is not overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TCSI-RS = 0.5*TSMTCperiod
-	P=, when CSI-RS is partially overlapped with measurement gap (TCSI-RS < MGRP) and CSI-RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap.
-	P=, when CSI-RS is partially overlapped with measurement gap and CSI-RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
Where:
	TSMTCperiod = the configured SMTC1 period or SMTC2 period if configured.
	TCSI-RS = the periodicity of CSI-RS configured for L1-RSRP measurement
If the high layer in TS 38.331 [2] signaling of smtc2 is configured, TSMTCperiod corresponds to the value of higher layer parameter smtc2; Otherwise TSMTCperiod corresponds to the value of higher layer parameter smtc1.
Note: The overlap between CSI-RS for L1-RSRP measurement and SMTC means that CSI-RS for L1-RSRP measurement is within the SMTC window duration.
Longer evaluation period would be expected if the combination of CSI-RS, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Table 9.5.4.2-1: Measurement period TL1-RSRP_Measurement_Period_CSI-RS for FR1
	Configuration
	TL1-RSRP_Measurement_Period_CSI-RS (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-RSRP measurement is transmitted with Density = 3.



Table 9.5.4.2-2: Measurement period TL1-RSRP_Measurement_Period_CSI-RS for FR2
	Configuration
	TL1-RSRP_Measurement_Period_CSI-RS (ms) 

	non-DRX
	max(TReport, ceil(M*P*N)*TCSI-RS)

	DRX cycle ≤ 320ms
	max(TReport, ceil(1.5*M*P*N)*max(TDRX,TCSI-RS))

	DRX cycle > 320ms
	ceil(M*P*N)*TDRX

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-RSRP measurement is transmitted with Density = 3.



Table 9.5.4.2-3: Measurement period TL1-RSRP_Measurement_Period_CSI-RS for FR1 for a UE configured with [HSTflag]
	Configuration
	TL1-RSRP_Measurement_Period_CSI-RS (ms) 

	non-DRX
	max(TReport, ceil(M*P)*TCSI-RS Note 3)

	DRX cycle ≤ 160ms
	max(TReport, ceil(M*P)*max(TDRX,TCSI-RS Note 3))

	Note 1:	TCSI-RS is the periodicity of CSI-RS configured for L1-RSRP measurement. TDRX is the DRX cycle length. TReport is configured periodicity for reporting.
Note 2:	the requirements are applicable provided that the CSI-RS resource configured for L1-RSRP measurement is transmitted with Density = 3.
Note3:	UE requirements apply provided TCSI-RS periodicity does not exceed 40ms.
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