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Introduction
This contribution discusses the FR1 intra-band CA ACS and In-Band Blocking requirements.
Discussion
 BCS1 Introduction
In RAN4-94e, A CR was introduced to BCS1 for BW class C as shown in Table 1 [1]. BW class D was also introduced [2]. The reason for introducing the new BCS was for “strong European market demand”. European operators may have 110, 120, 130, or 140MHz of contiguous spectrum for NR band 77/78. So, contiguous CA combinations such as 10+100, 20+100, 30+100 or 40+100 would be conceivable.

Table 1: BCS1 added
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However, the current RX blocking specification for BW class C looks misaligned and does not follow the blocking principles of both LTE-CA and NR-CA < 2.7GHz. In Spokane RAN4#89, CR [3] was approved to add BW class B, D, and E (BW class E was later removed) RX blocking requirements to align the blocking requirements over all BW classes. BW class C was denied the change due to already completed coexistence studies in Japan. Not aligning blocking specifications causes confusion to RAN5 and UE implementation and reading specifications is prone to misinterpretation.

Observation 1: Not aligning blocking specifications causes confusion to RAN5 and UE implementation and reading specifications is prone to misinterpretation.

 Test Equipment Cost for Aggregated Jammers
An important reason to align the specification is the equipment required for the blocking test. It is hard to justify having 2 jammer signal generators for a single blocker test. Modulated signal generators are limited to 100MHz BW, and the cost of a signal generator increases for jammer BWs between 100MHz and 200MHz. Signal generators are designed for a BW that matches at most the maximum component carrier BW, not the aggregated component carrier BW. The increase cost to design or build a higher frequency signal generator is due to the higher sampling rates to avoid aliasing effects.

Observation 2: Test Equipment costs increase when blocker BW exceeds the maximum component carrier BW of 100MHz and pose production setup issues for jammers for NR-CA > 3.3GHz.

 PSD imbalance for ACS2 test case for NR-CA > 2.7GHz

Another important note is the wanted signal level of the ACS2 specification. All ACS2 specifications in LTE-CA and NR-CA (except BW Class C for NR bands > 2.7GHz) have a constant PSD among the wanted component carriers. Unequal PSD can cause throughput errors due to common RX AGC for intra-band where requirements are difficult to meet if the RX PSD imbalance is more than 6dB. In figure 1, the PSD imbalance of the wanted carriers is 10dB. This causes an inherent degradation in the SNR of the weaker PSD component carrier before the blocker is applied. Raising the PSD larger BW carrier to the creates a more relaxed ACS 2 spec. Lowering the PSD of the narrow BW carrier creates a tighter UE ACS2 spec. Why not just fix the jammer BW to align with LTE-CA and NR-CA? 

[image: ]PSD imbalance for ACS2
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Figure 1: PSD error in BW class C for ACS2 blocking test


Observation 3: ACS2 test case for BW class C can have up to 10dB PSD imbalance causing SNR degradation in the weaker PSD carrier because of common RXAGC in intra-band CA.

 Proposal

Because of observation 1, 2, and 3, we would like to align NR-CA RX blocking specs > 2.7GHz for BW class C to all other RX blocking requirements as shown in Appendix and companion CR. Changes are highlighted in yellow.


Proposal 1: Use a fixed 20MHz jammer bandwidth for BW class C to align the RX blocking requirements for ACS, IBB, and Wide band intermodulation over all BW classes to existing LTE-CA and NR-CA in TS36.101, TS38.101-1, and TS38.101-3.

Conclusion
Observation 1: Not aligning blocking specifications causes confusion to RAN5 and UE implementation and reading specifications is prone to misinterpretation.

Observation 2: Test Equipment costs increase when blocker BW exceeds the maximum component carrier BW of 100MHz and pose production setup issues for jammers for NR-CA > 3.3GHz.

Observation 3: ACS2 test case for BW class C can have up to 10dB PSD imbalance causing SNR degradation in the weaker PSD carrier because of common RXAGC in intra-band CA.

Proposal 1: Use a fixed 20MHz jammer bandwidth for BW class C to align the RX blocking requirements for ACS, IBB, and Wide band intermodulation over all BW classes to existing LTE-CA and NR-CA in TS36.101, TS38.101-1, and TS38.101-3.
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[bookmark: _Hlk37248491][bookmark: _Toc21344465][bookmark: _Toc29801953][bookmark: _Toc29802377][bookmark: _Toc29803002]7.5A.1	Adjacent channel selectivity for Intra-band contiguous CA
For intra-band contiguous carrier aggregation, the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. The UE shall fulfil the minimum requirement specified in Table 7.5A.1-1 and 7.5A.1-1a for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm.
The throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.5A.1-2, 7.5A.1-2a, 7.5A.1-3 and 7.5A.1-3a.
Table 7.5A.1-1: ACS for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	
	
	NR CA bandwidth class

	Rx Parameter
	Units
	B
	C
	D
	

	ACS
	dB
	26.0
	23.0
	25.2
	



Table 7.5A.1-1a: ACS for intra-band contiguous CA with FDL_low < 2700 MHz and FUL_low < 2700 MHz
	
	
	NR CA bandwidth class

	Rx Parameter
	Units
	B
	C

	ACS
	dB
	20.0
	17.0



Table 7.5A.1-2: Test parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C
	D
	

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 14 dB
	REFSENS + 14 dB
	REFSENS + 14 dB
	

	PInterferer
	dBm
	Aggregated power + 24.5 dB
	Aggregated power + 21.5 dB 
	Aggregated power + 23.7 dB
	

	BWInterferer
	MHz
	20
	20
	50
	

	FInterferer (offset)
	MHz
	10 + Foffset
/
-10 - Foffset
	10 + Foffset
/
-10 - Foffset
	25 + Foffset
/
-25 -Foffset
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 



Table 7.5A.1-2a: Test parameters for intra-band contiguous CA with FDL_low<2700 MHz and FUL_low<2700 MHz, case 1
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 14 dB
	REFSENS + 14 dB

	PInterferer
	dBm
	Aggregated power + 18.5 dB
	Aggregated power + 15.5 dB 

	BWInterferer
	MHz
	5
	5

	FInterferer (offset)
	MHz
	2.5 + Foffset
/
-2.5 - Foffset
	2.5 + Foffset
/
-2.5 - Foffset

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



Table 7.5A.1-3: Test parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C
	D
	

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	-49.5 + 10log(NRB,c/NRB_agg)
	-46.5 + 10log(NRB,c/NRB_agg)
	-48.7 + 10log(NRB,c/NRB_agg)
	

	PInterferer
	dBm
	-25
	-25 
	-25
	

	BWInterferer
	MHz
	20
	20
	50
	

	FInterferer (offset)
	MHz
	10 + Foffset
/
-10 -Foffset
	10 + Foffset
/
-10 -Foffset
	25 + Foffset
/
-25 -Foffset
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 



Table 7.5A.1-3a: Test parameters for intra-band contiguous CA with FDL_low <2700 MHz and FUL_low<2700 MHz, case 2
	Rx Parameter
	Units 
	NR CA Bandwidth Class

	
	
	B
	C

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	-43.5 + 10log(NRB,c/NRB_agg)
	[bookmark: OLE_LINK16]-40.5 + 10log(NRB,c/NRB_agg)

	PInterferer
	dBm
	-25
	-25

	BWInterferer
	MHz
	5
	5

	FInterferer (offset)
	MHz
	2.5 + Foffset
/
-2.5 - Foffset
	2.5 + Foffset
/
-2.5 - Foffset

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



[bookmark: _Toc21344477][bookmark: _Toc29801965][bookmark: _Toc29802389][bookmark: _Toc29803014]7.6A.2.1	In-band blocking for Intra-band contiguous CA
For intra-band contiguous carrier aggregation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. The UE shall fulfil the minimum requirement specified in Table 7.6A.2.1-1 and 7.6A.2.1-1a for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
Table 7.6A.2.1-1: In-band blocking parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C
	D
	

	Pw in Transmission Bandwidth Configuration, per CC 
	dB
	REFSENS + CA bandwidth class specific value below

	
	
	10.0
	16
	13.8
	

	BWInterferer 
	MHz
	20
	20
	50
	

	FIoffset, case 1 
	MHz
	30
	30
	75
	

	FIoffset, case 2 
	MHz
	50
	50
	125
	

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattrn OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1



[bookmark: OLE_LINK17]Table 7.6A.2.1-1a: In-band blocking parameters for intra-band contiguous CA with FDL_low < 2700 MHz and FUL_low < 2700 MHz
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + NR CA bandwidth class specific value below

	
	
	16.0 
	19.0

	BWInterferer 
	MHz
	5
	5

	FIoffset, case 1 
	MHz
	7.5
	7.5

	FIoffset, case 2 
	MHz
	12.5
	12.5

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1



Table 7.6A.2.1-2: In-band blocking for intra-band contiguous CA  with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n77, n78, n79
	Finterferer (offset)
	MHz
	-BWchannel CA/2 –FIoffset, case 1
and
BWchannel CA/2 +FIoffset, case 1
	≤ -BWchannel CA/2 –FIoffset, case 2
and
≥ BWchannel CA/2 +FIoffset, case 2

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 3BWchannel CA
to
FDL_high + 3BWchannel CA

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWchannel CA/2 – FIoffset, case 1; b: BWchannel CA/2 + FIoffset, case 1
NOTE 3:	BWchannel CA denotes the aggregated channel bandwidth of the wanted signal



Table 7.6A.2.1-2a: In-band blocking for intra-band contiguous CA with FDL_low  < 2700 MHz and FUL_low  < 2700 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3

	
	Pinterferer
	dBm
	-56
	-44
	

	n41, n66, n484,n40
	Finterferer (offset)
	MHz
	-BWchannel CA/2 –FIoffset, case 1
and
BWchannel CA/2 +FIoffset, case 1
	≤ -BWchannel CA/2 –FIoffset, case 2
and
≥ BWchannel CA/2 +FIoffset, case 2
	

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15
	

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12
to
FDL_high + 15
	FDL_low – 12


	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWchannel CA/2 – FIoffset, case 1; b: BWchannel CA/2 + FIoffset, case 1
NOTE 3:	BWchannel CA denotes the aggregated channel bandwidth of the wanted signal
NOTE 4:	n48 follows the requirement in this frequency range according to the general requirement defined in Clause 7.1A.



[bookmark: _Toc21344506][bookmark: _Toc29801994][bookmark: _Toc29802418][bookmark: _Toc29803043]7.8A.2.1	Wide band intermodulation for Intra-band contiguous CA
Table 7.8A.2.1-1: Wide band intermodulation parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	Rx parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C
	D
	

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 10
	REFSENS + 16
	REFSENS + 13.8
	

	PInterferer 1 (CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	20
	20
	50
	

	FInterferer 1
(Offset)
	MHz
	-Foffset-30
/
Foffset+30
	-Foffset-30
/
Foffset+30
	-Foffset-75
/
Foffset+75
	

	FInterferer 2
(Offset)
	MHz
	
	2*FInterferer 1

	
	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
NOTE 3:	The modulated interferer consists of the Reference measurement channel specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and the same SCS as the closest carrier.
NOTE 4:	The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.



Table 7.8A.2.1-2: Wide band intermodulation parameters for intra-band contiguous CA with FDL_low  < 2700 MHz and FUL_low  < 2700 MHz
	Rx parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 16
	REFSENS + 19

	PInterferer 1 (CW)
	dBm
	-46
	-46

	PInterferer 2
(Modulated)
	dBm
	-46
	-46

	BWInterferer 2
	MHz
	5
	5

	FInterferer 1
(Offset)
	MHz
	-Foffset-7.5
/
Foffset+7.5
	-Foffset-7.5
/
Foffset+7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1
	2*FInterferer 1

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
NOTE 3:	The modulated interferer consists of the Reference measurement channel specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and the same SCS as the 15 kHz SCS.
NOTE 4:	The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.
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