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<Start of change1>
[bookmark: _Toc21127808][bookmark: _Toc29812017][bookmark: _Toc36817569]A.4	Fixed Reference Channels for performance requirements (16QAM, R=658/1024)
-	FRC parameters are specified in table A.4-2A for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layers.
-	FRC parameters are specified in table A.4-2B for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos2 and 1 transmission layers.
-	FRC parameters are specified in table A.4-4 for FR1 PUSCH with transform precoding disabled, additional DM-RS position = pos1 and 1 transmission layers.
<end of change1>

<Start of change2>
Table A.4-2A: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-29
	G-FR1-A4-30

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	52
	106

	Data bearing CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024

	Payload size (bits)
	17424
	35856

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	24
	24

	Number of code blocks - C
	3
	5

	Code block size including CRC (bits) (Note 2)
	5840
	7200

	Total number of bits per slot
	27456
	55968

	Total resource elements per slot
	6846
	13992

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, and l0= [2 or 3] for PUSCH mapping type A, as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	Code block size including CRC (bits) equals to K' in clause 5.2.2 of TS 38.212 [15].



Table A.4-2B: FRC parameters for FR1 PUSCH performance requirements, transform precoding disabled, Additional DM-RS position = pos2 and 1 transmission layer (16QAM, R=658/1024)
	Reference channel
	G-FR1-A4-31
	G-FR1-A4-32

	Subcarrier spacing [kHz]
	15
	30

	Allocated resource blocks
	25
	50

	CP-OFDM Symbols per slot (Note 1)
	11
	11

	Modulation
	16QAM
	16QAM

	Code rate (Note 2)
	658/1024
	658/1024

	Payload size (bits)
	8456
	16896

	Transport block CRC (bits)
	24
	24

	Code block CRC size (bits)
	24
	24

	Number of code blocks - C
	2
	3

	Code block size including CRC (bits) (Note 2)
	4264
	5664

	Total number of bits per slot
	13200
	26400

	Total symbols per slot
	3300
	6600

	NOTE 1:	DM-RS configuration type  = 1 with DM-RS duration = single-symbol DM-RS and the number of DM-RS CDM groups without data is 2, Additional DM-RS position = pos2, l0 = 2 for PUSCH mapping type A, l0 = 2 for PUSCH mapping type B, as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	Code block size including CRC (bits) equals to K' in subclause 5.2.2 of TS 38.212 [15].



<end of change2>

<Start of change3>
[bookmark: _Toc21100274][bookmark: _Toc29810072][bookmark: _Toc36645465]G.3	High speed train condition

G.4	Moving propagation conditions
Figure G.4-1 illustate the moving progation conditions for the test of the UL timing adjustment performance. The time difference between the reference timing and the first tap is accoding Equation (G.4-1). The timing difference between moving UE and stationary UE is equal to Δτ - (TA 31)1664Tc for 15kHz SCS and Δτ - (TA 31)1632Tc for 30KHz SCS. The relative timing among all taps is fixed. The parameters for the moving progagation conditions are shown in Table G.4-1.


Figure G.4-1: Moving propagation conditions

                                                                      (G.4-1)
Table G.4-1: Parameters for UL timing adjustment
	Parameter
	Scenario Y

	Channel model
	Stationary UE: AWGN 
Moving UE: AWGN

	UE speed
	350 km/h

	CP length
	Normal

	A
	15 kHz: 10 s
30 kHz: 5 s

	
	15 kHz: 0.13 s-1
30 kHz: 0.26 s-1



NOTE 1: Doppler shift is not taken into account in UL TA scenario Y.
<end of change3>
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