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<Start of change>
[bookmark: _Toc21099103][bookmark: _Toc29809191][bookmark: _Toc29809700][bookmark: _Toc21101085][bookmark: _Toc29810124]6.2.4.1	Initial conditions
Test environment:
-	Normal, see annex B.2,
[bookmark: _Hlk37250488]-	Extreme, see annexes B.3 and B.5.
RF channels to be tested for single carrier:	B, M and T; see clause 4.9.1
Base Station RF Bandwidth positions to be tested for multi-carrier and/or CA:
-	BRFBW, MRFBW and TRFBW for single-band connector(s), see clause 4.9.1.
-	BRFBW_T'RFBW and B'RFBW_TRFBW for multi-band connector(s), see clause 4.9.1.
In addition for the BS type 1-C and BS type 1-H, a single test case shall be performed under extreme power supply conditions as defined in annex B.5. In this case of extreme test environment, it is sufficient to test on a single combination of one NR-ARFCN, or one RF bandwidth position and with only one applicable test configuration defined in clauses 4.7 and 4.8.
NOTE:	Tests under extreme power supply conditions also test extreme temperatures.
<Next change>
[bookmark: _Toc21099240][bookmark: _Toc29809328][bookmark: _Toc29809837]7.2.4.1	Initial conditions	
Test environment:
-	 Normal; see annex B.2.
-	Extreme, see annexes B.3 and B.5.
RF channels to be tested for single carrier: B, M and T; see clause 4.9.1.
On each of B, M and T, the test shall be performed under extreme power supply conditions as defined in annex B.5.
NOTE:	Tests under extreme power supply conditions also test extreme temperatures.
<End of change>

