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· TDD+TDD EN-DC with the same UL-DL pattern
This CR provide the DL interruption requirements at Tx switching between two uplink carriers.
-DL interruption in ENDC;
-DL interruption in FDD-TDD UL CA
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<Start of Change 1>
8.2	Interruption
8.2.1	EN-DC Interruption
8.2.1.1	Introduction
This clause contains the requirements related to the interruptions on PSCell, and SCell, when
E-UTRA PCell transitions between active and non-active during DRX, or
E-UTRA PCell transitions from non-DRX to DRX, or
E-UTRA SCell in MCG or SCell in SCG is added or released, or
E-UTRA SCell in MCG or SCell in SCG is activated or deactivated, or
measurements on SCC with deactivated SCell in either E-UTRA MCG or NR SCG, or
[bookmark: _Hlk1046643]a supplementary UL carrier or an UL carrier is configured or de-configured, or
UL/DL BWP is switched on PSCell or SCell in SCG, or
UE Tx switches between two uplink carriers..
The requirements shall apply for E-UTRA-NR DC with an E-UTRA PCell.
This clause contains interruptions where victim cell is PSCell or SCell belonging to SCG. Requirements for interruptions requirements when the victim cell is E-UTRA PCell or E-UTRA SCell belonging to MCG are specified in TS 36.133 [15].
For a UE which does not support per-FR measurement gaps, interruptions to the PSCell or activated SCG SCells may be caused by EUTRA PCell, EUTRA SCells or SCells on any frequency range. For UE which support per-FR gaps, interruptions to the PSCell or activated SCG SCells may be caused by EUTRA PCell, EUTRA SCells or SCells on the same frequency range as the victim cell.
<End of Change 1>
<Start of Change 2>
8.2.1.2.10	DL Interruptions at switching between two uplink carriers
The requirements specified in this clause are applicable when switching between an uplink band pair of an inter-band EN-DC configuration is supported, and is only applicable when uplink switching period is indicated by RRC signalling and uplink transmission is switched between E-UTRA UL carrier capable of one transmit antenna connector and NR UL carrier capable of two transmit antenna connectors, where the two uplink carriers are in different bands with different carrier frequencies. 
When uplink switching is conducted, UE is allowed to cause DL interruption of X OFDM symbols, which overlap with the UL switching period, on NR carrier(s) depending on UE capability [TBD]. The DL interruption lengths of X for NR carrier(s) are defined in Table 8.2.1.2.10-1. 
Table 8.2.1.2.10-1: DL interruption length on NR carrier(s) in the unit of OFDM symbols (X) for switching between two uplink carriers 
	[image: ]
	NR Slot length (ms)
	Uplink Tx switching period Note1

	
	
	35us
	140us

	0
	1
	2
	3

	1
	0.5
	2
	5

	2
	0.25
	3
	9

	Note 1: Uplink Tx switching period depends on UE capability [UplinkTxSwitchingPeriod]





<End of Change 2>
<Start of Change 3>
8.2.2	SA: Interruptions with Standalone NR Carrier Aggregation
8.2.2.1	Introduction
This clause contains the requirements related to the interruptions on PCell and activated SCell if configured, when 
[bookmark: _Hlk1047099]up to 7 SCells are configured, de-configured, activated or deactivated, or
a supplementary UL carrier or an UL carrier is configured or de-configured, or
measurements on SCC with deactivated SCell in NR SCG, or
UL/DL BWP is switched on PCell or SCell, or
UE Tx switches between two uplink carriers.
Note:	interruptions at SCell addition/release, activation/deactivation and during measurements on SCC may not be required by all UEs.
Editor’s Note:	The interruptions shall not interrupt RRC signalling or ACK/NACKs related to RRC reconfiguration procedure [2] for SCell addition/release or MAC control signalling [17] for SCell activation/deactivation command. 
This clause additionally contains requirements related to interruptions at inter-frequency SFTD between PCell in FR1 and neighbour cell in FR2.
For a UE which does not support per-FR measurement gaps, interruptions to the PCell and activated SCell may be caused by SCells on any frequency range. For UE which support per-FR gaps, interruptions to PCell and activated SCell may be caused by SCells on the same frequency range as the victim cell. 
 In addition to standalone NR carrier aggregation when no CCA is configured, the requirements in clause 8.2.2. and all subclauses of 8.2.2 apply when the UE is configured with
	-A PCell not using CCA in downlink and one or more SCells using CCA in downlink  or
	 -A PCell and one or more SCells using CCA in downlink
<End of Change 3>
<Start of Change 4>
8.2.2.2.7	DL Interruptions at UE switching between two uplink carriers
The requirements specified in this clause are applicable when switching between an uplink band pair of an inter-band UL CA configuration is supported, and is only applicable when uplink switching period is indicated by RRC signalling and uplink transmission is switched between NR UL carrier capable of one transmit antenna connector and NR UL carrier capable of two transmit antenna connectors, where the two uplink carriers are in different bands with different carrier frequencies. 
When uplink switching is conducted, UE is allowed to cause DL interruption of X OFDM symbols, which overlap with the UL switching period, on NR carrier(s) depending on UE capability [TBD]. The DL interruption lengths of X are defined in Table 8.2.2.2.7-1. 
Table 8.2.2.2.7-1: DL interruption length on NR carrier(s) in the unit of OFDM symbols (X) for switching between two uplink carriers 
	[image: ]
	NR Slot length (ms)
	Uplink Tx switching period Note1

	
	
	35us
	140us
	210us

	0
	1
	2
	3
	4

	1
	0.5
	2
	5
	7

	2
	0.25
	3
	9
	13

	Note 1: Uplink Tx switching period depends on UE capability [UplinkTxSwitchingPeriod]




<End of Change 4>
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