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1. Overall Description:
RAN4 has discussion on the requirement impact by introducing this second DRX group for FR2 CC when UE is working on FR1+FR2 CA, and following conclusions have been achieved.
1. No additional interruption at transitions between active and non-active during DRX is allowed on top of existing allowed interruption in Rel-15 if dual DRXs are configured for FR1+FR2 CA.
2. RAN4 has observed that dual DRXs configured to the UE without per-FR MG capability in FR1 + FR2 CA may not be able to provide same power saving gain as to the UE with per-FR MG capability due to the aligned RF tuning/retuning timing of FR1 and FR2 CCs at the transitions between active and non-active during DRX.
3. RAN4 expects the impact on RRM requirements by introducing dual DRX feature for FR1+FR2 is limited, i.e., to clarify interruption due to transitions between active and non-active during DRX is not allowed for FR1+FR2 CA with dual DRX. RAN4 would start to develop the corresponding requirements once RAN1 and RAN2 formally decides to introduce this feature.


2. Actions:
To RAN WG1 and WG2 group.
ACTION: 	RAN4 kindly asks RAN1 and RAN2 to take the above information into account in their future work. 

3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN4 #95-e		  25th - 29th May 2020		Emeeting
TSG-RAN4 #96		  24th - 28th Aug 2020		Toulouse , FR
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