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1. Overall Description:

Based on the signalling design of UE capabilities on DAPS handover in [R2-2001727], RAN4 found that there is a misalignment between RAN2 and RAN4 on the following capabilities.
· Synchronous vs. asynchronous support for DAPS HO
· Support of simultaneous UL transmission to source and target cell
According to RAN4’s discussion, inter-frequency vs. intra-frequency support of DAPS HO is not a UE capability. For an inter-band band combination, a DAPS handover only could be inter-frequency. For an intra-band band combination, a DAPS handover could be intra-frequency or inter-frequency, and the above capabilities need to be indicated separately for intra-frequency and inter-frequency.
For an inter-band band combination, two signalling IEs are needed for the following capabilities.
· Support of asynchronous DAPS HO
· Support of simultaneous UL transmission to source and target cell
For an intra-band band combination, four signalling IEs are needed for the following capabilities.
· Support of asynchronous intra-frequency DAPS HO
· Support of asynchronous inter-frequency DAPS HO
· Support of simultaneous UL transmission for intra-frequency DAPS HO
· Support of simultaneous UL transmission for inter-frequency DAPS HO
2. Actions:
RAN4 respectfully asks RAN2 to take the information provided in this liaison statement into account for the signalling design of UE capabilities on DAPS handover.
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