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<Start of Change 1>
4.7.X	Channel quality report for UE Category M1 in idle mode
The requirements in this clause shall apply for UE supporting DL channel quality reporting for UE Category M1 as defined in TS 36.321 [17] section 5.25. 
The DL channel quality provides the serving eNB with information about 
- the minimum MPDCCH repetition level to satisfy the hypothetical MPDCCH block error rate of 1% with the parameters specified in Table 4.7.X-1 if the repetition level in DL quality report is larger than 1, or 
- the minimum MPDCCH aggregation level to satisfy the hypothetical MPDCCH block error rate of 1% with the parameters specified in Table 4.7.X-2 if the repetition level in DL quality report is 1 and UE is in normal coverage.
Table 4.7.X-1: MPDCCH transmission parameters for downlink quality reporting, repetition number being reported 
	Attribute
	Normal coverage
	Enhanced coverage

	DCI format
	6-1A
	6-1B

	Starting OFDM symbols
	2; Bandwidth >= 10MHz
3; 3MHz <= Bandwidth < 10MHz
4; Bandwidth = 1.4MHz

	MPDCCH Aggregation level (ECCE) Note2
	24

	M-PDCCH Transmission type
	Distributed



Table 4.7.X-2: MPDCCH transmission parameters for downlink quality reporting, aggregation level being reported 
	Attribute
	Normal coverage

	DCI format
	6-1A

	Starting OFDM symbols
	2; Bandwidth >= 10MHz
3; 3MHz <= Bandwidth < 10MHz
4; Bandwidth = 1.4MHz

	MPDCCH repetition level Note1
	1

	M-PDCCH Transmission type
	Distributed



When UE is in idle mode, the reported MPDCCH repetition level or aggregation level shall be derived from the channel quality measured in the period T in the narrowband where the random access response is transmitted, where
-	T is the period from the beginning of the random access response to the beginning of PUSCH for DL channel quality reporting.
The MPDCCH repetition level or aggregation level is chosen from the supported MPDCCH repetition levels and aggregation levels [3]. The report mapping is defined in section 9.1.21.22.
The UE shall satisfy the downlink channel quality measurement accuracy requirements as specified in section 9.1.21.23 if UE is in normal coverage or in section 9.1.21.24 if UE is in enhanced coverage.
<End of Change 1>



<Start of Change 2>
8.13.2.8	Channel quality report for UE Category M1 in connected mode with CE mode A
The requirements in this clause shall apply for UE supporting DL channel quality reporting for UE Category M1 as defined in TS 36.321 [17] section 5.25. 
The DL channel quality provides the serving eNB with information about 
- the minimum MPDCCH repetition level to satisfy the hypothetical MPDCCH block error rate of 1% with the parameters specified in Table 8.13.2.8-1 if the repetition level in DL quality report is larger than 1, or 
- the minimum MPDCCH aggregation level to satisfy the hypothetical MPDCCH block error rate of 1% with the parameters specified in in Table 8.13.2.8-2 if the repetition level in DL quality report is 1.
Table 8.13.2.8-1: MPDCCH transmission parameters for downlink quality reporting, repetition number being reported 
	Attribute
	CEModeA

	DCI format
	6-1A

	Starting OFDM symbols
	2; Bandwidth >= 10MHz
3; 3MHz <= Bandwidth < 10MHz
4; Bandwidth = 1.4MHz

	MPDCCH Aggregation level (ECCE) Note2
	24

	M-PDCCH Transmission type
	Distributed



Table 8.13.2.8-2: MPDCCH transmission parameters for downlink quality reporting, aggregation level being reported 
	Attribute
	CEModeA

	DCI format
	6-1A

	Starting OFDM symbols
	2; Bandwidth >= 10MHz
3; 3MHz <= Bandwidth < 10MHz
4; Bandwidth = 1.4MHz

	MPDCCH repetition level Note1
	1

	M-PDCCH Transmission type
	Distributed

	NOTE 1: Not applicable if repetition number in DL quality information is larger than 1.
NOTE 2: Not applicable if repetition number in DL quality information equals to 1.



The MPDCCH repetition level or aggregation level is chosen from the supported MPDCCH repetition levels and aggregation levels [3]. The report mapping is defined in section 9.1.21.22.
The UE shall satisfy the downlink channel quality measurement accuracy requirements as specified in section 9.1.21.23.

<End of Change 2>


<Start of Change 3>
8.13.3.8	Channel quality report for UE Category M1 in connected mode with CE mode B
The requirements in this clause shall apply for UE supporting DL channel quality reporting for UE Category M1 as defined in TS 36.321 [17] section 5.25. 
The DL channel quality provides the serving eNB with information about 
- the minimum MPDCCH repetition level to satisfy the hypothetical MPDCCH block error rate of 1% with the parameters specified in Table 8.13.3.8-1. 
Table 8.13.3.8-1: MPDCCH transmission parameters for downlink quality reporting, repetition number being reported 
	Attribute
	CEModeB

	DCI format
	6-1B

	Starting OFDM symbols
	2; Bandwidth >= 10MHz
3; 3MHz <= Bandwidth < 10MHz
4; Bandwidth = 1.4MHz

	MPDCCH Aggregation level (ECCE) Note2
	24

	M-PDCCH Transmission type
	Distributed



The MPDCCH repetition level or aggregation level is chosen from the supported MPDCCH repetition levels and aggregation levels [3]. The report mapping is defined in section 9.1.21.22.
[bookmark: _GoBack]The UE shall satisfy the downlink channel quality measurement accuracy requirements as specified in section 9.1.21.24.

<End of Change 3>

