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1
Introduction

In this paper, we give the guidelines for handling of NR-NR DC configurations and new channel bandwidths for NR CA configurations based on [1][2].
2
Guidelines for handling of NR-NR DC configurations
Case 1: Handling of NR-NR DC band combinations for which the corresponding 2UL NR CA configuration is specified
Proponent provides draft CR to the TS for their own inter-band NR-DC under specific basket WID agenda.
It is encouraged companies to provide one draft CR to capture all the NR-NR DC combos in one meeting.
Case 2: Handling of NR-DC band combinations for which the corresponding 2UL NR CA configuration is not specified
When TPs for the inter-band 2ULs NR CA are provided, the proponents are encouraged to include the corresponding inter-band NR DC configurations in the same TP

In case of the inter-band NR DC configuration is missing in the TP, then Case 1 method shall be used.
Specification of NR-DC band combinations without a corresponding 2UL NR CA configuration]
TPs only including NR-DC combination(s) not allowed

3
Guidelines for handling of new channel bandwidths for NR CA configurations
Handling of new channel bandwidths for existing NR CA configurations.
Introduce new BCS for existing NR CA configurations in the spec.
For those NR CA configurations including band n77/n78 are an exception to these cases. i.e for this exception cases, proponent provides draft CR to the TS under specific basket WID agenda to update proposed BCS with new channel bandwidths only for band n77/n78.
Handling of new channel bandwidths for new NR CA configurations.
Update proposed BCS with new channel bandwidths for the incompleted NR CA configurations in the NR CA basket WIDs including intra-band contiguous/non-contiguous CA and inter-band CA.
4
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