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	Reason for change:
	The applicability for gap pattern configurations supported by the UE with NR standalone operation is not correct when serving cell is FR2 and applicable MG pattern is 12-23.

	
	

	Summary of change:
	Correct the error in the MG appliability table for NR standalone. 
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	The applicability for gap pattern configurations supported by the UE with NR standalone operation is not correct when serving cell is FR2 and applicable MG pattern is 12-23.

	
	

	Clauses affected:
	Section 9.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


Start of Change 1
Table 9.1.2-3: Applicability for Gap Pattern Configurations supported by the UE with NR standalone operation (with single carrier, NR CA and NR-DC configuration)
	Measurement gap pattern configuration
	Serving cell 
	Measurement Purpose NOTE 2
	Applicable Gap Pattern Id

	Per-UE measurement gap
	FR1 NOTE5, or
FR1 + FR2

	non-NR RAT NOTE3,6
	0,1,2,3

	
	
	FR1 and/or FR2 
	0-11

	
	
	non-NR RAT and FR1 and/or FR2 NOTE3,6
	0, 1, 2, 3, 4, 6, 7, 8,10

	
	FR2 NOTE5
	non-NR RAT only NOTE3,6
	0,1,2,3

	
	
	FR1 only
	0-11

	
	
	FR1 and FR2 
	0-11

	
	
	non-NR RAT and FR1 and/or FR2 NOTE3,6
	0, 1, 2, 3, 4, 6, 7, 8,10

	
	
	non-NR RAT NOTE3,6FR2 only
	12-23

	Per FR measurement gap
	FR1 if configured
	non-NR RAT only NOTE3,6
	0,1,2,3

	
	FR2 if configured
	
	No gap 

	
	FR1 if configured
	FR1 only 
	0-11

	
	FR2 if configured
	
	No gap

	
	FR1 if configured
	FR2 only
	No gap

	
	FR2 if configured
	
	12-23

	
	FR1 if configured
	non-NR RAT and FR1 NOTE3,6 
	0, 1, 2, 3, 4, 6, 7, 8,10

	
	FR2 if configured
	
	No gap

	
	FR1 if configured
	FR1 and FR2
	0-11

	
	FR2 if configured
	
	12-23

	
	FR1 if configured
	non-NR RAT and FR2 NOTE3,6
	0, 1, 2, 3, 4, 6, 7, 8,10

	
	FR2 if configured
	
	12-23

	
	FR1 if configured
	non-NR RAT and FR1 and FR2 NOTE3,6
	0, 1, 2, 3, 4, 6, 7, 8,10

	
	FR2 if configured
	
	12-23

	NOTE 1:	When E-UTRA inter-RAT RSTD measurements are configured and the UE requires measurement gaps for performing such measurements, only Gap Pattern #0 can be used.
NOTE 2:	Measurement purpose which includes E-UTRA measurements includes also inter-RAT E-UTRA RSRP and RSRQ measurements for E-CID
NOTE 3:	Void
NOTE4:	If per-UE measurement gap is configured with MG timing advance of TMG ms, the measurement gap starts at time TMG ms advanced to the end of the latest subframe occurring immediately before the configured measurement gap among all serving cells subframes.
	If per-FR measurenet gap for FR1 is configured with MG timing advance of TMG ms, the measurement gap for FR1 starts at time TMG ms advanced to the end of the latest subframe occurring immediately before the configured measurement gap among serving cells subframes in FR1.
	If per-FR measurement gap for FR2 is configured with MG timing advance of TMG ms, the measurement gap for FR2 starts at time TMG ms advanced to the end of the latest subframe occurring immediately before the configured measurement gap among serving cells subframes in FR2.
	TMG is the MG timing advance value provided in mgta according to [2].
	In determining the measurement gap starting point, UE shall use the DL timing of the latest subframe occurring immediately before the configured measurement gap among serving cells.
NOTE 5:	NR-DC in Rel-15 only includes the scenarios where all serving cells in MCG in FR1 and all serving cells in SCG in FR2. 
NOTE 6: 	In NR single carrier, NR CA, and NR-DC mode, non-NR RAT means E-UTRA, and UTRA for SRVCC. In NR single carrier, NR CA, and NR-DC mode, if UTRA FDD inter-RAT frequency layer is configured to be monitered for SRVCC, only measurement gap pattern #0 and #1 can be used for per-FR gap in E-UTRA and FR1 if configured, or for per-UE gap.
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