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1. Introduction
This contribution provides TP for TS 38.174, the discussion background is in the contribution [1]. 
2. Reference
[1] R4-2006274, “TP for TR 38.809: IAB-DU transmitted signal quality”, CATT
[2] R4-2004801, TS 38.174 v0.0.1
[bookmark: _GoBack]Annex: TP for IAB TS
<First part>
6.5	Transmitted signal quality
Detailed structure of the subclause is TBD.
[bookmark: _Toc29811681][bookmark: _Toc21127472]6.5.1	Frequency error
6.5.1.1 IAB-DU frequency error
The requirements in clause 6.5.1 for BS type 1-H in TS 38.104 [x] apply to IAB-DU type 1-H.
[bookmark: _Toc29811684][bookmark: _Toc21127475]6.5.2	Modulation quality
6.5.2.1 IAB-DU modulation quality
The requirements in clause 6.5.2 for BS type 1-H in TS 38.104 [x] apply to IAB-DU type 1-H.
[bookmark: _Toc29811688][bookmark: _Toc21127479]6.5.3	Time alignment error
6.5.3.1 IAB-DU time alignment error
The requirements in clause 6.5.3 for BS type 1-H in TS 38.104 [x] apply to IAB-DU type 1-H.

<Next part>
9.6	OTA transmitted signal quality
Detailed structure of the subclause is TBD.
[bookmark: _Toc29811857][bookmark: _Toc21127648]9.6.1	OTA frequency error
9.6.1.1 IAB-DU OTA frequency error
The requirements in clause 9.6.1 for BS type 1-O and  type 2-O in TS 38.104 [x] apply to IAB-DU type 1-O and type 2-O respectively.
[bookmark: _Toc29811861][bookmark: _Toc21127652]9.6.2	OTA modulation quality
9.6.2.1 IAB-DU OTA modulation quality
The requirements in clause 9.6.2 for BS type 1-O and type 2-O in TS 38.104 [x] apply to IAB-DU type 1-O and type 2-O respectively.
[bookmark: _Toc29811866][bookmark: _Toc21127657]9.6.3	OTA time alignment error
9.6.3.1 IAB-DU OTA time alignment error
The requirements in clause 9.6.3 for BS type 1-O and type 2-O in TS 38.104 [x] apply to IAB-DU type 1-O and type 2-O respectively.

<Next part>
[bookmark: _Toc29812020][bookmark: _Toc21127811][bookmark: _Toc29812030][bookmark: _Toc21127821]Annex X (normative):
IAB-DU Error Vector Magnitude (FR1)
The Annex B in in TS 38.104 [x] apply to FR1 IAB-DU.
Annex X (normative): 
IAB-DU Error Vector Magnitude (FR2)
The Annex C in in TS 38.104 [x] apply to FR2 IAB-DU.
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