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1. Introduction
This contribution is a text proposal for TR 37.716-21-11 to update the MSD values due to IMD for DC_41_n3-n77 based on last meeting approved TP [1].
2. Reference
[1] R4-2005132, TP for TR 37.716-21-11: DC_3-41_n28, Samsung, KDDI.
3. Text Proposal
[bookmark: _Toc523749799][bookmark: _Toc523750864][bookmark: _Toc527979877][bookmark: historyclause]<Start of Text Proposal>
[bookmark: _Toc535322123][bookmark: _Toc23151772][bookmark: _Toc523749803][bookmark: _Toc523750868][bookmark: _Toc527979881][bookmark: _Hlk523749210]5.1.x	DC_3-41_n28
<Unchanged sections omitted>
[bookmark: _Toc23151776]5.1.x.5	REFSENS requirements
Table 5.1.x.5-1 shows the required MSD levels for the DC configuration.
Table 5.1.x.5-1: Reference sensitivity exceptions for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	[bookmark: OLE_LINK13]E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC
Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_3A-41A_n28A
DC_3A-41C_n28A
	41
	2543
	10
	50
	2543
	N/A
	TDD
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	FDD
	N/A

	
	3
	1737.5
	5
	25
	1832.5
	26
	FDD
	IMD2
|fB41-fn28|

	
	3
	1780
	5
	25
	1875
	N/A
	FDD
	N/A

	
	n28
	738
	5
	25
	793
	N/A
	FDD
	N/A

	
	41
	2518
	5
	25
	2518
	TBD27.4
	TDD
	IMD2
|fB3+fn28|

	
	3
	1715
	5
	25
	1810
	N/A
	FDD
	N/A

	
	n28
	743
	5
	25
	798
	N/A
	FDD
	N/A

	
	41
	2687
	5
	25
	2687
	TBD 15.9
	TDD
	IMD3
|2*fB3-fn28|



<End of Text Proposal>
