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[bookmark: _Toc5952606]< START OF CHANGE #1 >
[bookmark: _Toc5952519][bookmark: _Toc5952517]12.7.3	V2X Sidelink Communication Dropping due to switching between NR V2X Sidelink and E-UTRA V2X Sidelink
This sub-clause contains the requirements related to the interruptions on the V2X sidelink communication due to switching between NR V2X sidelink and E-UTRA V2X sidelink. It is applicable for UE capable of both NR V2X sidelink and E-UTRA V2X sidelink in time division manner.
The UE is allowed an interruption of up to one slot when switching from E-UTRA V2X sidelink to NR V2X sidelink in NR slot.
When switching from NR V2X sidelink to E-UTRA V2X sidelink in NR slot
· the UE is allowed an interruption of up to the duration shown in table 12.7.3.-1 if the NR slot includes PSCCH and PSSCH except for other V2X sidelink signals.
· Otherwise, the UE is allowed an interruption of up to one slot. 
Table 12.7.3-1: Interruption length when swiching from NR V2X sidelink to E-UTRA V2X sidelink in NR slot including PSCCH and PSSCH except for other V2X sidelink signals
	[image: ]
	NR Slot length (ms)
	  (symbols)
	Interruption length
(number of slots)

	0
	1
	≤ 11
	N/A

	
	
	> 11
	1

	1
	0.5
	≤ 9
	N/A

	
	
	> 9
	1

	2
	0.25
	6~13
	1

	NOTE 1:  is duration of  scheduled resources for transmission of PSSCH and the associated PSCCH [6]



The UE is allowed an interruption of up to one subframe when switching from E-UTRA V2X sidelink to NR V2X sidelink in E-UTRA subframe.

< END OF CHANGE #1 >
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