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	Reason for change:
	Organize FR2 UE RF UL requirements by parameter nrofSRS-Ports, consistent with FR1 Rel-16 understanding on tx diversity

	
	

	Summary of change:
	Clarify applicability of Tx requirements by nrofSRS-Ports in IE SRS-Config
1. Non-letter suffix, and A-suffix requirements are for nrofSRS-Ports =1, or when txConfig is not configured in IE PUSCH-Config. 
2. D-suffix requirements are for nrofSRS-Ports =2
3. Move statements in 6.1 pertaining to CA and UL MIMO A-suffix and D-suffix into new subclauses 6.1A and 6.1D respectively
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< start of changes >
[bookmark: _Toc21340756][bookmark: _Toc29805203][bookmark: _Toc36456412][bookmark: _Toc36469510][bookmark: _Toc37253919][bookmark: _Toc37322776][bookmark: _Toc37324182]6.1	General
Unless otherwise stated, the transmitter characteristics are specified over the air (OTA) with a single or multiple transmit chains. 
Unless otherwise stated, for power class 3 UEs, the beam correspondence side condition for SSB and CSI-RS specified in clause 6.6.4 shall apply to the transmission tests.
Unless otherwise stated, transmitter requirements apply when the UE is configured with nrofSRS-Ports =1, or if txConfig is not configured. UE requirements when configured with nrofSRS-Ports = 2 is addressed in sub sections with ‘D’-suffix.
[bookmark: _Hlk22228732]6.1A	General, UL CA operation
[bookmark: _Hlk40187975]Transmitter requirements for CA operation apply only when the DMRS initialization parameters (including the case when the UE applies cell ID as DMRS scrambling ID) are different across all UL CCs. The UE may use higher MPR values outside this limitation.
6.1D	General, UL MIMO operation
Requirements for UL MIMO operation apply when the UE is configured with nrofSRS-Ports = 2. 
For a UE that supports 'UL full power transmission' and is configured to transmit a single layer with nrofSRS-Ports = 2, the requirements for UL MIMO operation apply only when it is configured for any of its declared full power modes in IE FullPowerTransmission-r16 
For a UE configured to transmit 2 layers, Ttransmitter requirements for UL MIMO operation apply when the UE transmits on 2 ports on the same CDM group. The UE may use higher MPR values outside this limitation.

< end of changes >



