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< start of changes >
[bookmark: _Toc21344425][bookmark: _Toc29801912][bookmark: _Toc29802336][bookmark: _Toc29802961][bookmark: _Toc36107703][bookmark: _Toc37251477]7.1	General
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi is assumed for each antenna port(s). UE with an integral antenna(s) may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector, identical interfering signals shall be applied to each receiver antenna port if more than one of these is used (diversity).
The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective clauses below.
The applicability of receiver requirements for Band n90 is in accordance with that for Band n41; a UE supporting Band n90 shall meet the minimum requirements for Band n41.
With the exception of clause 7.3, the requirements shall be verified with the network signalling value NS_01 configured (Table 6.2.3-1).
All the parameters in clause 7 are defined using the UL reference measurement channels specified in Annexes A.2.2 and A.2.3, the DL reference measurement channels specified in Annex A.3.2 and using the set-up specified in Annex C.3.1.
The minium requirements specified in clauses 7.5, 7.6, 7.7 and 7.8 for NR band n48 refer to the minimum requirements for NR bands < 2.7 GHz.
The minimum requirements for Band n46 do not apply for assigned channel(s) overlapping with the range 5350-5470 MHz.
For the additional requirements for intra-band non-contiguous carrier aggregation of two or more sub-blocks, an in-gap test refers to the case when the interfering signal is located at a negative offset with respect to the assigned lowest channel frequency of the highest sub-block and located at a positive offset with respect to the assigned highest channel frequency of the lowest sub-block.
For the additional requirements for intra-band non-contiguous carrier aggregation of two or more sub-blocks, an out-of-gap test refers to the case when the interfering signal(s) is (are) located at a positive offset with respect to the assigned channel frequency of the highest carrier frequency, or located at a negative offset with respect to the assigned channel frequency of the lowest carrier frequency.
For the additional requirements for intra-band non-contiguous carrier aggregation of two or more sub-blocks with channel bandwidth larger than or equal to 5 MHz, the existing adjacent channel selectivity requirements, in-band blocking requirements (for each case), and narrow band blocking requirements apply for in-gap tests only if the corresponding interferer frequency offsets with respect to the two measured carriers satisfy the following condition in relation to the sub-block gap size Wgap for at least one of these carriers j = 1,2, so that the interferer frequency position does not change the nature of the core requirement tested:
	Wgap ≥ 2∙|FInterferer (offset),j|  – BWChannel(j) 
where FInterferer (offset),j for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier j as specified in clause 7.5, clause 7.6.2 and clause 7.6.4 for the respective requirement and BWChannel(j) the channel bandwidth of carrier j. FInterferer (offset),j for a sub-block with two or more contiguous component carriers is the interference frequency offset with respect to the carrier adjacent to the gap is specified in clause 7.5A, 7.6A.2 and 7.6A.3. The interferer frequency offsets for adjacent channel selectivity, each in-band blocking case and narrow- band blocking shall be tested separately with a single in-gap interferer at a time.
[bookmark: _Toc21344426][bookmark: _Toc29801913][bookmark: _Toc29802337][bookmark: _Toc29802962][bookmark: _Toc36107704][bookmark: _Toc37251478]7.1A	General
< text omitted >
[bookmark: _Toc21344428][bookmark: _Toc29801915][bookmark: _Toc29802339][bookmark: _Toc29802964][bookmark: _Toc36107706][bookmark: _Toc37251480]7.3	Reference sensitivity
[bookmark: _Toc21344429][bookmark: _Toc29801916][bookmark: _Toc29802340][bookmark: _Toc29802965][bookmark: _Toc36107707][bookmark: _Toc37251481]7.3.1	General
The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
In later clauses of Clause 7 where the value of REFSENS is used as a reference to set the corresponding requirement:
in all bands, the UE shall be verified against those requirements by applying the REFSENS value in Table 7.3.2-1 with 2 Rx antenna ports tested;
for bands where the UE is required to be equipped with 4 Rx antenna ports, the UE shall additionally be verified against those requirements by applying the resulting REFSENS value derived from the requirement in Table 7.3.2-2 with 4 Rx antenna ports tested.
For bands restricted to shared spectrum channel access, the requirements for channel bandwidths larger than 20 MHz apply with intra-cell guard band as configured by IntraCellGuardBandUL-r16 and IntraCellGuardBandDL-r16 in [38.331] absent [or of zero width].
[bookmark: _Toc21344430][bookmark: _Toc29801917][bookmark: _Toc29802341][bookmark: _Toc29802966][bookmark: _Toc36107708][bookmark: _Toc37251482]7.3.2	Reference sensitivity power level
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.2.3.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2-1 and Table 7.3.2-2.
[bookmark: _Hlk507958268]Table 7.3.2-1: Two antenna port reference sensitivity QPSK PREFSENS
	
	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	40
MHz
(dBm)
	50
MHz
(dBm)
	60
MHz
(dBm)
	70
MHz
(dBm)
	80
MHz
(dBm)
	90
MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	
	
	
	
	
	
	

	n2
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	
	
	
	
	
	
	
	

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	
	
	
	
	
	
	
	

	n5
	15
	-98.0
	-94.8
	-93.0
	-86.8
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-88.6
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	-90.7
	-89.9
	-88.6
	-81.5
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	-90.8
	-90.0
	-88.7
	-81.5
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	-91.0
	-90.1
	-88.9
	-81.5
	
	
	
	
	
	

	n8
	15
	-97.0
	-93.8
	-91.4
	-85.8
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-91.7
	-87.2
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	-97.0
	-93.8
	-84.0
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-84.1
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	-97.0
	-93.8
	-91.0
	-89.8
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-91.1
	-90.0
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	-96.5
	-93.3
	-91.5
	-90.3
	-89.3
	-82.2
	-79.5
	
	
	
	
	
	
	FDD

	
	30
	
	-93.6
	-91.6
	-90.5
	-89.4
	-82.3
	-79.6
	
	
	
	
	
	
	

	
	60
	
	-94.0
	-91.9
	-90.7
	-89.6
	-82.4
	-79.7
	
	
	
	
	
	
	

	n26
	15
	-97.56
	-94.56
	-92.76
	-87.6
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.86
	-92.76
	-87.7
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	
	[-78.5]
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.6
	-93.6
	-91.0
	
	[-78.6]
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	-99.0
	-95.8
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.1
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	
	
	
	
	
	
	
	
	
	
	

	n381
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	
	
	
	
	
	
	

	n39
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	
	
	
	
	
	
	

	n40
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	-89.6
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	-89.7
	-88.9
	
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	-89.8
	-89.1
	
	-87.6
	
	
	

	n411
	15
	
	-94.8
	-93.0
	-91.8
	
	-89.9
	-88.6
	-87.6
	
	
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	-90.0
	-88.7
	-87.7
	-86.9
	
	-85.6
	-85.1
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	-90.1
	-88.9
	-87.8
	-87.1
	
	-85.6
	-85.1
	-84.7
	

	n46
	15
	
	
	
	-89.7
	
	
	-86.6
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	-89.9
	
	
	-86.7
	
	-84.8
	
	-83.6
	
	
	

	
	60
	
	
	
	-90.1
	
	
	-86.9
	
	-85.0
	
	-83.6
	
	
	

	n481
	15
	-99
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.65
	
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.75
	-87.95
	
	-86.65
	-86.15
	-85.65
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.85
	-88.05
	
	-86.75
	-86.25
	-85.75
	

	n50
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	-91.9
	-90.6
	-89.6
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	-92.0
	-90.7
	-89.7
	-88.9
	
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	-92.1
	-90.9
	-89.8
	-89.1
	
	-87.6
	
	
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n53
	15
	-100.0
	-96.8
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	-92.2
	-91.4
	-90.1
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	-92.3
	-91.5
	-90.2
	
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	-92.5
	-91.6
	-90.4
	
	
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	-99.53
	-96.33
	-94.53
	-89.33
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.63
	-94.63
	-89.53
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.03
	-94.93
	-89.63
	
	
	
	
	
	
	
	
	
	

	n771,4
	15
	
	-95.3
	-93.5
	-92.2
	-91.2
	-90.4
	-89.1
	-88.1
	
	
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	-91.3
	-90.5
	-89.2
	-88.2
	-87.4
	-86.7
	-86.1
	-85.6
	-85.1
	

	
	60
	
	-96.0
	-93.9
	-92.6
	-91.5
	-90.6
	-89.4
	-88.3
	-87.5
	-86.8
	-86.2
	-85.7
	-85.2
	

	n781
	15
	
	-95.8
	-94.0
	-92.7
	-91.7
	-90.9
	-89.6
	-88.6
	
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	-91.8
	-91
	-89.7
	-88.7
	-87.9
	-87.2
	-86.6
	-86.1
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	-92
	-91.1
	-89.9
	-88.8
	-88.0
	-87.3
	-86.7
	-86.2
	-85.7
	

	n791
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	
	-86.6
	
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	
	-86.7
	
	-85.7
	

	n91
	15
	-100
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n92
	15
	-100
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	-100
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n94
	15
	-100
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n96
	15
	
	
	
	[-89.7]
	
	
	[-86.6]
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	[-89.9]
	
	
	[-86.7]
	
	[-84.8]
	
	[-83.6]
	
	
	

	
	60
	
	
	
	[-90.1]
	
	
	[-86.9]
	
	[-85.0]
	
	[-83.6]
	
	
	

	NOTE 1:	Four Rx antenna ports shall be the baseline for this operating band except for two Rx vehicular UE.
NOTE 2:	The transmitter shall be set to PUMAX as defined in clause 6.2.4
NOTE 3:	The requirement is modified by -0.5 dB when the assigned NR channel bandwidth is confined within 1475.9 - 1510.9 MHz.
NOTE 4:	The requirement is modified by -0.5 dB when the assigned UE channel bandwidth is confined within 3300 - 3800 MHz.
NOTE 5:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 6:	Values are modified by -0.5dB when carrier channel BW is between 865MHz and 894MHz.




For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3.2-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3.2-2 for the applicable operating bands.
Table 7.3.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n28, n71
	-2.71

	n1, n2, n3, n40, n7, n34, n38, n39, n41, n66, n70
	-2.7

	n48, n77, n78, n79
	-2.2

	NOTE 1:	4 Rx operation is targeted for FWA form factor



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.2-1 and Table 7.3.2-2 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3.
Table 7.3.2-3: Uplink configuration for reference sensitivity
	
	Operating band / SCS / Channel bandwidth / Duplex mode

	Operating Band
	SCS kHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100 MHz
	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	1281
	1281
	1281
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	641
	641
	641
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	301
	301
	301
	
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	
	
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	501
	501 
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	
	
	
	
	
	
	
	

	n5
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101 
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	721
	641
	451
	451
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	361
	321
	201
	201
	
	
	
	
	
	

	
	60
	
	101
	18
	181
	181
	161
	101
	101
	
	
	
	
	
	

	n8
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	201
	201
	201
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	25
	251
	251
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	25
	501
	501
	501
	501
	481
	401
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	201
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	101
	
	
	
	
	
	
	

	n26
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	121
	121
	
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	
	251
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	101
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	25
	50
	75
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	50
	75
	100
	128
	160
	216
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	50
	
	
	
	
	
	
	

	n39
	15
	25
	50
	75
	100
	128
	160
	216
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	50
	
	
	
	
	
	
	

	n40
	15
	25
	50
	75
	100
	128
	160
	216
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	128
	162
	
	216
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	50
	64
	75
	
	100
	
	
	

	n41
	15
	
	50
	75
	100
	
	160
	216
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	100
	128
	162
	
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	36
	50
	64
	75
	
	100
	120
	135
	

	n46
	15
	
	
	
	100
	
	
	216
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	50
	
	
	100
	
	162
	
	216
	
	
	

	
	60
	
	
	
	24
	
	
	50
	
	75
	
	100
	
	
	

	n48
	15
	25
	50
	75
	100
	
	
	216
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	100
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	
	
	50
	
	
	
	
	
	
	

	n50
	15
	25
	50
	75
	100
	
	160
	216
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	100
	128
	162
	
	NOTE 3
	
	
	

	
	60
	
	10
	18
	24
	
	36
	50
	64
	75
	
	NOTE 3
	
	
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n53
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	1281
	160
	216
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	641
	751
	1001
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	301
	361
	501
	
	
	
	
	
	
	

	n70
	15
	25
	501
	751
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	51
	51
	51
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	50
	75
	100
	128
	160
	216
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	50
	64
	75
	90
	100
	120
	135
	

	n78
	15
	
	50
	75
	100
	128
	160
	216
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	50
	64
	75
	90
	100
	120
	135
	

	n79
	15
	
	
	
	
	
	
	216
	270
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	100
	128
	162
	
	216
	
	270
	

	
	60
	
	
	
	
	
	
	50
	64
	75
	
	100
	
	135
	

	n91
	15
	254
	201,4
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n92
	15
	25
	201
	201
	201
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	254
	251,4
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n94
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n96
	15
	
	
	
	100
	
	
	216
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	50
	
	
	100
	
	162
	
	216
	
	
	

	
	60
	
	
	
	24
	
	
	50
	
	75
	
	100
	
	
	

	NOTE 1:	UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).
NOTE 2:	For Band 20; for 15 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16; for 30 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 6 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 8; for 60 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 3 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 4;
NOTE 3:	For DL channel bandwidths that do not have symmetric UL channel bandwidth, highest valid UL configuration with lowest TX-RX separation (Table 5.4.4-1) shall be used.
NOTE 4:	For band n91 and n93, largest supported UL bandwidth configuration shall be used.



Unless given by Table 7.3.2-4, the minimum requirements specified in Tables 7.3.2-1 and 7.3.2-2 shall be verified with the network signalling value NS_01 (Table 6.2.3-1) configured.
Table 7.3.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n2
	NS_03

	n12
	NS_06

	n14
	NS_06

	n25
	NS_03

	n30
	NS_21

	n48
	NS_27

	n53
	NS_45

	n66
	NS_03

	n70
	NS_03

	n71
	NS_35
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[bookmark: _Toc21344432][bookmark: _Toc29801919][bookmark: _Toc29802343][bookmark: _Toc29802968][bookmark: _Toc36107710][bookmark: _Toc37251484]7.3A	Reference sensitivity for CA
[bookmark: _Toc21344433][bookmark: _Toc29801920][bookmark: _Toc29802344][bookmark: _Toc29802969][bookmark: _Toc36107711][bookmark: _Toc37251485]7.3A.1	General
The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
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[bookmark: _Toc21344435][bookmark: _Toc29801922][bookmark: _Toc29802346][bookmark: _Toc29802971][bookmark: _Toc36107713][bookmark: _Toc37251487]7.3A.2.1	Reference sensitivity power level for Intra-band contiguous CA
For intra-band contiguous carrier aggregation, the throughput of each component carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.2.3.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2-1, Table 7.3.2-2, and Table 7.3.2-3.
For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.2-3 and the downlink PCC carrier center frequency shall be configured closer to uplink operating band than any of the downlink SCC center frequency.
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For a UE supporting a CA configuration, the ΔRIB,c applies for both SC and CA operation.
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For the UE which supports inter-band carrier aggregation, the minimum requirement for reference sensitivity in clause 7.3A.2 shall be increased by the amount given by ΔRIB,c defined in clause 7.3A.3.2 for the applicable operating bands. Unless otherwise stated, ΔRIB,c is set to zero.
In case the UE supports more than one of band combinations for CA, SUL or DC, and an operating band belongs to more than one band combinations then
-	When the operating band frequency range is ≤ 1 GHz, the applicable additional ΔRIB,c shall be the average value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in this specification and 7.3A, 7.3B in TS 38.101-3 [3], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔRIB,c among the different supported band combinations involving such band shall be applied
-	When the operating band frequency range is > 1 GHz, the applicable additional ΔRIB,c shall be the maximum value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in this specification and 7.3A, 7.3B in TS 38.101-3 [3] for the applicable operating bands.
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Table 7.3A.3.2.1-1: ΔRIB,c due to CA (two bands)
	Inter-band CA combination
	NR Band
	ΔRIB,c (dB)

	CA_n1-n28
	n28
	0.2

	CA_n1-n77
	n1
	0.2

	
	n77
	0.5

	CA_n1-n78
	n78
	0.5

	CA_n2-n48
	n2
	0.2

	
	n48
	0.5

	CA_n2-n66
	n2
	0.3

	
	n66
	0.3

	CA_n2-n78
	n2
	0.2

	
	n78
	0.5

	CA_n3-n41
	n41
	04

	
	
	0.55

	CA_n3-n77
	n3
	0.2

	
	n77
	0.5

	CA_n3-n78
	n3
	0.2

	
	n78
	0.5

	CA_n3-n79
	n79
	0.5

	CA_n5-n78
	n5
	0.2

	
	n78
	0.5

	CA_n7-n66
	n7
	0.5

	
	n66
	0.5

	CA_n7-n78
	n7
	0.5

	
	n78
	0.5

	CA_n25-n66
	n25
	0.3

	
	n66
	0.3

	CA_n8-n78
	n8
	0.2

	
	n78
	0.5

	CA_n25-n78
	n25
	0.2

	
	n78
	0.5

	CA_n8-n79
	n79
	0.5

	CA_n20-n78
	n78
	0.5

	CA_n25-n71
	n71
	0.3

	CA_n28-n75
	n28
	0.2

	CA_n28-n77
	n28
	0.2

	
	n77
	0.5

	CA_n28-n78
	n28
	0.2

	
	n78
	0.5

	CA_n38-n66
	n38
	0.5

	
	n66
	0.5

	CA_n39-n40
	n39
	0.3

	
	n40
	0.3

	CA_n39-n41
	n39
	0.22

	
	n41
	0.22

	
	n39
	0.23

	
	n41
	0.23

	CA_n39-n79
	n79
	0.5

	CA_n40-n78
	n40
	0.42

	
	n78
	0.52

	CA_n40-n79
	n79
	0.5

	CA_n41-n66
	n41
	0.56
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	n66
	0.5

	CA_n41-n71
	n71
	0.2

	CA_n41-n781
	n78
	0.5

	CA_n41-n79
	n41
	0.5

	
	n79
	0.5

	CA_n48-n66
	n48
	0.5

	
	n66
	0.2

	CA_n50-n78
	n50
	0.22

	
	n78
	0.22

	
	n50
	0.23

	
	n78
	0.23

	CA_n66-n78
	n66
	0.2

	
	n78
	0.5

	CA_n75-n78
	n78
	0.5

	CA_n76-n78
	n78
	0.5

	NOTE 1:	The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers.  In the absence of synchronization, the requirements are not within scope of these specifications.
NOTE 2:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2515 – 2690 MHz.
NOTE 5:	The requirement is applied for UE transmitting on the frequency range of 2496 – 2515 MHz.
NOTE 6:	The requirement is applied for UE transmitting on the frequency range of 2545-2690 MHz.
NOTE 7:	The requirement is applied for UE transmitting on the frequency range of 2496-2545 MHz



Table 7.3A.3.2.1-2: void
< text omitted >
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Sensitivity degradation is allowed for a band in frequency range 1 if it is impacted by UL harmonic interference from another band in frequency range 1 of the same CA configuration. Reference sensitivity exceptions are specified in Table 7.3A.4-1 with uplink configuration specified in Table 7.3A.4-2.
Table 7.3A.4-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n1
	n771,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n2
	n481, 2
	27.1
	23.9
	22.1
	20.9
	
	
	17.9
	16.912
	16.112
	14.812
	14.312
	13.812

	
	n483
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	2
	n781,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n3
	n771,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n5
	n784,5
	
	10.5
	8.9
	7.8
	
	
	5.4
	
	
	
	
	

	n8
	n311
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	
	
	
	
	
	

	
	n418,9
	
	13.0
	11.3
	10.1
	
	
	7.0
	6.1
	5.5
	4.3
	3.9
	3.5

	
	n784,5
	
	10.8
	9.1
	8.0
	
	
	5.1
	4.2
	3.5
	2.3
	2.1
	1.4

	
	n796,7
	
	
	
	
	
	
	6.8
	6.2
	5.6
	4.9
	
	4.4

	n20
	n784,5
	
	10.8
	9.1
	8
	
	
	6
	4.0
	3.2
	2.0
	1.5
	1.0

	25
	n781,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n28
	n18,9
	10.2
	7.6
	6.2
	5.3
	
	
	
	
	
	
	
	

	
	n501,2
	
	19.8
	18.0
	16.8
	
	
	13.8
	12.8
	12.0
	10.8
	
	

	
	n751,2
	28.1
	25.3
	24.0
	22.8
	
	
	
	
	
	
	
	

	
	n776,7
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	
	n786,7
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	n66
	n481, 2
	27.1
	23.9
	22.1
	20.9
	
	
	17.9
	16.912
	16.112
	14.812
	14.312
	13.812

	
	n483
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n66
	n781,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n71
	n2510
	10
	7.5
	6
	5.1
	
	
	
	
	
	
	
	

	
	[bookmark: OLE_LINK48]n414,5
	
	10.8
	9.1
	8.0
	
	
	5.1
	4.2
	3.5
	2.3
	2.1
	1.4

	
	n708,9
	9.9
	7.1
	6.7
	4.9
	4.1
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the band combination: ∆FHD = 10 MHz for CA_n1-n77, CA_n2-n78, CA_n3-n77, CA_n3-n78, CA_n2-n48, CA_n25-n78, CA_n48-n66, CA_n66-n78.


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 4:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 5:	The requirements should be verified for UL NR‑ARFCN of a low band (superscript LB) such that [image: ]in MHz and [image: ] with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 7:	The requirements should be verified for UL NR‑ARFCN of a low band (superscript LB) such that [image: ]in MHz and [image: ] with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 8:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 3nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.

NOTE 9:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that [image: ]in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.
NOTE 10:	These requirements apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1995 MHz.
NOTE 11:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity for all active downlink component carriers is only verified when this is not the case (the requirements specified in clause 7.3.2 apply unless otherwise specified).
NOTE 12:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.



Table 7.3A.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	n77
	
	25
	36
	50
	
	
	100
	100
	100
	100
	100
	100

	n2
	n48
	25
	50
	50
	50
	
	
	50
	50
	50
	50
	50
	50

	n2
	n78
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n3
	n77
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n3
	n78
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n5
	n78
	
	16
	25
	25
	
	
	25
	
	
	
	
	

	n8
	n41
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n8
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n8
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	
	25

	n20
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n25
	n78
	
	25
	36
	50
	
	
	50
	50
	50
	50
	50
	50

	n28
	n1
	8
	16
	25
	25
	
	
	
	
	
	
	
	

	n28
	n50
	
	25
	25
	25
	
	
	25
	25
	25
	25
	
	

	n28
	n75
	12
	25
	36
	50
	
	
	
	
	
	
	
	

	n28
	n77
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n28
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n66
	n48
	12
	25
	36
	50
	
	
	100
	128
	160
	200
	200
	200

	n66
	n78
	
	25
	36
	50
	
	
	100
	100
	100
	100
	100
	100

	n71
	n25
	84
	84
	84
	84
	
	
	
	
	
	
	
	

	n71
	n41
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n71
	n70
	8
	16
	20
	20
	20
	
	
	
	
	
	
	

	NOTE 1:	15 kHz SCS is assumed for UL band.
NOTE 2:	The UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.
NOTE 3:	Unless stated otherwise, UL resource blocks shall be centred within the transmission bandwidth configuration for the channel bandwidth.
NOTE 4:	These requirements apply when the lower edge frequency of the uplink channel in Band n71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1990 MHz.



[bookmark: _Hlk515991191]Table 7.3A.4-3: Void
Table 7.3A.4-3a: Void
Sensitivity degradation is allowed for a band if it is impacted by receiver harmonic mixing due to another band part of the same CA configuration. Reference sensitivity exceptions are specified in Table 7.3A.4-4 with uplink configuration specified in Table 7.3A.4-4a.
[bookmark: _Hlk515991175]Table 7.3A.4-4: Reference sensitivity exceptions due to harmonic mixing for CA in NR FR1
	NR Band / Channel bandwidth of the affected DL band

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n25
	n713,4
	26.5
	23.3
	20.9
	15.3
	
	
	
	
	
	
	

	n41
	n781
	
	8.3
	8.0
	6.9
	
	3.9
	3
	2.3
	1.2
	
	0.4

	n78
	n412
	
	10.4
	10.4
	10.4
	
	7.2
	6.2
	5.5
	4.5
	
	4.5

	

NOTE 1:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (high) band (superscript HB) such that in MHz and  with carrier frequency in the victim (lower) band in MHz and  the channel bandwidth configured in the higher band.
NOTE 3:	These requirements apply when there is at least one individual RE within the downlink transmission bandwidth of the victim (lower) band for which the 3rd harmonic is within the uplink transmission bandwidth or the uplink adjacent channel's transmission bandwidth of an aggressor (higher) band.


NOTE 4: The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that  in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.



Table 7.3A.4-4a: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for CA in NR FR1
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS
(kHz)
	5 MHz

	10 MHz

	15 MHz

	20 MHz

	25 MHz

	40 MHz

	50 MHz

	60 MHz

	80 MHz

	90 MHz
	100 MHz


	n25
	n71
	15
	25
	50
	50
	50
	
	
	
	
	
	
	

	n41
	n78
	30
	
	24
	24
	24
	
	24
	24
	24
	24
	
	24

	n78
	n41
	30
	
	50
	50
	50
	
	50
	50
	50
	50
	
	50

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.



[bookmark: _Toc21344446][bookmark: _Toc29801934][bookmark: _Toc29802358][bookmark: _Toc29802983][bookmark: _Toc36107725][bookmark: _Toc37251499]7.3A.5	Reference sensitivity exceptions due to intermodulation interference due to 2UL CA
For inter-band carrier aggregation with uplink assigned to two NR bands given in Table 7.3A.5-1 and Table 7.3A.5-2 the reference sensitivity is defined only for the specific uplink and downlink test points specified in Table 7.3A.5-1 and Table 7.3A.5-2. For these test points the reference sensitivity requirement specified in Table 7.3.2-1 and Table 7.3.2-2 are relaxed by the amount of the corresponding parameter MSD given in Table 7.3A.5-1 and Table 7.3A.5-2.
Table 7.3A.5-1: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1A-n3A
CA_n1B-n3A
CA_n1A-n3(2A)
	n1
	1950
	5
	25
	2140
	[23]
	FDD
	IMD3

	
	n3
	1760
	5
	25
	1855
	N/A
	TDD
	N/A

	CA_n1A-n8A
	n1
	1965
	5
	25
	2155
	6.0
	FDD
	IMD4

	
	n8
	887.5
	5
	25
	932.5
	N/A
	FDD
	N/A

	CA_n1A-n78A
CA_n1A-n78(2A)
CA_n1A-n78C
	n1
	1950
	5
	25
	2140
	8.0
	FDD
	IMD4

	
	
	
	
	
	
	10.75
	
	

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	CA_n2A-n48A
	n2
	1852.5
	5
	25
	1932.5
	[12]
	FDD
	IMD4

	
	n48
	3625
	20
	100
	3625
	N/A
	TDD
	N/A

	CA_n2A-n78A
CA_n2A-n78(2A)
	n2
	1855
	5
	25
	1935
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.75
	
	

	CA_n3A-n8A
	n3
	1755
	10
	50
	1850
	N/A
	FDD
	N/A

	
	n8
	900
	5
	25
	945
	8
	FDD
	IMD44

	
	n3
	1747.5
	10
	50
	1842.5
	6.4
	FDD
	IMD5

	
	n8
	897.5
	5
	25
	942.5
	N/A
	FDD
	N/A

	CA_n3A-n38A
	n3
	1713
	5
	25
	1808
	8.2
	FDD
	IMD4

	
	n38
	2617
	5
	25
	2617
	N/A
	TDD
	N/A

	CA_n3A-n41A
	n3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	n41
	2657.5
	10
	50
	2657.5
	N/A
	TDD
	N/A

	CA_n3-n77
	n3
	1740
	5
	25
	1835
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.74
	
	

	
	n77
	3575
	10
	50
	3575
	N/A
	TDD
	N/A

	CA_n3-n77
	n3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	
	
	
	
	
	10.74
	
	

	
	n77
	3435
	10
	50
	3435
	N/A
	TDD
	N/A

	CA_n3A-n78A
	n3
	1740
	5
	25
	1835
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.75
	
	

	
	n78
	3575
	10
	25
	3575
	N/A
	TDD
	N/A

	CA_n3A-n78A
	n3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	
	
	
	
	
	10.75
	
	

	
	n78
	3435
	10
	25
	3435
	N/A
	TDD
	N/A

	CA_n5A-n78A
	n5
	844
	5
	25
	889
	8.3
	FDD
	IMD4

	
	n78
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	CA_n7A-n66A
	n7
	2535
	10
	50
	2655
	15
	FDD
	IMD4

	
	n66
	1730
	5
	25
	2130
	N/A
	FDD
	N/A

	CA_n8A-n41A
	n8
	882.5
	5
	25
	927.5
	12.1
	FDD
	IMD34

	
	n41
	2685
	10
	50
	2685
	N/A
	TDD
	N/A

	CA_n8A-n78A
	n8
	897.5
	5
	25
	942.5
	8.3
	FDD
	IMD4

	
	n78
	3635
	10
	50
	3635
	N/A
	TDD
	N/A

	CA_n8A-n79A
	n8
	897.5
	5
	25
	942.5
	4.8
	FDD
	IMD5

	
	n79
	4532.5
	40
	216
	4532.5
	N/A
	TDD
	N/A

	CA_n20A-n78A
	n20
	850
	5
	25
	809
	11
	FDD
	IMD4

	
	n78
	3359
	10
	50
	3359
	N/A
	TDD
	N/A

	CA_n25A-n66A
CA_n25A-n66(2A)
CA_n25(2A)-n66A
CA_n25(2A)-n66(2A)
	n66
	1775
	5
	25
	2175
	N/A
	FDD
	N/A

	
	n25
	1855
	5
	25
	1935
	20
	FDD
	IMD3

	
	n66
	1712.5
	5
	25
	2112.5
	23
	FDD
	IMD3

	
	n25
	1912.5
	5
	25
	1992.5
	N/A
	FDD
	N/A

	
	n66
	1750
	5
	25
	2150
	4
	FDD
	IMD5

	
	n25
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A

	CA_n25A-n78A
CA_n25A-n78(2A)
CA_n25(2A)-n78A
CA_n25(2A)-n78(2A)
	n25
	1855
	5
	25
	1935
	26
	FDD
	IMD24

	
	n78
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	CA_n28A-n50A
	n28
	730
	10
	50
	775
	15.3
	FDD
	IMD2

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A

	CA_n28A-n50A
	n28
	740
	10
	50
	785
	6.0
	FDD
	IMD44

	
	n50
	1500
	10
	50
	1500
	N/A
	TDD
	N/A

	CA_n28A-n77A, CA_n28A-n78A 
CA_n28A-n78(2A)
	n28
	705.5
	5
	25
	760.5
	5.5
	FDD
	IMD5

	
	n77/n78
	3582.5
	10
	50
	3582.5
	N/A
	TDD
	N/A

	CA_n48A-n66A
	n48
	3660
	5
	25
	3660
	N/A
	TDD
	N/A

	
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5

	CA_n66A-n71A
	n66
	1750
	5
	25
	2150
	5
	FDD
	IMD4

	
	n71
	675
	5
	25
	629
	N/A
	FDD
	N/A

	CA_n66A-n78A CA_n66A-n78(2A)
CA_n66(2A)-n78A
CA_n66(2A)-n78(2A)
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5

	
	n78
	3660
	10
	50
	3660
	N/A
	TDD
	N/A

	CA_n70A-n71A
	n70
	1697.5
	5
	25
	1997.5
	5
	FDD
	IMD4

	
	n71
	695.5
	5
	25
	649.5
	N/A
	FDD
	N/A

	NOTE 1:	Both of the transmitters shall be set min(+20 dBm, PCMAX_L,f,c) as defined in clause 6.2A.4
NOTE 2:	RBSTART = 0, 15 kHz SCS is assumed.
NOTE 3:	No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3 apply).
NOTE 4:	This band is subject to IMD5 also which MSD is not specified.
NOTE 5:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.



Table 7.3A.5-2: 3DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	 Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1A-n3A-n41A
	n1
	1977.5
	5
	25
	2167.5
	N/A
	FDD
	N/A

	
	n3
	1712.5
	5
	25
	1807.5
	N/A
	FDD
	N/A

	
	n41
	2507.5
	10
	25
	2507.5
	5.0
	TDD
	IMD5

	CA_n1A-n7A-n28A
	n1
	1935
	5
	25
	2125
	N/A
	FDD
	N/A

	
	n7
	2533
	10
	50
	2653
	30.0
	FDD
	IMD2

	
	n28
	718
	5
	25
	773
	N/A
	FDD
	N/A

	
	n1
	1935
	5
	25
	2125
	N/A
	FDD
	N/A

	
	n7
	2510
	10
	50
	2630
	N/A
	FDD
	N/A

	
	n28
	730
	10
	50
	785
	4.5
	FDD
	IMD5

	CA_n1A-n7A-n78A
	n1
	1977.5
	5
	25
	2167.5
	N/A
	FDD
	N/A

	
	n7
	2507.5
	5
	25
	2627.5
	9.1
	FDD
	IMD4

	
	n78
	3305
	10
	50
	3305
	N/A
	TDD
	N/A

	
	n1
	1950
	5
	25
	2140
	8.7
	FDD
	IMD4

	
	n7
	2510
	10
	50
	2630
	N/A
	FDD
	N/A

	
	n78
	3580
	10
	50
	3580
	N/A
	TDD
	N/A

	
	n1
	1970
	5
	25
	2160
	N/A
	FDD
	N/A

	
	n7
	2520
	5
	25
	2640
	N/A
	FDD
	N/A

	
	n78
	3390
	10
	50
	3390
	10.1
	TDD
	IMD4

	CA_n3A-n8A-n78A
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3550
	10
	50
	3550
	16.1
	TDD
	IMD3

	CA_n3A-n8A-n78A
	n3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3370
	10
	50
	3370
	4.5
	TDD
	IMD5

	CA_n3A-n8A-n78A
	n3
	1725
	5
	25
	1820
	15.7
	FDD
	IMD3

	
	n8
	910
	5
	25
	955
	N/A
	FDD
	N/A

	
	n78
	3640
	10
	50
	3640
	N/A
	TDD
	N/A

	CA_n3A-n28A-n77A
	n28
	735
	5
	25
	790
	N/A
	FDD
	N/A

	
	n77
	3320
	10
	50
	3320
	N/A
	TDD
	N/A

	
	n3
	1755
	5
	25
	1850
	17.0
	FDD
	IMD3

	CA_n3-40A-n41A
	n3
	1747.5
	5
	25
	1842.5
	1.0
	FDD
	IMD5

	
	n40
	2347.5
	5
	25
	2347.5
	N/A
	TDD
	N/A

	
	n41
	2600
	10
	50
	2600
	N/A
	TDD
	N/A

	CA_n40A-n41A-n79A
	n40
	2340
	5
	25
	2340
	N/A
	TDD
	N/A

	
	n41
	2600
	10
	50
	2600
	N/A
	TDD
	N/A

	
	n79
	4940
	40
	216
	4940
	30.5
	TDD
	IMD2



[bookmark: _Toc21344447][bookmark: _Toc29801935][bookmark: _Toc29802359][bookmark: _Toc29802984][bookmark: _Toc36107726][bookmark: _Toc37251500]7.3A.6	Reference sensitivity exceptions due to cross band isolation for CA

< text omitted >

[bookmark: _Toc21344463][bookmark: _Toc29801951][bookmark: _Toc29802375][bookmark: _Toc29803000][bookmark: _Toc36107742][bookmark: _Toc37251516]7.5	Adjacent channel selectivity
Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
The UE shall fulfil the minimum requirements specified in Table 7.5-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and the minimum requirements specified in Table 7.5-2 for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz except for bands restricted to shared spectrum channel access. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5-3 and Table 7.5-4 for verification of the requirements specified in Table 7.5-1, and as in Table 7.5-5 and Table 7.5-6 for verification of the requirements specified in Table 7.5-2. For these test parameters, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1). For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
For bands restricted to operation with shared spectrum channel access, the requirements are specified in Table 7.5-2a with test parameters in Table 7.5.2-7 and Table 7.5.2-8.

Table 7.5-1: ACS for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	ACS
	dB
	33
	33
	30
	27
	26

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	ACS
	dB
	25.5
	24
	23
	22.5
	21

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	ACS
	dB
	20.5
	20
	
	
	



Table 7.5-2: ACS for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz

	ACS
	dB
	33
	33
	33
	33
	33

	RX parameter
	Units
	Channel bandwidth

	
	
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz

	ACS
	dB
	33
	33
	33
	33
	33

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	ACS
	dB
	33
	33
	
	
	



Table 7.5-2a: ACS for bands restricted to operation with shared spectrum channel access
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	

	ACS
	dB
	[24]
	[21]
	[19]
	[18]
	



Table 7.5-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + 45.5 dB
	REFSENS + 45.5 dB
	REFSENS + 42.5 dB
	REFSENS + 39.5 dB
	REFSENS + 38.5 dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB


	Pinterferer
	dBm
	REFSENS + 38 dB
	REFSENS + 36.5 dB
	REFSENS + 35.5 dB
	REFSENS + 35 dB
	REFSENS + 33.5 dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5
/
-32.5
	42.5
/
-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB
	
	
	

	Pinterferer
	dBm
	REFSENS + 33 dB
	REFSENS + 32.5 dB
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	47.5
/
-47.5
	52.5
/
-52.5
	
	
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the NR interferer RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



Table 7.5-4: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	-56.5
	-56.5
	-53.5
	-50.5
	-49.5

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	-49
	-47
	-46.5
	-46
	-44.5

	Pinterferer
	dBm
	-25


	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5
/
-32.5
	42.5
/
-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	-44
	-43.5
	
	
	

	Pinterferer
	dBm
	-25
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	47.5
/
-47.5
	52.5
/
-52.5
	
	
	

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 



Table 7.5-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + 45.5 dB

	BWinterferer
	MHz
	10
	15
	20
	25
	30

	Finterferer (offset)
	MHz
	10
/
-10
	15
/
-15
	20
/
-20
	25
/
-25
	30
/
-30

	RX parameter
	Units
	Channel bandwidth

	
	
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB

	Pinterferer
	dBm
	REFSENS    + 45.5 dB
	REFSENS    + 45.5 dB
	REFSENS    + 45.5 dB
	REFSENS    + 45.5 dB
	REFSENS    + 45.5 dB

	BWinterferer
	MHz
	40
	50
	60
	70
	80

	Finterferer (offset)
	MHz
	40
/
-40
	50
/
-50
	60
/
-60
	70
/
-70
	80
/
-80

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB
	

	Pinterferer
	dBm
	REFSENS    + 45.5 dB
	REFSENS    + 45.5 dB
	
	
	

	BWinterferer
	MHz
	90
	100
	
	
	

	Finterferer (offset)
	MHz
	100
/
-90
	100
/
-100
	
	
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 



Table 7.5-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz

	Power in transmission bandwidth configuration
	dBm
	-56.5

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	15
	20
	25
	30

	Finterferer (offset)
	MHz
	10
/
-10
	15
/
-15
	20
/
-20
	25
/
-25
	30
/
-30

	RX parameter
	Units
	Channel bandwidth

	
	
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	-56.5

	[bookmark: _Hlk499922922]Pinterferer
	dBm
	-25
	-25
	-25
	-25
	-25

	BWinterferer
	MHz
	40
	50
	60
	70
	80

	Finterferer (offset)
	MHz
	40
/
-40
	50
/
-50
	60
/
-60
	70
/
-70
	80
/
-80

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	-56.5
	

	Pinterferer
	dBm
	-25
	-25
	
	
	

	BWinterferer
	MHz
	90
	100
	
	
	

	Finterferer (offset)
	MHz
	90
/
-90
	100
/
-100
	
	
	

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 




Table 7.5.2-7: Test parameters for bands restricted to operation with shared spectrum channel access, Case 1
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB

	Pinterferer
	dBm
	TBD

	BWinterferer
	MHz
	20
	20
	20
	20
	

	Finterferer (offset)
	MHz
	20
/
-20
	30
/
-30
	40
/
-40
	50
/
-50
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	[The interferer consists of the NR interferer RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.]




Table 7.5.2-8: Test parameters for bands restricted to operation with shared spectrum channel access, Case 2
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	

	Power in transmission bandwidth configuration
	dBm
	TBD

	Pinterferer
	dBm
	TBD

	BWinterferer
	MHz
	10
	20
	20
	20
	

	Finterferer (offset)
	MHz
	20
/
-20
	30
/
-30
	40
/
-40
	50
/
-50
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	[The interferer consists of the NR interferer RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.]





[bookmark: _Toc21344464][bookmark: _Toc29801952][bookmark: _Toc29802376][bookmark: _Toc29803001][bookmark: _Toc36107743][bookmark: _Toc37251517]7.5A	Adjacent channel selectivity for CA
[bookmark: _Toc21344465][bookmark: _Toc29801953][bookmark: _Toc29802377][bookmark: _Toc29803002][bookmark: _Toc36107744][bookmark: _Toc37251518]7.5A.1	Adjacent channel selectivity for Intra-band contiguous CA
For intra-band contiguous carrier aggregation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. The UE shall fulfil the minimum requirement specified in Table 7.5A.1-1 and 7.5A.1-1a for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm except for bands restricted to operation with shared spectrum channel access. 
For bands restricted to operation with shared spectrum channel access, the requirements are specified in Table 7.5A.1-1b with test parameters in Table 7.5A.1-4 and Table 7.5A.1-5.

The throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.5A.1-2, 7.5A.1-2a, 7.5A.1-3 and 7.5A.1-3a.
Table 7.5A.1-1: ACS for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	
	
	NR CA bandwidth class

	Rx Parameter
	Units
	B
	C
	D
	

	ACS
	dB
	26.0
	33.0
	25.2
	



Table 7.5A.1-1a: ACS for intra-band contiguous CA with FDL_low < 2700 MHz and FUL_low < 2700 MHz
	
	
	NR CA bandwidth class

	Rx Parameter
	Units
	B
	C

	ACS
	dB
	20.0
	17.0



Table 7.5A.1-1b: ACS for intra-band contiguous CA for bands restricted to operation with shared spectrum channel access
	
	
	NR CA bandwidth class

	Rx Parameter
	Units
	B
	C
	M
	N
	O

	ACS
	dB
	[24] – 10log10(BWChannel_CA/20)




Table 7.5A.1-2: Test parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C
	D
	

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 14 dB
	REFSENS + 14 dB
	REFSENS + 14 dB
	

	PInterferer
	dBm
	Aggregated power + 24.5 dB
	Aggregated power + 31.5 dB 
	Aggregated power + 23.7 dB
	

	BWInterferer
	MHz
	20
	BWchannel CA
	50
	

	FInterferer (offset)
	MHz
	10 + Foffset
/
-10 - Foffset
	BWchannel CA
/
-BWchannel CA
	25 + Foffset
/
-25 -Foffset
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 



Table 7.5A.1-2a: Test parameters for intra-band contiguous CA with FDL_low<2700 MHz and FUL_low<2700 MHz, case 1
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 14 dB
	REFSENS + 14 dB

	PInterferer
	dBm
	Aggregated power + 18.5 dB
	Aggregated power + 15.5 dB 

	BWInterferer
	MHz
	5
	5

	FInterferer (offset)
	MHz
	2.5 + Foffset
/
-2.5 - Foffset
	2.5 + Foffset
/
-2.5 - Foffset

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



Table 7.5A.1-3: Test parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C
	D
	

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	-49.5 + 10log(NRB,c/NRB_agg)
	-56.5
	-48.7 + 10log(NRB,c/NRB_agg)
	

	PInterferer
	dBm
	-25
	-25 
	-25
	

	BWInterferer
	MHz
	20
	BWchannel CA
	50
	

	FInterferer (offset)
	MHz
	10 + Foffset
/
-10 -Foffset
	BWchannel CA
/
-BWchannel CA
	25 + Foffset
/
-25 -Foffset
	

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 



Table 7.5A.1-3a: Test parameters for intra-band contiguous CA with FDL_low <2700 MHz and FUL_low<2700 MHz, case 2
	Rx Parameter
	Units 
	NR CA Bandwidth Class

	
	
	B
	C

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	-43.5 + 10log(NRB,c/NRB_agg)
	[bookmark: OLE_LINK16]-40.5 + 10log(NRB,c/NRB_agg)

	PInterferer
	dBm
	-25
	-25

	BWInterferer
	MHz
	5
	5

	FInterferer (offset)
	MHz
	2.5 + Foffset
/
-2.5 - Foffset
	2.5 + Foffset
/
-2.5 - Foffset

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



Table 7.5A.1-4: Test parameters for ACS for intra-band contiguous CA for bands restricted to operation with shared spectrum channel access, case 1
	Rx Parameter
	Units 
	CA bandwidth class

	
	
	B
	C
	M
	N
	O

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 14 dB

	PInterferer
	dBm
	Aggregated power + TBD – 10log10(BWChannel_CA/20)

	BWInterferer
	MHz
	20

	FInterferer (offset)
	MHz
	10 + Foffset
/
-10 - Foffset

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in A.5.2.1.



Table 7.5A.1-5: Test parameters for ACS for intra-band contiguous CA for band restricted to operation with shared spectrum channel access, case 2
	Rx Parameter
	Units 
	CA bandwidth class

	
	
	B
	C
	M
	N
	O

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	TBD + 10log10(BWChannel,c/20)

	PInterferer
	dBm
	TBD

	BWInterferer
	MHz
	20

	FInterferer (offset)
	MHz
	10 + Foffset
/
-10 - Foffset

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in A.5.2.1.
NOTE 4:	BWChannel,c is the channel bandwidth of component carrier c, expressed in MHz.



< text omitted >
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[bookmark: _Toc21344470][bookmark: _Toc29801958][bookmark: _Toc29802382][bookmark: _Toc29803007][bookmark: _Toc36107749][bookmark: _Toc37251523]7.6.1	General
The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occurs.
[bookmark: _Toc21344471][bookmark: _Toc29801959][bookmark: _Toc29802383][bookmark: _Toc29803008][bookmark: _Toc36107750][bookmark: _Toc37251524]7.6.2	In-band blocking
For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.  The throughput of the wanted signal shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.2-1 and Table 7.6.2-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.6.2-1: In-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	6
	6
	7
	9
	10

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below


	
	dB
	11
	12
	13
	14
	15

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below
	
	
	

	
	dB
	15.5
	16
	
	
	

	BWinterferer
	MHz
	5
	
	
	

	FIoffset, case 1
	MHz
	7.5
	
	
	

	FIoffset, case 2
	MHz
	12.5
	
	
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and 15 kHz SCS. 



Table 7.6.2-2: In-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3
	Case 4

	
	Pinterferer
	dBm
	-56
	-44
	-15
	-38

	
	Finterferer (offset)
	MHz
	-CBW/2 – 
FIoffset, case 1
and
CBW/2 + 
FIoffset, case 1
	≤ -CBW/2 – 
FIoffset, case 2
and
≥ CBW/2 + 
FIoffset, case 2
	
	-CBW/2-11

	n1, n2, n3, n5, n7, n8, n12, n14, n18, n20, n25, n26, n28,n34, n38,n39, n40, n41, n483, n50, n51, n53, n65, n66, n70, n74, n75, n76
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15
	
	

	n30
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15
	
	FDL_low – 11

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12 to FDL_high + 15
	FDL_low – 12
	

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1 
NOTE 3:	n48 follows the requirement in this frequency range according to the general requirement defined in Clause 7.1.



For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into an immediately adjacent frequency range up to 3CBW below or above the UE receive band where CBW is the bandwidth of the wanted signal. 
For bands restricted to operation with shared spectrum channel access, in-band blocking is defined for a 20 MHz unwanted interfering signal falling into the UE receive band or into the first 60 MHz below or above the UE receive band (Table 7.6.2-5 and Table 7.6.2-6).
The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Table 7.6.2-3 and Table 7.6.2-4. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.6.2-3: In-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	6

	BWinterferer
	MHz
	10
	15
	20
	25
	30

	FIoffset, case 1
	MHz
	15
	22.5
	30
	37.5
	45

	FIoffset, case 2
	MHz
	25
	37.5
	50
	62.5
	75

	RX parameter
	Units
	Channel bandwidth

	
	
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	6

	BWinterferer
	MHz
	40
	50
	60
	70
	80

	FIoffset, case 1
	MHz
	60
	75
	90
	105
	120

	FIoffset, case 2
	MHz
	100
	125
	150
	175
	200

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below
	
	
	

	
	dB
	6
	
	
	

	BWinterferer
	MHz
	90
	100
	
	
	

	FIoffset, case 1
	MHz
	135
	150
	
	
	

	FIoffset, case 2
	MHz
	225
	250
	
	
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 



Table 7.6.2-4: In-band blocking for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n77, n78, n79
	Finterferer (offset)
	MHz
	-CBW/2 –
FIoffset, case 1
and
BW/2 +
FIoffset, case 1
	≤ -CBW/2 –
FIoffset, case 2
and
≥ CBW/2 +
FIoffset, case 2

	
	Finterferer
	
	NOTE 2
	FDL_low – 3CBW
to
FDL_high + 3CBW

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1
NOTE 3:	CBW denotes the channel bandwidth of the wanted signal



For bands restricted to shared spectrum channel access, the requirements are specified in Table 7.6.2-5 with test parameters in Table 7.6.2-6.

Table 7.6.2-5: In-band blocking parameters for bands restricted to operation with shared spectrum channel access
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	6
	9
	12
	13.8
	15
	

	BWinterferer
	MHz
	20

	FIoffset, case 1
	MHz
	30

	FIoffset, case 2
	MHz
	50

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the RMC specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1 



[bookmark: _GoBack]Table 7.6.2-6: In-band blocking bands restricted to operation with shared spectrum channel access
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n46, n96
	Finterferer (offset)
	MHz
	-CBW/2 –
FIoffset, case 1
and
CBW/2 +
FIoffset, case 1
	≤ -CBW/2 –
FIoffset, case 2
and
≥ CBW/2 +
FIoffset, case 2

	
	Finterferer
	
	NOTE 2
	FDL_low – 60
to
FDL_high + 60

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1
NOTE 3:	CBW denotes the channel bandwidth of the wanted signal






[bookmark: _Toc21344472][bookmark: _Toc29801960][bookmark: _Toc29802384][bookmark: _Toc29803009][bookmark: _Toc36107751][bookmark: _Toc37251525]7.6.3	Out-of-band blocking
For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range 15 MHz below or above the UE receive band. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.3-1 and Table 7.6.3-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.6.3-1: Out-of-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below


	
	dB
	11
	12
	13
	14
	15

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	

	
	dB
	15.5
	16
	
	
	

	NOTE:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6.3-2: Out of-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	NR band
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	n1, n2, n3, n5, n7, n8, n12, n14, n18, n20, n25, n26, n28, n30,
n34, n38,
n39, n40, n41, n485, n50, n51, n536, n65, n66, n70, n71, n74, n75, n76
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15
or
15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.
NOTE 2:	For band 51 the FDL_high of band 50 is applied as FDL_high for band 51. For band 50, the FDL_low of band 51 is applied as FDL_low for band 50.
NOTE 3:	For band 76 the FDL_high of band 75 is applied as FDL_high for band 76. For band 75, the FDL_low of band 76 is applied as FDL_low for band 75.
NOTE 4:	For UEs supporting both bands 38 and 41, the FDL_high and FDL_low of band 41 is applied as FDL_high and FDL_low for band 38.
NOTE 5:	n48 follows the requirement in this frequency range according to the general requirement defined in Clause 7.1. The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 2700 MHz and FInterferer < 4800 MHz.
NOTE 6:	The power level of the interferer (PInterferer) for Range 3 shall be modified to [-20 dBm] for FInterferer > [2580 MHz] and FInterferer < [2775 MHz].



For interferer frequencies across ranges 1, 2 and 3 in Table 7.6.3-2, a maximum of

	


exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of  MHz withthe number of resource blocks in the downlink transmission bandwidth configuration, CBW the bandwidth of the frequency channel in MHz and n = 1, 2, 3 for SCS = 15, 30, 60 kHz, respectively. For these exceptions, the requirements in clause 7.7 apply.
For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range up to 3CBW below or from 3CBW above the UE receive band, where CBW is the channel bandwidth. 
For bands restrictred to operation with shared spectrum channel access, out-of-band band blocking is defined for an unwanted CW interfering signal falling more than 60 MHz below or above the UE receive band (see Table 7.6.3.5). For the first 60 MHz below or above the UE receive band the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1A and subclause 7.6.1A shall be applied.
The throughput of the wanted signal shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.3-3 and Table 7.6.3-4. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.6.3-3: Out-of-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9
	9
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below
	
	
	

	
	dB
	9
	9
	
	
	

	NOTE:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6.3-4: Out of-band blocking for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	NR band
	Parameter
	Unit
	Range1
	Range 2
	Range 3

	n77, n78
(NOTE 3)
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	-60 < f – FDL_low ≤      -3CBW
or
3CBW ≤ f – FDL_high < 60
	-200 < f – FDL_low ≤    -MAX(60,3CBW)
or
MAX(60,3CBW) ≤ f – FDL_high < 200
	1 ≤ f ≤ FDL_low – MAX(200,3CBW)
or
FDL_high                      + MAX(200,3CBW)
≤ f ≤ 12750

	n79
(NOTE 4)
	Finterferer (CW)
	MHz
	N/A
	-150 < f – FDL_low ≤           -MAX(60,3CBW)
or
MAX(60,3CBW) ≤ f – FDL_high < 150
	1 ≤ f ≤ FDL_low – MAX(150,3CBW)
or
FDL_high                      + MAX(150,3CBW)
≤ f ≤ 12750

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.
NOTE 2:	CBW denotes the channel bandwidth of the wanted signal
NOTE 3:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 2700 MHz and FInterferer < 4800 MHz. For CBW > 15 MHz, the requirement for Range 1 is not applicable and Range 2 applies from the frequency offset of 3CBW from the band edge. For CBW larger than 60 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.
NOTE 4:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 3650 MHz and FInterferer < 5750 MHz. For CBW ≥ 40 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.




For bands restricted to operation with shared spectrum channel access, the requirements are specified in Table 7.6.3-5 with test parameters in Table 7.6.3-6.


Table 7.6.3-5: Out-of-band blocking parameters for bands restricted to operation with shared spectrum channel access
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9
	9
	9
	9
	9
	

	NOTE:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6.3-6: Out of-band blocking for bands restricted to operation with shared spectrum channel access
	NR band
	Parameter
	Unit
	Range 1
	Range 2

	n46, n96
	Pinterferer
	dBm
	-30
	-15

	
	Finterferer (CW)
	MHz
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	NOTE:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 4400 MHz.




For interferer frequencies across ranges 1, 2 and 3 in Table 7.6.3-4 and Table 7.3.6, a maximum of

	


exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of  MHz withthe number of resource blocks in the downlink transmission bandwidth configuration, CBW the bandwidth of the frequency channel in MHz and n = 1, 2, 3 for SCS = 15, 30, 60 kHz, respectively. For these exceptions, the requirements in clause 7.7 apply.
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< text omitted >
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[bookmark: _Toc21344477][bookmark: _Toc29801965][bookmark: _Toc29802389][bookmark: _Toc29803014][bookmark: _Toc36107756][bookmark: _Toc37251530]7.6A.2.1	In-band blocking for Intra-band contiguous CA
For intra-band contiguous carrier aggregation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. The UE shall fulfil the minimum requirement specified in Table 7.6A.2.1-1 and 7.6A.2.1-1a for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm except for bands restricted to shared spectrum channel access. 
For bands restricted to operation with shared spectrum channel access, the requirements are specified in Table 7.6A.2.1-1b with test parameters in Table 7.6A.2.1-3.
The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
Table 7.6A.2.1-1: In-band blocking parameters for intra-band contiguous CA with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C
	D
	

	Pw in Transmission Bandwidth Configuration, per CC 
	dB
	REFSENS + CA bandwidth class specific value below

	
	
	10.0
	6
	13.8
	

	BWInterferer 
	MHz
	20
	BWchannel CA
	50
	

	FIoffset, case 1 
	MHz
	30
	BWchannel CA+ BWchannel CA/2
	75
	

	FIoffset, case 2 
	MHz
	50
	BWInterferer + FIoffset, case 1
	125
	

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattrn OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1



[bookmark: OLE_LINK17]Table 7.6A.2.1-1a: In-band blocking parameters for intra-band contiguous CA with FDL_low < 2700 MHz and FUL_low < 2700 MHz
	Rx Parameter
	Units 
	NR CA bandwidth class

	
	
	B
	C

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + NR CA bandwidth class specific value below

	
	
	16.0 
	19.0

	BWInterferer 
	MHz
	5
	5

	FIoffset, case 1 
	MHz
	7.5
	7.5

	FIoffset, case 2 
	MHz
	12.5
	12.5

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the Reference measurement channel specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1



Table 7.6A.2.1-1b: In-band blocking parameters for intra-band contiguous CA for bands restricted to operation with shared spectrum channel access
	RX parameter
	Units
	n46 CA bandwidth class

	
	
	B
	C
	M
	N
	O

	Power in transmission bandwidth configuration, per CC
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9 + 10log(BWChannel,c/20)

	BWinterferer
	MHz
	20

	FIoffset, case 1
	MHz
	30

	FIoffset, case 2
	MHz
	50

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the RMC specified in Annex A.3.3.2 with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1
NOTE 3:	BWChannel,c is the channel bandwidth of component carrier c, expressed in MHz.



Table 7.6A.2.1-2: In-band blocking for intra-band contiguous CA  with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n77, n78, n79
	Finterferer (offset)
	MHz
	-BWchannel CA/2 –FIoffset, case 1
and
BWchannel CA/2 +FIoffset, case 1
	≤ -BWchannel CA/2 –FIoffset, case 2
and
≥ BWchannel CA/2 +FIoffset, case 2

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 3BWchannel CA
to
FDL_high + 3BWchannel CA

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with an SCS equal to that of the closest carrier.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWchannel CA/2 – FIoffset, case 1; b: BWchannel CA/2 + FIoffset, case 1
NOTE 3:	BWchannel CA denotes the aggregated channel bandwidth of the wanted signal



Table 7.6A.2.1-2a: In-band blocking for intra-band contiguous CA with FDL_low  < 2700 MHz and FUL_low  < 2700 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3

	
	Pinterferer
	dBm
	-56
	-44
	

	n41, n66, n484,n40
	Finterferer (offset)
	MHz
	-BWchannel CA/2 –FIoffset, case 1
and
BWchannel CA/2 +FIoffset, case 1
	≤ -BWchannel CA/2 –FIoffset, case 2
and
≥ BWchannel CA/2 +FIoffset, case 2
	

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15
	

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12
to
FDL_high + 15
	FDL_low – 12


	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the carrier closest to the interferer in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -BWchannel CA/2 – FIoffset, case 1; b: BWchannel CA/2 + FIoffset, case 1
NOTE 3:	BWchannel CA denotes the aggregated channel bandwidth of the wanted signal
NOTE 4:	n48 follows the requirement in this frequency range according to the general requirement defined in Clause 7.1A.



Table 7.6A.2.1-3: In-band blocking for intra-band contiguous CA for bands restricted to operation with shared spectrum channel access
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n46, n96
	Finterferer (offset)
	MHz
	- BWChannel_CA/2 –
FIoffset, case 1
and
BWChannel_CA/2 +
FIoffset, case 1
	≤ - BWChannel_CA/2 –
FIoffset, case 2
and
≥ BWChannel_CA/2 +
FIoffset, case 2

	
	Finterferer
	
	NOTE 2
	FDL_low – 60
to
FDL_high + 60

	
NOTE 1:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: - BWChannel_CA/2 – FIoffset, case 1; b: BWChannel_CA/2 + FIoffset, case 1
NOTE 3:	BWChannel_CA denotes the aggregated channel bandwidth of the wanted signal



[bookmark: _Toc21344478][bookmark: _Toc29801966][bookmark: _Toc29802390][bookmark: _Toc29803015][bookmark: _Toc36107757][bookmark: _Toc37251531]7.6A.2.2	In-band blocking for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with one uplink carrier and two or more downlink sub-blocks, each larger than or equal to 5 MHz, the in-band blocking requirements are defined with the uplink configuration in accordance with Table 7.3A.2.2-1. For this uplink configuration, the UE shall meet the requirements for each sub-block as specified in clause 7.6.2 and 7.6A.2.1 for one component carrier and two component carriers per sub-block, respectively. The requirements apply for in-gap and out-of-gap interferers while all downlink carriers are active.
The throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
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For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the in-band blocking requirements are defined with the uplink active on the band(s) other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.6.2 for each component carrier while all downlink carriers are active.
For the UE which supports inter-band CA configuration in Table 7.3A.3.2, Pinterferer power defined in Table 7.6.2-2 and 7.6.2-4 is increased by the amount given by ΔRIB,c in Table 7.3A.3.2.
For E-UTRA CA configurations including an operating band without uplink operation or an operating band with an unpaired DL part (as noted in Table 5.2-1), the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. The requirements for the component carrier configured in the operating band without uplink operation are specified in Table 7.6A.2.3-1.
Table 7.6A.2.3-1: In-band blocking parameters for additional NR operating bands for carrier aggregation with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	
	Finterferer (offset)
	MHz
	-CBW/2 – 
FIoffset, case 1
and
CBW/2 + 
FIoffset, case 1
	≤ -CBW/2 – 
FIoffset, case 2
and
≥ CBW/2 + 
FIoffset, case 2

	n29
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15
to
FDL_high + 15

	NOTE 1:	For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band
NOTE 2:	For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1

NOTE 3:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal
NOTE 4:	CBW denotes the channel bandwidth of the wanted signal



The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).

< text omitted >
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For intra-band contiguous carrier aggreagation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. For FDD, the PCC shall be configured closest to the uplink band. All downlink carriers shall be active throughout the test.
The UE shall fulfil the minimum requirement in presence of an interfering signal specified in Table 7.6A.3-1 and Table 7.6A.3-2 being on either side of the aggregated signal except for bands restricted to operation with shared spectrum channel access.
For bands restricted to operation with shared spectrum channel access, the requirements are specified in Table 7.6A.3-3 with test parameters in Table 7.6A.3-4.
 The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
Table 7.6A.3-1: Out-of-band blocking parameters for intra-band contiguous CA
	RX parameter
	Units
	CA bandwidth class

	
	
	B
	C
	D
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + CA bandwidth class specific value below

	
	dB
	9
	9
	9
	

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6A.3-1a: Void

Table 7.6A.3-2: Out of-band blocking for intra-band contiguous CA
	NR band
	Parameter
	Unit
	Range1
	Range 2
	Range 3

	
	Pinterferer
	dBm
	-45
	-30
	-15

	n41,n66,n71,n485,n40
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15
or
15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	n77, n78
(NOTE 3)
	Finterferer (CW)
	MHz
	N/A
	N/A
	1 ≤ f ≤ FDL_low – MAX(200,3CBWchannel CA)
or
FDL_high+ MAX(200,3CBWchannel CA)
≤ f ≤ 12750

	n79
(NOTE 4)
	Finterferer (CW)
	MHz
	N/A
	N/A
	1 ≤ f ≤ FDL_low – MAX(150,3CBWchannel CA)
or
FDL_high + MAX(150,3CBWchannel CA)
≤ f ≤ 12750

	NOTE 1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.
NOTE 2:	CBW denotes the channel bandwidth of the wanted signal
NOTE 3:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 2700 MHz and FInterferer < 4800 MHz. For CBW > 15 MHz, the requirement for Range 1 is not applicable and Range 2 applies from the frequency offset of 3CBW from the band edge. For CBW larger than 60 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.
NOTE 4:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 3650 MHz and FInterferer < 5750 MHz. For CBW ≥ 40 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.
NOTE 5:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 2700 MHz and FInterferer < 4800 MHz



Table 7.6A.3-2a: Void
Table 7.6A.3-3: Out-of-band blocking parameters for intra-band contiguous CA for bands restricted to operation with shared spectrum channel access
	RX parameter
	Units
	n46 CA bandwidth class

	
	
	B
	C
	M
	N
	O

	Power in transmission bandwidth configuration, per CC
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9

	NOTE:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6A.3-4: Out-of-band blocking for intra-band contiguous CA for bands restricted to operation with shared spectrum channel access
	NR band
	Parameter
	Unit
	Range 1

	Range 2

	n46, n96
	Pinterferer
	dBm
	-30
	-15

	
	Finterferer (CW)
	MHz
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85
or
FDL_high + 85 ≤ f
≤ 12750

	NOTE:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 4400 MHz.



[bookmark: _Toc21344482][bookmark: _Toc29801970][bookmark: _Toc29802394][bookmark: _Toc29803019][bookmark: _Toc36107761][bookmark: _Toc37251535]7.6A.3.2	Out-of-band blocking for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with one uplink carrier and two or more downlink sub-blocks, the out-of-band blocking requirements are defined with the uplink configuration in accordance with table 7.3A.2.2-1. For this uplink configuration, the UE shall meet the requirements for each sub-block as specified in clauses 7.6.3 and 7.6A.3.1 for one component carrier and two component carriers per sub-block, respectively. The requirements apply with all downlink carriers active.
The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
[bookmark: _Toc21344483][bookmark: _Toc29801971][bookmark: _Toc29802395][bookmark: _Toc29803020][bookmark: _Toc36107762][bookmark: _Toc37251536]7.6A.3.3	Out-of-band blocking for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the out-of-band blocking requirements are defined with the uplink active on the band(s) other than the band whose downlink is being tested. For NR CA configurations including an operating band without uplink band or an operating band with an unpaired DL part (as noted in Table 5.2-1), the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. For the NR CA configurations including a band restricted to operation with shared spectrum channel access, the parameters specified in Table 7.6A.3-4 are replaced by those specified in 7.6A.3.3-3. The UE shall meet the requirements specified in clause 7.6.3 for each component carrier while all downlink carriers are active.
For inter-band carrier aggregation with uplink assigned to two NR bands, the out-of-band blocking requirements specified in clause 7.6.3 shall be met with the transmitter power for the uplink set to 7 dB below PCMAX_L,f,c  for each serving cell c.
For the UE which supports inter-band CA configuration in Table 7.3A.3.2.1-1, Pinterferer power defined in Table 7.6.3-2 and 7.6.3-4 is increased by the amount given by ΔRIB,c in Table 7.3A.3.2.1-1.
For inter-band CA combination listed in Table 7.6A.3.3-1, exceptions to the requirement specified in Table 7.6A.3.3-2 are allowed when the second order intermodulation product of the lower frequency band UL carrier and the CW interfering signal fully or partially overlaps with the higher frequency band DL carrier.
Table 7.6A.3.3-1: CA band combination with exceptions allowed
	CA band combination

	CA_n8-n78

	CA_n8-n79

	CA_n28-n78



Table 7.6A.3.3-2: Requirement for out-of-band blocking exceptions
	
Parameter
	Unit
	Level

	PInterferer (CW)
	dBm
	-441

	NOTE 1: The requirement applies when , where  and  are the carrier frequencies for lower frequency band UL and higher frequency band DL, respectively. and are the channel bandwidths configured for lower frequency band UL carrier and higher frequency band DL carrier in MHz, respectively.



Table 7.6A.3.3-3: out-of-band blocking for inter-band carrier aggregation with one active uplink including a bands restricted to operation with shared spectrum channel access
	E-UTRA CA Configuration
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	CA_n25A-n46A 
	Pwanted
	dBm
	Table 7.6.2.1-1 for all component carriers

	
	Pinterferer
	dBm
	-44 + RIB,c
	-30 + RIB,c
	-15 + RIB,c 
(NOTE 5)

	
	Finterferer
(CW)
	MHz
	-60 < f – FDL_Low(j) < -15
with j ≤ K
or
15 < f – FDL_High(j) < 60
with j ≤ K
	-85 < f – FDL_Low(j) ≤ -60
or
60 ≤ f – FDL_High(j) < 85
	1 ≤ f ≤ FDL_Low(j) – 85
or 
FDL_High(j) + 85 ≤ f
≤ 12750

	NOTE 1:	FDL_Low(j) and FDL_High(j), j = 1,…,K,…N, denote the respective lower and upper frequency limits of the (non-overlapping) operating bands of the CA configuration numbered in increasing order of frequency, with N the number of bands in the band combination and K the number of bands with FDL_High below 2800 MHz (K = 1 and N = 2 in the present version of this specification).
NOTE 2:	For FDL_Low(j) – 15 MHz ≤ f ≤ FDL_High(j) + 15 MHz the appropriate adjacent channel selectivity and in-band blocking requirements in the respective subclauses 7.5.1A and 7.6.1.1A shall be applied for carrier j = 1.
NOTE 3:	For FDL_Low(N) – 60 MHz ≤ f ≤ FDL_High(N) + 60 MHz the appropriate adjacent channel selectivity and in-band blocking requirements in the respective subclauses 7.5.1A and 7.6.1.1A shall be applied for carrier N = 2.
NOTE 4:	RIB,c according to Table 7.3.1-1A applies when serving cell c is measured.
NOTE 5:   The power level (PInterferer) for Range 3 is modified to -20 dBm for FInterferer > 4400 MHz.



For all interferer frequency ranges specified in clause 7.6.3 a maximum of

 

exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of   MHz with NRB the number of resource blocks in the downlink transmission bandwidth configuration, CBW the bandwidth of the frequency channel in MHz and n = 1, 2, 3 for SCS = 15, 30, 60 kHz, respectively. For these exceptions, the requirements in clause 7.7 apply.
The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
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