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1 Introduction
Work item on 256QAM DL for FR was approved in RAN#83. In the last meeting it was captured in the WF that CR R4-2003772 was technically endorsed for UE maximum input level for 256QAM. 

WF also suggests further discussion on UE maximum input level for 64QAM in Rel-16. In this contribution, we share our views on 64QAM requirement.  
2 Discussion
The objectives of this WI was agreed in WID [1]. It is critical to emphasize that the objective is to define UE requirements for DL 256QAM. For the benefit of work efficiency and the clarity of the meeting outcomes, I encourage all companies to keep discussions on the topic. 
Observation #1: CR R4-2003772 for UE maximum input level for 256QAM was technically endorsed. 

Observation #2: 64QAM requirements for maximum input power were removed from TS 38.101-2

256QAM and 64 QAM could be discussed together. However, they don’t need to be agreed together in a single CR. As the objectives of this WI are to evaluate DL 256 QAM, requirements for 64QAM are clearly out of scope. 64QAM related decisions should not be included in this WF. Therefore, we propose not to introduce 64QAM in Rel-16 256QAM WI 
Proposal: 64QAM is not introduced in Rel-16 256QAM WI
3 Conclusion

Proposal: 64QAM is not introduced in Rel-16 256QAM WI
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