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[bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
The correct position of the UE is a basic information to many applications. The methods can divide in UE based and network based. 
Especially for security reason it is important, that the network know the position of the UE independent. There should be as few preconditions as possible to ensure the function. The less conditions are necessary, the safer the function is.
An important point is the obligation of the accuracy if the positioning feature is implemented in the network or gNB. On the last meetings no consciences could be reached [1][2].
Discussion
The measurement of the position is an important function. Like all functions in the base station, it is optional. That means the manufacturer declares if the function is supported.
It is an open question whether the Accuracy Requirements are optional or not if the function itself is supported. The question is, am I allowed to implement a function if I do not meet a requirement?
The paper, Email discussion summary [3], summarizes the companies' positions. There are arguments for and against and the proposal to signal it to the location unit. An agreement of the positions is not visible at the moment.
One difficulty is that the minimum requirements have not yet been defined. For Rx-Tx time difference and SRS-RSRP it is agreed that the minimum requirements are defined. 
It may be easier to reach an agreement if the minimum requirements are defined. Therefore, we propose to keep the decision open until the requirements are defined. 
Proposal: Defer the decision until accuracy work has progressed.

Conclusion
An important point is the obligation of implementation for the network or gNB. 
[bookmark: _GoBack]The network based positioning function of the gNBs are optional as all functions in a base station. For the obligation of the minimum requirements could not reach an agreement. It is proposed to defer this decision.
Proposal: Defer the decision until accuracy work has progressed.
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