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1 Introduction
In this contribution, we discuss the UE RF requirement in NR-U. 
2 Discussion 
The 27 dB ACLR for PC5 in NR-U was agreed in [1], however, the requirement for PC3 is still an open issue.  In NR, the ACLR requirement is defined as below
Table 6.5.2.4.1-2: NR ACLR requirement

	
	Power class 2
	Power class 3

	NR ACLR
	31 dB
	30 dB


It can be found that the ACLR requirement difference between PC2 and PC3 is only 1dB in licensed band. It is reasonable to reuse the same principle in NR-U, i.e. the ACLR for PC3 in NR-U should be specified to 28dB. Besides, during the study on LAA/eLAA, impact of LAA to Wi-Fi compared to the Wi-Fi + Wi-Fi scenario had been evaluated in [4], and it can be observed that 26.3dB ACLR can guarantee a fair coexistence with WiFi, which means that 28dB ACLR could also meet the requirement.
The corresponding NR-U ACLR requirement in following table 1 should be supported.
Table 1: NR-U ACLR requirement

	
	Power class 3
	Power class 5

	NR-U ACLR
	28 dB
	27 dB


Proposal 1: ACLR for PC3 in NR-U should be specified to 28dB.
3 Conclusions
In this contribution, we discussed the remaining issues on UE Tx requirement in NR-U, and the following proposal was made: 
Proposal 1: ACLR for PC3 in NR-U should be specified to 28dB.
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