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	Reason for change:
	A set of parentheses is missing for some of the expressions for RRC-based TCI state change, leading to that the expressions incorrectly are mixing time expressed in slots and time expressed in seconds.

	
	

	Summary of change:
	Introducing the following correction:
· Changing “slot n+ TRRC_processing +TOk*(Tfirst-SSB + TSSB-proc) / NR slot length” to “slot n+ (TRRC_processing +TOk*(Tfirst-SSB + TSSB-proc)) / NR slot length”
· Changing “slot n+ TRRC_processing  +TL1-RSRP +TOuk*(Tfirst-SSB + TSSB-proc) / NR slot length” to “slot n+ (TRRC_processing  +TL1-RSRP +TOuk*(Tfirst-SSB + TSSB-proc)) / NR slot length”
· Correcting some punctuation.
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UNCHANGED SECTIONS OMITTED

FIRST MODIFICATION
8.10.5	RRC based TCI state switch delay
If the target TCI state is known, upon receiving PDSCH carrying RRC activation command at slot n, UE shall be able to receive PDCCH with target TCI state of the serving cell on which TCI state switch occurs no later than at slot n+ (TRRC_processing +TOk*(Tfirst-SSB + TSSB-proc)) / NR slot length., Wwhere TRRC_processing is the RRC processing delay, Tfirst-SSB, TSSB-proc and TOk are defined in clause 8.10.3. The UE is not required to receive PDCCH/PDSCH or transmit PUCCH/PUSCH until the end of switching period.
Tfirst-SSB is time to first SSB transmission after RRC processing by the UE; The SSB shall be the QCL-TypeA or QCL-TypeC to target TCI state
If the target TCI state is unknown, upon receiving PDSCH carrying RRC activation command at slot n, UE shall be able to receive PDCCH with target TCI state of the serving cell on which TCI state switch occurs no later than at slot n+ (TRRC_processing  +TL1-RSRP +TOuk*(Tfirst-SSB + TSSB-proc)) / NR slot length  ., Wwhere TRRC_processing is the RRC processing delay, and TOuk , TL1-RSRP are defined in clause 8.10.3. The UE is not required to receive PDCCH/PDSCH or transmit PUCCH/PUSCH until the end of switching period.
Tfirst-SSB is time to first SSB transmission after L1-RSRP measurement when TCI state switching involves QCL-TypeD; 
Tfirst-SSB is time to first SSB transmission after RRC processing time at the UE for other QCL types; 
The SSB shall be the QCL-TypeA or QCL-TypeC to target TCI state
The requirements for RRC based TCI state switch delay apply when only 1 TCI state is configured in RRC TCI state list.
During RRC based TCI state switch the UE is allowed an interruption due to one shot timing adjustment on the serving or any activated serving cells as defined in clause 8.2.
END OF FIRST MODIFICATION
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