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1 Introduction
In [1], it was agreed to further discuss on whether any further clarification is needed for:
· SMTC occasion not available at the UE
In [3], the following agreements on NR-U terminology were made during RAN4#92:

· In RAN4#92 it was agreed
· for DL LBT use “[a cell on a] carrier frequency with CCA”, “measurements [of a cell] on a carrier frequency with CCA”

· for UL LBT use “UE performing CCA”, “transmission on a carrier frequency with CCA”.

· The terminology may be updated, for example if some other WG agrees on a better alternative

· Short names for scenarios (referred to as scenarios A-E in the WID) are to be further discussed in the next meeting

· Interested companies are invited to analyse which requirements are likely to be scenario dependent and hence the need for short names

· Interested companies are invited to propose short naming for scenarios if they identify a need.

2 Discussion
In NR-U, the LBT can be performed by gNB or by UE resulting in that configured transmissions may be not transmitted due to LBT failure. The currently used term has been “SMTC occasion not available at the UE”, e.g., in measurement requirements. However, some companies have indicated the need for further clarification.
In TS 36.133, similar terminology is widely used for LAA/eLAA, e.g.:
· “L is the number of configured discovery signal occasions which are not available during Tidentify_SCC_FS3 for cell identification at the UE due to the absence of the necessary radio signals from the cell”, or
· “M is the number of configured discovery signal occasions which are not available during Tmeasure_SCC_FS3_CRS for the measurements at the UE due to the absence of the necessary radio signals from the cell”.
Considering the agreements in [3] on using “CCA”, it is therefore proposed to adapt for TS 38.133 the same approach as for LTE to denote failed transmissions due to LBT failures, namely:
· For DL: configured X occasion which are not available at the UE due to DL CCA failure, where X is
· RLM-RS in RLM requirements
· SMTC in measurement requirements other than RSSI requirements

· For UL: configured signals/channels which the UE is unable to transmit due to UL CCA failure.
In addition to the above, a shorter wording may be more convenient for more frequent use and can be introduced in the Definition section or relevant Introduction sections, e.g.:
· The term “X not available at the UE” refers to when X is configured but not available at the UE due to DL CCA failure, where X is

· RLM-RS in RLM requirements,
· SMTC in measurement requirements other than RSSI requirements;
· The term “Y unavailable for transmission” refers to when Y is configured but the UE is unable to transmit due to UL CCA failure.

Some companies also associate “not available” with a number of candidate SSBs to be monitored, which is related to the LS in [2] RAN4 sent to RAN1 in RAN4#94-e-Bis and therefore the discussion depends on the RAN1 response.
· Proposal 1: RAN4 agrees on that the term “X not available at the UE” to be used in TS 38.133 refers to when X is configured but not available at the UE due to DL CCA failure, where X is

· RLM-RS in RLM requirements,

· SMTC in measurement requirements other than RSSI requirements;

· Proposal 2: RAN4 agrees on that the term “Y unavailable for transmission” to be used in TS 38.133 refers to when Y is configured but the UE is unable to transmit due to UL CCA failure.

· Proposal 3: Wait for RAN1 LS response to see whether any further clarification for term “X not available at the UE” with respect to the number of monitored candidate resources.
3 Summary

The following have been proposed in this contribution.

· Proposal 1: RAN4 agrees on that the term “X not available at the UE” to be used in TS 38.133 refers to when X is configured but not available at the UE due to DL CCA failure, where X is

· RLM-RS in RLM requirements,

· SMTC in measurement requirements other than RSSI requirements;

· Proposal 2: RAN4 agrees on that the term “Y unavailable for transmission” to be used in TS 38.133 refers to when Y is configured but the UE is unable to transmit due to UL CCA failure.

· Proposal 3: Wait for RAN1 LS response to see whether any further clarification for term “X not available at the UE” with respect to the number of monitored candidate resources.
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