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1 Introduction
The WID for NR DC was updated in RAN #87e meeting. This contribution provides a TP for TR 37.716-21-11 to finish the UE RF requirements for the band combination. 
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Text Proposal
<TP for TR 37.716-21-11>
5.1.x

DC_3-(n)41
5.1.x.1
 Operating bands for DC
Table 5.1.x.1-1: Band combinations EN-DC (three bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_3-(n)41
	CA_3-41
	n41
	no


5.1.x.2 
Configuration for DC
Table 5.1.x.2-1: Inter-band EN-DC configurations (three bands)
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_3A-(n)41AA

DC_3A-(n)41CA

DC_3A-(n)41DA
	DC_3A_n41A
	CA_3-41
	n41


5.1.x.3
 Co-existence studies

For UE coexistence study of Band 3 + Band n41, the 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 5.1.x.3-1.

Table 5.1.x.3-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	2496
	2690

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3420
	3570
	4992
	5380

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5130
	5355
	7488
	8070

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	6840
	7140
	9984
	10760

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	8550
	8925
	12480
	13450

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	711
	980
	4206
	4475

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	730
	1074
	3207
	3670

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5916
	6260
	6702
	7165

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2440
	2859
	5703
	6360

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	7626
	8045
	9198
	9855

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	1960
	1422
	8412
	8950

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	9050
	8199
	4644
	4150

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	4650
	3918
	363
	250

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	11694
	12545
	9336
	9830

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	10908
	11640
	10122
	10735


Based on the table, there is no IMD issue for Scell band 41.
IMD4 may fall into band 3 Rx when DC_3_n41 is configured as UL.
5.1.x.4
 ∆TIB and ∆RIB values

Table 5.1.x.4-1: ΔTIB,c due to EN-DC(three bands)

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-(n)41
	3
	0.5

	
	41
	0.33

	
	
	0.84

	
	n41
	0.33

	
	
	0.84

	NOTE 3:
The requirement is applied for UE transmitting on the frequency range of 2515 – 2690 MHz.

NOTE 4:
The requirement is applied for UE transmitting on the frequency range of 2496 – 2515 MHz.


Table 5.1.x.4-2: ΔRIB,c due to EN-DC (three bands)

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3-(n)41
	3
	0

	
	41
	03

	
	
	0.54

	
	n41
	03

	
	
	0.54

	NOTE 3:
The requirement is applied for UE transmitting on the frequency range of 2515 – 2690 MHz.

NOTE 4:
The requirement is applied for UE transmitting on the frequency range of 2496 – 2515 MHz.


5.1.x.5
REFSENS requirements
B3 Rx with UL DC_3A_n41A suffers from IMD4 for which MSD is already specified in 38.101-3. There is no need to further specify the MSD requirements.
<End of TP >
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