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<Start of Change 1>
9.9.2.2x.5.3	Scheduling availability of UE during CSI-RS based intra-frequency measurements Scheduling availability of UE during intra-frequency measurements
UE shall be capable of measuring without measurement gaps when CSI-RS resources are completely contained in the active BWP of the UE [3]. Note the CSI-RS symbol to be measured is indicated in firstOFDMSymbolInTimeDomain included in CSI-RS-ResourceConfigMobility [2] for RRM. When any of the conditions in the following clauses is met, there are restrictions on the scheduling availability; otherwise, there is no scheduling restriction.
UE shall be capable of measuring without measurement gaps when the SSB is completely contained in the active bandwidth part of the UE. When any of the conditions in the following clauses is met, there are restrictions on the scheduling availability; otherwise, there is no scheduling restriction. Note that the SSB symbols to be measured in the following clauses are the SSB symbols indicated by SSB-ToMeasure [2], if it is configured; otherwise, all L SSB symbols within the SMTC window duration defined in clause 4.1 of TS 38.213 [3] are included.9.2.5.3.1	Scheduling availability of UE performing measurements in TDD bands on FR1
<End of Change 1>
<Start of Change 2>
9.2.5.3.2	Scheduling availability of UE performing measurements with a different subcarrier spacing than PDSCH/PDCCH on FR1<End of Change 2>
<Start of Change 3>
9.2.5.3.3	Scheduling availability of UE performing measurements on FR2<End of Change 3>
<Start of Change 4>
9.2.5.3.4	Scheduling availability of UE performing measurements on FR1 or FR2 in case of FR1-FR2 inter-band CA
<End of Change 4>
<Start of Change 5>
9.9.2.x.1	Scheduling availability of UE performing CSI-RS based measurements with simultaneous serving cell reception in FDD bands
When the UE performs CSI-RS based intra-frequency measurements and the serving cell PDCCH/PDSCH reception simultaneously, the following restrictions apply when UE is not able to support the mixed numerology of serving cell data and CSI-RS L3 mobility.
 Editor’s note: following paragraph is pending on the agreement on Issue 2-5-1 tracked in [95e][226]NR_CSIRS_L3meas_RRM_2 and it is also related to the agreement on the synchronization assumption between the serving cell and its neighbour cells.
· If a CSI-RS resource is configured with an associated SSB, the UE is not expected to receive PDCCH/PDSCH/TRS on CSI-RS symbols to be measured and on 1 data symbol before each consecutive CSI-RS symbols to be measured and 1 data symbol after each consecutive CSI-RS symbols to be measured within the configured slot as indicated in slotConfig [2] of the corresponding CSI-RS resource.
· If the associated SSB is not configured, above restriction is not needed.

[bookmark: _Hlk41895682]9.9.2.x.2	Scheduling availability of UE performing CSI-RS based measurements in TDD bands
When the UE performs intra-frequency measurements in a TDD band, the following restrictions apply due to the UL and DL collision.
Editor’s note: following paragraph is pending on the agreement on Issue 2-5-2 tracked in [95e][226]NR_CSIRS_L3meas_RRM_2.
· The UE is not expected to transmit PUCCH/PUSCH/SRS on CSI-RS symbol to be measured and on 1 OFDM symbol before each CSI-RS symbol to be measured and 1 OFDM symbol after each CSI-RS symbol to be measured within the configured slot as indicated in slotConfig [2] of the corresponding CSI-RS resource.
9.9.2.x.3	Scheduling availability of UE performing CSI-RS based measurements with non-serving UE Rx beam in FR2 
Editor’s note: the entire sub-section is pending on the agreement on Issue 2-5-3 tracked in [95e][226]NR_CSIRS_L3meas_RRM_2.
When the UE performs CSI-RS based intra-frequency measurements for L3 mobility management, if the associated SSB is configured but not QCLed with the corresponding CSI-RS, UE sweeps the Rx beam for refining the measurement. The following restrictions apply.
· The UE is not expected to receive PDCCH/PDSCH/TRS on CSI-RS symbols to be measured and on 1 OFDM symbol before each CSI-RS symbol to be measured and 1 OFDM symbol after each CSI-RS symbol to be measured within the configured slot as indicated in slotConfig [2] of the corresponding CSI-RS resource.
· If the associated SSB is not configured, above restriction is not needed.
9.9.2.x.4	Scheduling availability of UE performing CSI-RS based measurements with simultaneous L1 measurements 
When the UE performs CSI-RS based intra-frequency measurements for L3 mobility management, the following restrictions apply if the CSI-RS for L3 mobility shares the same OFDM symbol as the CSI-RS or SSB for L1-RSRP measurement, or CSI-RS for CQI.
Editor’s note: following paragraphs are pending on the agreement on Issue 2-5-4 tracked in [95e][226]NR_CSIRS_L3meas_RRM_2.
· If the UE supports the simultaneous reception of CSI-RS of neighbour cell and an SSB, the UE shall be able to perform SSB for L1-RSRP and CSI-RS for L3 mobility without restrictions.
· If the UE does not support the simultaneous reception of CSI-RS of neighbour cell and an SSB, UE is not expected to receive CSI-RS for L3 mobility in the OFDM symbol that overlaps with an SSB.
· When both CSI-RS for L1-RSRP or CQI shares the same OFDM symbol as the CSI-RS for L3 mobility, the UE is not expected to receive CSI-RS for L3 mobility in the OFDM symbol that overlaps with the CSI-RS for L1-RSRP or CQI.

<End of Change 51>
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