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1 Background
The subject of reference sensitivity contains 3 sub topics which were discussed in the 1st round:
Sub-topic#1-1: FR2 EISREFSENS_50M declaration range for Local Area IAB-MT
Sub topic 1-2: FR1 PREFSENS requirement for Local Area IAB-MT type 1-H
Sub topic 1-3: FR1 OTA sensitivity and OTA reference sensitivity level applicability for IAB-MT
Sub topic 1-4: FRC to be used by IAB-MT
This WF will capture the agreements and open options for each of these.
2 Way Forward
Sub-topic#1-1: FR2 EISREFSENS_50M declaration range for Local Area IAB-MT
Agreement:
-86 to -114dBm	
Sub topic 1-2: FR1 PREFSENS requirement for Local Area IAB-MT type 1-H
Agreement:
Reused from Local Area BS with NF =13dB, IM =2dB

Sub topic 1-3: FR1 OTA sensitivity and OTA reference sensitivity level applicability for IAB-MT
Agreement: 
For IAB-MT type 1-H
OTA sensitivity requirement is specified for IAB-MT type 1-H
For IAB-MT type 1-O: 
Both OTA sensitivity and OTA REFSENS needs to be specified for 1-O
   
Sub topic 1-4: FRC to be used by IAB-MT
All companies agree option 2 is ok so:
Agreement: Selected UE FRC can be for IAB-MT based the same criteria as BS
Companies are encouraged to bring FRC proposals in next RAN4 meeting. 

