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1. Introduction
This contribution provides TP for TR 38.809 based on the RAN4 discussion and agreements. As IAB-DU behavior is very similar with BS, all of the transmitted signal quality requirements can be imported from BS.
2. Reference
[1] R4-2002498, “WF on IAB-DU Tx Requirements”, ZTE
[2] R4-2002511, “Email discussion summary for RAN4#94e_#82_NR_IAB_RF_Tx”, Qualcomm
Annex: TP for IAB TR
<First part>
[bookmark: _Toc13080181][bookmark: _Toc18916168][bookmark: _Toc39653950]7.5	Transmitted signal quality
Detailed structure of the subclause is TBD.
7.5.1 IAB-DU transmitted signal quality
As the IAB-DU behavior is very similar with BS, all of the transmitted signal quality requirements can be imported from BS. Therefore, the frequency error, modulation quality and time alignment error requirements in clause 6.5.1, 6.5.2, 6.5.3 for BS type 1-H in TS 38.104 [TBD] apply to IAB-DU type 1-H. 

<Next part>
[bookmark: _Toc13080357][bookmark: _Toc18916187][bookmark: _Toc39653968]9.6	OTA transmitted signal quality
Detailed structure of the subclause is TBD.
9.6.1 IAB-DU OTA transmitted signal quality
As the IAB-DU behavior is very similar with BS, all of the transmitted signal quality requirements can be imported from BS. Therefore, the frequency error, modulation quality and time alignment error requirements in clause 9.6.1, 9.6.2 and 9.6.3 for BS type 1-O and  type 2-O in TS 38.104 [TBD] apply to IAB-DU type 1-O and type 2-O respectively.

<End of the TP>
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