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1
Introduction
This text proposal aims to correct the RMC error in the TR 38.827.
2
References

[1] R4-2003640,TR 38.827 v1.3.0, CAICT 
3
Text Proposal

The following text changes are proposed.
========================== Start of change ==========================
Table 8.2-5: Test parameters for FR1 TDD 4x4
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Reference channel
	
	R.PDSCH.2-2.4 TDD (Note 1)

	Bandwidth
	MHz
	40, [20]

	SCS
	kHz
	30

	Modulation DL
	
	16QAM

	Modulation UL
	
	QPSK

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	Specific to each Reference channel

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	First OFDM symbol in the PRB used for CSI-RS 
	
	Table 8.2-1.

	
	CSI-RS periodicity
	Slots
	40.

	
	CSI-RS offset
	Slots
	Table 8.2-1.

	Number of HARQ Processes
	
	1

	TDD UL-DL pattern
	
	FR1.30-1 (Note 2)

	Note 1: “R.PDSCH.2-2.4 TDD”  is defined in Table A.3.2.2.2-2 of TS 38.101-4

Note 2: “FR1.30-1” is defined in Annex A.1.2 of TS 38.101-4


========================== End of change ==========================

