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[bookmark: _Toc21344179][bookmark: _Toc29801663][bookmark: _Toc29802087][bookmark: _Toc29802712][bookmark: _Toc36107454][bookmark: _Toc37251213]>>>>>Start of Change 1<<<<<
3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
BS	Base Station
BW	Bandwidth
BWP	Bandwidth Part
CA	Carrier Aggregation
CA_nX-nY	Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable NR operating band
CC	Component Carriers
CP-OFDM	Cyclic Prefix-OFDM
CW	Continuous Wave
DC	Dual Connectivity
DFT-s-OFDM	Discrete Fourier Transform-spread-OFDM
DM-RS	Demodulation Reference Signal
DTX	Discontinuous TransmissionE-UTRA	Evolved UTRA
EVM	Error Vector Magnitude
FR	Frequency Range
FRC	Fixed Reference Channel
FWA	Fixed Wireless Access
GSCN	Global Synchronization Channel Number
IBB	In-band Blocking
IDFT	Inverse Discrete Fourier Transformation
ITU‑R	Radiocommunication Sector of the International Telecommunication Union
MBW	Measurement bandwidth defined for the protected band
MOP	Maximum Output Power
MPR	Allowed maximum power reduction
MSD	Maximum Sensitivity Degradation
NR	New Radio
NR-ARFCN	NR Absolute Radio Frequency Channel Number
NS	Network Signalling
OCNG	OFDMA Channel Noise Generator
OOB	Out-of-band
P-MPR	Power Management Maximum Power Reduction
PRB	Physical Resource Block
QAM	Quadrature Amplitude Modulation
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
RMS	Root Mean Square (value)
RSRP	Reference Signal Receiving PowerRx	Receiver
SC	Single Carrier
SCS	Subcarrier spacing
SDL	Supplementary Downlink
SEM	Spectrum Emission Mask
SNR	Signal-to-Noise Ratio
SRS	Sounding Reference SymbolSUL	Supplementary uplink
SS	Synchronization Symbol
TAE	Time Alignment Error
Tx	Transmitter
UL MIMO	Uplink Multiple Antenna transmission
ULFPTx	Uplink Full Power Transmission
>>>>>End of Change 1<<<<<
[bookmark: _Toc21344281][bookmark: _Toc29801767][bookmark: _Toc29802191][bookmark: _Toc29802816][bookmark: _Toc36107558][bookmark: _Toc37251324][bookmark: _Toc21344321][bookmark: _Toc29801807][bookmark: _Toc29802231][bookmark: _Toc29802856][bookmark: _Toc36107598][bookmark: _Toc37251364]>>>>>Start of Change 2<<<<<
6.2D	Transmitter power for UL MIMO
[bookmark: _Toc21344282][bookmark: _Toc29801768][bookmark: _Toc29802192][bookmark: _Toc29802817][bookmark: _Toc36107559][bookmark: _Toc37251325]6.2D.1	UE maximum output power for UL MIMO
[bookmark: _GoBack]For power class 2 UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2D.1-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is measured as the sum of the maximum output power at eachfrom both UE antenna connectors. The period of measurement shall be at least one sub frame (1 ms).
The requirements shall be met with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ]. DCI Format for UE configured in PUSCH transmission mode for uplink single-user MIMO shall be used.
Table 6.2D.1-1: UE Power Class for UL MIMO in closed loop spatial multiplexing scheme
	[bookmark: OLE_LINK9]NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n41
	
	
	26
	+2/-31
	23
	+2/-31
	
	

	n77
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n78
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	NOTE 1:	The transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power class 3 is the default power class unless otherwise stated



Table 6.2D.1-2: UL MIMO configuration in closed-loop spatial multiplexing scheme
	Transmission scheme
	DCI format 
	Number of layers
	TPMI index

	Codebook based uplink
	DCI format 0_1
	2
	0

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.



	Transmission scheme
	DCI format
	Codebook Index

	 Codebook based uplink
	DCI format 0_1
	Codebook index 0



For UE support uplink full power transmission (ULFPTx) for UL MIMO, the maximum output power requirements specified in Table 6.2D.1-1 shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission Mode 1, Mode 2 and/or the other mode (Mode 0). 
 Table 6.2D.1-3: PUSCH Configuration for uplink full power transmission (ULFPTx)
	ULFPTx Mode
	Transmission scheme
	DCI format 
	Modulation
	Number of layers
	Number of Tx Port
	TPMI index

	Mode-1
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM NOTE3
	1
	2
	2

	Mode-2
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0 or 1NOTE2

	Mode-0
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0,1

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.
NOTE 2:   TPMI index selected shall be based upon the full power TPMI reported by the UE [8, TS 38.213].
NOTE 3:   For PUSCH configured with ULFPTxModes set to Mode1, the requirement for CP-OFDM based modulation is not needed to be verified if the requirement for UL MIMO has been validated. 



If UE is configured for transmission on single-antenna port, the requirements in clause 6.2.1 apply. If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2.1 apply for the power class as indicated by the ue-PowerClass field in capability signaling.  
[bookmark: _Toc21344283][bookmark: _Toc29801769][bookmark: _Toc29802193][bookmark: _Toc29802818][bookmark: _Toc36107560][bookmark: _Toc37251326]6.2D.2	UE maximum output power reduction for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1-1 is specified in Table 6.2.2-1. The requirements shall be met with UL MIMO configurations defined in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is measured as the sum of the maximum output power at eachfrom both UE antenna connectors.
For UE support uplink full power transmission (ULFPTx) for UL MIMO, the allowed MPR for the maximum output power in Table 6.2D.1-1 is specified in Table 6.2.2-1, and the requirements shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission Mode 1, Mode 2 and/or the other mode (Mode 0).
For the UE maximum output power modified by MPR, the power limits specified in clause 6.2D.4 apply.
If UE is configured for transmission on single-antenna port, the requirements in clause 6.2.2 apply. If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2.2 apply for the power class as indicated by the ue-PowerClass field in capability signaling.
[bookmark: _Toc21344284][bookmark: _Toc29801770][bookmark: _Toc29802194][bookmark: _Toc29802819][bookmark: _Toc36107561][bookmark: _Toc37251327]6.2D.3	UE additional maximum output power reduction for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the A-MPR values specified in clause 6.2.3 shall apply to the maximum output power specified in Table 6.2D.1-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is measured as the sum of the maximum output power at each UE antenna connector. Unless stated otherwise, an A-MPR of 0 dB shall be used.
For UE support uplink full power transmission (ULFPTx) for UL MIMO, the A-MPR values specified in clause 6.2.3 shall apply to the maximum output power specified in Table 6.2D.1-1. The requirements shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission Mode 1, Mode 2 and/or the other mode (Mode 0).
For the UE maximum output power modified by A-MPR, the power limits specified in clause 6.2D.4 apply.
If UE is configured for transmission on single-antenna port, the requirements in clause 6.2.3 apply. If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2.3 apply for the power class as indicated by the ue-PowerClass field in capability signaling.
[bookmark: _Toc21344285][bookmark: _Toc29801771][bookmark: _Toc29802195][bookmark: _Toc29802820][bookmark: _Toc36107562][bookmark: _Toc37251328]6.2D.4	Configured transmitted power for UL MIMO
For UE supporting UL MIMO, the transmitted power is configured per each UE.
The definitions of configured maximum output power PCMAX,c, the lower bound PCMAX_L,c, and the higher bound PCMAX_H,c specified in clause 6.2.4 shall apply to UE supporting UL MIMO, where
-	PPowerClass, ΔPPowerClass and ∆TC,c are specified in clause 6.2D.16.2.4 unless otherwise stated;
-	MPRc is specified in clause 6.2D.2;
-	A-MPRc is specified in clause 6.2D.3.
The measured configured maximum output power PUMAX,c for serving cell c shall be within the following bounds:
PCMAX_L,c  –  MAX{TL, T LOW(PCMAX_L,c)}  ≤  PUMAX,c  ≤  PCMAX_H,c  +  T HIGH(PCMAX_H,c)
where TLOW(PCMAX_L,c) and THIGH(PCMAX_H,c) are defined as the tolerance and applies to PCMAX_L,c and PCMAX_H,c separately, while TL is the absolute value of the lower tolerance in Table 6.2D.1-1 for the applicable operating band.
For UE with two transmit antenna connectors in closed-loop spatial amultiplexing scheme, the tolerance is specified in Table 6.2D.4-1. The requirements shall be met with UL MIMO configurations specified in Table 6.2D.1-2.
For UE support uplink full power transmission (ULFPTx) for UL MIMO, the tolerance is specified in Table 6.2D.4-1. The requirements shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission Mode 1, Mode 2 and/or the other mode (Mode 0).
Table 6.2D.4-1: PCMAX,c tolerance in closed-loop spatial multiplexing scheme
	PCMAX,c
(dBm)
	Tolerance
TLOW(PCMAX_L,c) (dB)
	Tolerance
THIGH(PCMAX_H,c) (dB)

	PCMAX,c = 26
	3.0
	2.0

	23 ≤ PCMAX,c < 26
	3.0
	2.0

	22 ≤ PCMAX,c < 23
	5.0
	2.0

	21 ≤ PCMAX,c < 22
	5.0
	3.0

	20 ≤ PCMAX,c < 21
	6.0
	4.0

	16 ≤ PCMAX,c < 20
	5.0

	11 ≤ PCMAX,c < 16
	6.0

	-40 ≤ PCMAX,c < 11
	7.0



If UE is configured for transmission on single-antenna port, the requirements in clause 6.2.4 apply. If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2.4 apply for the power class as indicated by the ue-PowerClass field in capability signaling.
>>>>>End of Change 2<<<<<
>>>>>Start of Change 3<<<<<
6.3D	Output power dynamics for UL MIMO
[bookmark: _Toc21344322][bookmark: _Toc29801808][bookmark: _Toc29802232][bookmark: _Toc29802857][bookmark: _Toc36107599][bookmark: _Toc37251365]6.3D.1	Minimum output power for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the minimum output power is defined as the sum of the mean power at each transmit connector in one sub-frame (1 ms). The minimum output power shall not exceed the values specified in Table 6.3.1-1.
If UE is configured for transmission on single-antenna port, the requirements in clause 6.3.1 applyIf UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.3.1 apply.
[bookmark: _Toc21344323][bookmark: _Toc29801809][bookmark: _Toc29802233][bookmark: _Toc29802858][bookmark: _Toc36107600][bookmark: _Toc37251366]6.3D.2	Transmit OFF power for UL MIMO
The transmit OFF power is defined as the mean power at each transmit antenna connector in a duration of at least one sub-frame (1 ms) excluding any transient periods.
The transmit OFF power at each transmit antenna connector shall not exceed the values specified in Table 6.3.2-1.
[bookmark: _Toc21344324][bookmark: _Toc29801810][bookmark: _Toc29802234][bookmark: _Toc29802859][bookmark: _Toc36107601][bookmark: _Toc37251367]6.3D.3	Transmit ON/OFF time mask for UL MIMO
For UE supporting UL MIMO, the ON/OFF time mask requirements in clause 6.3.3 apply at each transmit antenna connector.
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the general ON/OFF time mask requirements specified in clause 6.3.3.1 apply to each transmit antenna connector. The requirements shall be met with the UL MIMO configurations described in clause 6.2D.1.
If UE is configured for transmission on single-antenna port, the requirements in clause 6.3.3 apply.If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.3.3 apply.
[bookmark: _Toc21344325][bookmark: _Toc29801811][bookmark: _Toc29802235][bookmark: _Toc29802860][bookmark: _Toc36107602][bookmark: _Toc37251368]6.3D.4	Power control for UL MIMO
For UE supporting UL MIMO, the power control tolerance applies to the sum of output power at each transmit antenna connector.
The power control requirements specified in clause 6.3.4 apply to UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme. The requirements shall be met with UL MIMO configurations described in clause 6.2D.1.
If UE is configured for transmission on single-antenna port, the requirements in clause 6.3.4 applyIf UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.3.4 apply.
>>>>>End of Change 3<<<<<
>>>>>Start of Change 4<<<<<
[bookmark: _Toc37251386]6.4D	Transmit signal quality for UL MIMO
[bookmark: _Toc21344344][bookmark: _Toc29801830][bookmark: _Toc29802254][bookmark: _Toc29802879][bookmark: _Toc36107621][bookmark: _Toc37251387]6.4D.1	Frequency error for UL MIMO
[bookmark: _Toc21344345]For UE(s) supporting UL MIMO, the basic measurement interval of modulated carrier frequency is 1 UL slot.  The mean value of basic measurements of UE modulated carrier frequency at each transmit antenna connector shall be accurate to within ± 0.1 PPM observed over a period of 1 ms of cumulated measurement intervals compared to the carrier frequency received from the NR Node B.
[bookmark: _Toc29801831][bookmark: _Toc29802255][bookmark: _Toc29802880][bookmark: _Toc36107622][bookmark: _Toc37251388]6.4D.2	Transmit modulation quality for UL MIMO
For UE supporting UL MIMO, the transmit modulation quality requirements are specified at each transmit antenna connector.
If UE is configured for transmission on single-antenna port, the requirements specified for single carrier apply.If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.4.2 apply.
The transmit modulation quality is specified in terms of:
-	Error Vector Magnitude (EVM) for the allocated resource blocks (RBs)
-	EVM equalizer spectrum flatness derived from the equalizer coefficients generated by the EVM measurement process
-	Carrier leakage (caused by IQ offset)
-	In-band emissions for the non-allocated RB
In case the parameter 3300 or 3301 is reported from UE via txDirectCurrentLocation IE (as defined in TS 38.331 [7]), carrier leakage measurement requirement in clause 6.4D.2.2 and 6.4D.2.3 shall be waived, and the RF correction with regard to the carrier leakage and IQ image shall be omitted during the calculation of transmit modulation quality.
6.4D.2.1	Error Vector Magnitude
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the Error Vector Magnitude requirements specified in Table 6.4.2.1-1 which is defined in clause 6.4.2.1 apply at each transmit antenna connector. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2
6.4D.2.2	Carrier leakage
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the Relative Carrier Leakage Power requirements specified in Table 6.4.2.2-1 which is defined in clause 6.4.2.2 apply at each transmit antenna connector. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2
6.4D.2.3	In-band emissions
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the In-band Emission requirements specified in Table 6.4.2.3-1 which is defined in clause 6.4.2.3 apply at each transmit antenna connector. The requirements shall be met with the uplink MIMO configurations specified in Table 6.2D.1-2
6.4D.2.4	EVM equalizer spectrum flatness for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the EVM Equalizer Spectrum Flatness requirements specified in Table 6.4.2.4-1 and Table 6.4.2.4-2 which are defined in clause 6.4.2.4 apply at each transmit antenna connector. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2
[bookmark: _Toc21344346][bookmark: _Toc29801832][bookmark: _Toc29802256][bookmark: _Toc29802881][bookmark: _Toc36107623][bookmark: _Toc37251389]6.4D.3	Time alignment error for UL MIMO
For UE(s) with multiple transmit antenna connectors supporting UL MIMO, this requirement applies to frame timing differences between transmissions on multiple transmit antenna connectors in the closed-loop spatial multiplexing scheme.
The time alignment error (TAE) is defined as the average frame timing difference between any two transmissions on different transmit antenna connectors.
For UE(s) with multiple transmit antenna connectors, the Time Alignment Error (TAE) shall not exceed 130 ns.
[bookmark: _Toc21344347][bookmark: _Toc29801833][bookmark: _Toc29802257][bookmark: _Toc29802882][bookmark: _Toc36107624][bookmark: _Toc37251390]6.4D.4	Requirements for coherent UL MIMO
For coherent UL MIMO, Table 6.4D.4-1 lists the maximum allowable difference between the measured relative power and phase errors between different antenna ports in any slot within the specified time window from the last transmitted SRS on the same antenna ports, for the purpose of uplink transmission (codebook or non-codebook usage) and those measured at that last SRS. The requirements in Table 6.4D.4-1 apply when the UL transmission power at each antenna port is larger than 0 dBm for SRS transmission and for the duration of time window.
Table 6.4D.4-1: Maximum allowable difference of relative phase and power errors in a given slot compared to those measured at last SRS transmitted
	Difference of relative phase error
	Difference of relative power error
	Time window

	40 degrees
	4 dB
	20 msec



The above requirements when all the following conditions are met within the specified time window:
-	UE is not signaled with a change in number of SRS ports in SRS-config, or a change in PUSCH-config
-	UE remains in DRX active time (UE does not enter DRX OFF time)
-	No measurement gap occurs
-	No instance of SRS transmission with the usage antenna switching occurs
-	Active BWP remains the same
-	EN-DC and CA configuration is not changed for the UE (UE is not configured or de-configured with PSCell or SCell(s))
>>>>>End of Change 4<<<<<
>>>>>Start of Change 5<<<<<
[bookmark: _Toc21344419][bookmark: _Toc29801906][bookmark: _Toc29802330][bookmark: _Toc29802955][bookmark: _Toc36107697][bookmark: _Toc37251471]6.5D	Output RF spectrum emissions for UL MIMO
[bookmark: _Toc21344420][bookmark: _Toc29801907][bookmark: _Toc29802331][bookmark: _Toc29802956][bookmark: _Toc36107698][bookmark: _Toc37251472]6.5D.1	Occupied bandwidth for UL MIMO
For UE supporting UL MIMO, the requirements for occupied bandwidth apply to the transmitted spectrum as measured as the sum of the power from all UEis specified at each transmit antenna connectors. The occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel at each transmit antenna connector.
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the occupied bandwidth as measured as the sum of the power from all UEat each transmitter antenna connectors shall be less than the channel bandwidth specified in table 6.5.1-1. The requirements shall be met with UL MIMO configurations described in clause 6.2D.1.
If UE is configured for transmission on single-antenna port, the requirements in clause 6.5.1 applyIf UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.5.1 apply.
[bookmark: _Toc21344421][bookmark: _Toc29801908][bookmark: _Toc29802332][bookmark: _Toc29802957][bookmark: _Toc36107699][bookmark: _Toc37251473]6.5D.2	Out of band emission for UL MIMO
For UE supporting UL MIMO, the requirements for Out of band emissions resulting from the modulation process and non-linearity in the transmitters apply to the sum of the emissions from all UEare specified at each transmit antenna connectors.
For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements in subclasuse 6.5.2 apply to the sum of the emissions from all UEeach transmit antenna connectors. The requirements shall be met with UL MIMO configurations described in clause 6.2D.1.
For UE support uplink full power transmission (ULFPTx) for UL MIMO, the requirements in subclause 6.5.2 shall apply to the sum of the emission from all UE transmit antenna connectors. The requirements shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission Mode 1, Mode 2 and/or the other mode (Mode 0).
If UE is configured for transmission on single-antenna port, the requirements in clause 6.5.2 apply.If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.5.2 apply.
[bookmark: _Toc21344422][bookmark: _Toc29801909][bookmark: _Toc29802333][bookmark: _Toc29802958][bookmark: _Toc36107700][bookmark: _Toc37251474]6.5D.3	Spurious emission for UL MIMO
For UE supporting UL MIMO, the requirements for Spurious emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products apply to the sum of the emissions from all UEare specified at each transmit antenna connectors.
For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements specified in subclasuse 6.5.3 apply to the sum of the emissions from all UEeach transmit antenna connectors. The requirements shall be met with the UL MIMO configurations described in clause 6.2D.1.
For UE support uplink full power transmission (ULFPTx) for UL MIMO, the requirements in subclause 6.5.3 shall apply to the sum of the emission from all UE transmit antenna connectors. The requirements shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission Mode 1, Mode 2 and/or the other mode (Mode 0).
If UE is configured for transmission on single-antenna port, the requirements in clause 6.5.3 apply.If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.5.3 apply.
[bookmark: _Toc21344423][bookmark: _Toc29801910][bookmark: _Toc29802334][bookmark: _Toc29802959][bookmark: _Toc36107701][bookmark: _Toc37251475]6.5D.4	Transmit intermodulation for UL MIMO
For UE supporting UL MIMO, the transmit intermodulation requirements are specified at each transmit antenna connector and the wanted signal is defined as the sum of output power at eachfrom all UE transmit antenna connectors.
For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements specified in clause 6.5.4 apply to each transmit antenna connector. The requirements shall be met with the UL MIMO configurations described in clause 6.2D.1.
If UE is configured for transmission on single-antenna port, the requirements in clause 6.5.4 apply.If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.5.4 apply.
>>>>>End of Change 5<<<<<
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