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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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[bookmark: _Toc21345374][bookmark: _Toc29806223]3.2	Symbols
For the purposes of the present document, the following symbols apply:
ΔRIB,c	Allowed reference sensitivity relaxation due to support for CA or DC operation, for serving cell c.
ΔTIB,c	Allowed maximum configured output power relaxation due to support for CA or DC operation, for serving cell c
BWE-UTRA_Channel	Channel bandwidth of E-UTRA carrier
BWE-UTRA_Channel_CA	Channel bandwidth of E-UTRA sub-block which is composed of intra-band contiguous CA E-UTRA carriers
BWNR_Channel	Channel bandwidth of NR carrier
BWNR_Channel_CA	Channel bandwidth of NR sub-block which is composed of intra-band contiguous CA NR carriers
Ceil(x)	Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x
EN-DCACLR	The ratio of the filtered mean power centred on the aggregated sub-block bandwidth ENBW to the filtered mean power centred on an adjacent bandwidth of the same size ENBW
E-UTRAACLR	E-UTRA ACLR
FC	RF reference frequency for the carrier center on the channel raster
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
FOOB	The boundary between the NR out of band emission and spurious emission domains
LCRB	Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resource blocks
Max()	The largest of given numbers
Min()	The smallest of given numbers
NRACLR	NR ACLR
NRB	Transmission bandwidth configuration, expressed in units of resource blocks
NRB_agg	The number of the aggregated RBs within the fully allocated aggregated channel bandwidth 
  for carrier 1 to j, where μ is defined in TS 38.211 [13]
NRB,c	The transmission bandwidth configuration of component carrier c, expressed in units of resource blocks
  for carrier j, where μ is defined in TS 38.211 [13]
PCMAX	The configured maximum UE output power
RBstart	Indicates the lowest RB index of transmitted resource blocks
Wgap	The sub-block gap between the two sub-blocks
[bookmark: _GoBack]
-------------End of change-------------

--------------Start of change-------------
[bookmark: _Toc21351763][bookmark: _Toc29807345][bookmark: _Toc36649059][bookmark: _Toc36651784][bookmark: _Toc37256718][bookmark: _Toc37257059]7.5B	Adjacent channel selectivity for DC in FR1
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Intra-band contiguous EN-DC ACS requirement and parameters are defined for test case 1 in Table 7.5B.1-1 and for test case 2 in Table 7.5B.1-2.
Table 7.5B.1-1: ACS test case 1
	EN-DC Aggregated Bandwidth, MHz
	<=100
	>100, <=120
	>120, <=140
	>140, <=160

	ACS, dB
	X1
	19.2
	18.5
	17.9

	Pinterferer, dBm
	PI 2
	Aggregated power + 17.7 dB
	Aggregated power + 17 dB
	Aggregated power + 16.4dB

	Pw in Transmission BW configuration, per CC, dBm
	REFSENS +14dB

	NOTE 1:	X is ACS level at the specified EN-DC aggregated bandwidth from Table 7.5.1A-1 in TS 36.101 [4]
NOTE 2:	PI is from Table 7.5.1A-2 in TS 36.101 [4]
NOTE 3:	Jammer BW and offset is from Table 7.5.1A-2 [4] and is applied from the lowest edge of the lowest carrier and the highest edge of the highest carrier
NOTE 4:	For NR carrier, the transmitter shall be set to 4dB below PCMAX_L,f,c,NR at the minimum uplink configuration specified in Table 7.3.2-3 [2] with PCMAX_L,f,c,NR as defined in clause 6.2B.4.
NOTE 5:	For E-UTRA carrier, the transmitter shall be set to 4 dB below PCMAX_L_E-UTRA,c at the minimum uplink configuration specified in Table 7.3.1-2 [4] with PCMAX_L_E-UTRA,c as defined in clause 6.2B.4 for single carrier.



Table 7.5B.1-2: ACS test case 2
	EN-DC Aggregated Bandwidth, ENBWBWagg, MHz
	≤100
	>100, ≤120
	>120, ≤140
	>140, ≤160

	Pw in Transmission Bandwidth Configuration, perCC, dBm
	PW 1
	-42.7 +10log10(NRB,cSCSc/ NRB_aggBWagg)
	-42 +10log10(NRB,cSCSc/ NRB_aggBWagg)
	-41.4 +10log10(NRB,cSCSc/ NRB_aggBWagg)

	Pinterferer, dBm
	-25

	NOTE 1:	PW is wanted signal power level at the specified EN-DC aggregated Bandwidth from Table 7.5.1A-3 in TS 36.101 [4]
NOTE 2:	Jammer BW and offset is from Table 7.5.1A-3 [4] and is applied from the lowest edge of the lowest carrier and the highest edge of the highest carrier
NOTE 3:	For NR carrier, the transmitter shall be set to 4dB below PCMAX_L,f,c,NR at the minimum uplink configuration specified in Table 7.3.2-3 [2] with PCMAX_L,f,c,NR as defined in clause 6.2B.4.
NOTE 4:	For E-UTRA carrier, the transmitter shall be set to 4 dB below PCMAX_L_E-UTRA,c at the minimum uplink configuration specified in Table 7.3.1-2 [4] with PCMAX_L_E-UTRA,c as defined in clause 6.2B.4 for single carrier.
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