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1. Introduction
This contribution is a text proposal for TR 37.716-21-21 to update the MSD values due to IMD for DC_41_n3-n77 based on last meeting approved TP [1].
2. Reference
[1] R4-2005056, TP for TR 37.716-21-21: DC_41_n3-n77, Samsung, KDDI.
3. Text Proposal
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<Unchanged sections omitted>
6.118.5	MSD
Table 6.118.5-1 shows the required MSD:
Table 6.118.5-1: MSD exception for Scell due to dual uplink operation for EN-DC_41_n3-n77
	DC bands
	UL DC
	IMD
	UL Fc (MHz)
	UL BW (MHz)
	UL 
RB #
	DL Fc (MHz)
	MSD (dB)

	DC_41A_n3A-n77A
DC_41C_n3A-n77A
	41
	IMD3
	|2*fB41-fn77|
	2620
	5
	25
	2620
	N/A

	
	n3
	
	
	1745
	5
	25
	1840
	16.4

	
	n77
	
	
	3400
	10
	50
	3400
	N/A

	
	41
	IMD4
	|2*fB41-2*fn77|
	2565
	5
	25
	2565
	N/A

	
	n3
	
	
	1725
	5
	25
	1820
	TBD8.3

	
	n77
	
	
	3475
	10
	50
	3475
	N/A

	
	41
	IMD3
	|2*fB41 -fn3|
	2580
	5
	25
	2580
	N/A

	
	n3
	
	
	1720
	5
	25
	1815
	

	
	n77
	
	
	3440
	10
	50
	3440
	16.81

	NOTE 1:  This band is subject to IMD5 also which MSD is not specified
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