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1	Introduction
In RAN4#94-bis [1] WF on introducing NE-DC combinations into specs. This WF had options to choose from
In Rel-17, extend all existing EN-DC basket WID to cover both EN-DC and NE-DC configurations, e.g., EN-DC for 2 bands DL with 2 bands UL(1 LTE band + 1 NR band ) can be extended to EN-DC/NE-DC for 2 bands DL with 2 bands UL(1 LTE band + 1 NR band )
If both EN-DC and NE-DC band combinations have been requested or existing Rel-16 EN-DC band combination were postponed to Rel-17 due to incompletion in Rel-16:
[bookmark: OLE_LINK3]Option1: RAN4 shall complete the EN-DC first based on basket WI approach, i.e., complete specific requirements in the form of TP (i.e., ΔTIB,c, ΔRIB,c, UE co-existence and MSD), NE-DC can be directly introduced into the spec by draft CR without TP to TR.
Option2: RAN4 could complete both EN-DC and NE-DC combinations at the same time by one TP to TR including both EN-DC and NE-DC combinations; The TP’s format depends on the TR’s template.
In Rel-17 and beyond, if there is no existing EN-DC basket WID associated with the requested EN-DC and NE-DC combinations, create a new basket WID with the scope of including EN-DC and NE-DC configurations
If both EN-DC and NE-DC band combinations have been requested: 
Option1: RAN4 shall complete the EN-DC first based on basket WI approach, i.e., complete specific requirements in the form of TP (i.e., ΔTIB,c, ΔRIB,c, UE co-existence and MSD), NE-DC can be directly introduced into the spec by draft CR without TP to TR.
Option2: RAN4 could complete both EN-DC and NE-DC combinations at the same time by one TP to TR including both EN-DC and NE-DC combinations; The TP’s format depends on the relevant TR’s template.
2	Discussion
Our preference for both cases mentioned in the introduction is to go with option 2 because the TP approach adds a step for quality control.
Proposal 1: 	Adopt option 2 for both options in the WF - R4-2005194.
Regarding the extension of all existing EN-DC basket WID to cover both EN-DC and NE-DC in Rel-17 it is noted that the naming of the template now under discussion for Rel-17 WIDs need to reflect this agreement. It is recommended simply to denote these as DC baskets removing potential confusion on where to capture NE combinations.  
Proposal 2: 	Rename EN-DC baskets to DC baskets in Rel-17 draft WIDs.
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