3GPP TSG-RAN WG4 Meeting # 95-e
R4-2006691
Electronic Meeting, 25 May – 5 June, 2020
Source:
LG Electronics
Title:
Discussion on test setup for FR2 
Agenda item:
6.2.3.2
Document for:
Discussion
1 Introduction
In last RAN4 meeting, most test configurations for CLI performance were discussed and agreed. One open issue is AoA setup for FR2. In this contribution, we provide our views on AoA test setup for CLI performance test cases.
2 Discussion
For AoA setup for FR2, RAN4 agreed to use single AoA setup for CLI performance tests, but RAN4 needs to decide either Setup 1 or Setup 2b in this meeting [1]. 
	Issue 2-5-4: AoA setup for FR2

possible agreements: 
single AoA setup (RAN4 will decide either Setup 1 or Setup2b in next meeting with TE vendor input)


As we discussed in last meeting, single AoA test setup is available since there is no any requirements for unwanted direction for UE. And AoA setup for current FR2 RRM test cases has been defined taking into account test purpose, test complexity, and etc. If UE Rx beam sweeping operation is required to be verify, setup 2~4 for AoA configuration have been defined. For CLI performance tests, there is no need to verify Rx beam sweeping since CLI measurement is performed using unwanted direction. 
· Proposal: Define AoA steup#1 for CLI measurement tests in FR2.

3 Conclusion 
In this contribution, we provide our views on AoA test setup for CLI performance test cases, and we propose
· Proposal: Define AoA steup#1 for CLI measurement tests in FR2.
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