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1 Background
This contribution provides a TP for the corresponding TR to finish the ∆TIB,c, ∆RIB,c values and MSD requirements for CA_n1A-n3A-n78A with 2UL.
Text Proposal

<Start of Text Proposal for TR 38.716-03-02 >
5.1.1.4
∆TIB,c and ∆RIB,c values
For three DLs and two ULs of Band n1, n3 and n78, the (TIB,c and (RIB,c  values are shown in table 5.1.1.4-1 and  table 5.1.1.4-2, respectively. The requirements are reused from that for DC_1A_n3A-n78A in table 6.7.4 in TR 37.716-21-21
Table 5.1.1.4-1: ΔTIB,c

	Inter-band CA Configuration
	NR Band
	ΔTIB,c  [dB]

	CA_n1-n3-n78
	n1
	0.6

	
	n3
	0.6

	
	n78
	0.8


Table 5.1.1.4-2: ΔRIB,c
	Inter-band CA Configuration
	NR Band
	ΔRIB,c  [dB]

	CA_n1-n3-n78
	n1
	0.2

	
	n3
	0.2

	
	n78
	0.5


5.1.1.5
REFSENS requirements
Based on Table 5.3.5 in TR 37.716-21-21, The MSD requirements for CA_n1-n3-n78 are shown in table Table 5.1.1.5-1.

Table 5.1.1.5-1: MSD for the CA configuration
	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL

LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	CA_n1A-n3A-n78A
	n1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n3
	1750
	5
	25
	1845
	N/A
	
	N/A

	
	n78
	3700
	10
	52
	3700
	28.4
	TDD
	IMD2

	
	n1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n3
	1770
	5
	25
	1865
	N/A
	
	N/A

	
	n78
	3360
	10
	52
	3360
	11.2
	TDD
	IMD4

	
	n1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n3
	1735
	5
	25
	1830
	27.9
	
	IMD2

	
	n78
	3780
	10
	52
	3780
	N/A
	TDD
	N/A

	
	n1
	1940
	5
	25
	2130
	3.5
	FDD
	IMD5

	
	n3
	1770
	5
	25
	1865
	N/A
	
	N/A

	
	n78
	3720
	10
	52
	3720
	N/A
	TDD
	N/A


<end of TP >
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