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<Start of Change 1>
[bookmark: _Toc21344222][bookmark: _Toc29801706][bookmark: _Toc29802130][bookmark: _Toc29802755]5.5A	Configurations for CA
[bookmark: _Toc21344223][bookmark: _Toc29801707][bookmark: _Toc29802131][bookmark: _Toc29802756]5.5A.0	General
[bookmark: _Toc21344224]The configurations for CA operating band including Band n41 also apply for the corresponding CA operating bands with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said configuration for CA operating bands with Band n90 are not listed in the tables below but are covered by this specification.
[bookmark: _Toc29801708][bookmark: _Toc29802132][bookmark: _Toc29802757]5.5A.1	Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA for fallback group 1
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	CA_n1B
	-
	10
	10,15
	
	
	
	40
	0

	
	
	15
	15,20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	CA_n7B
	CA_n7B
	10, 15, 20
	10, 15, 20, 30, 35, 40
	
	
	
	50
	0

	CA_40B
	-
	20
	80
	
	
	
	100
	0

	
	
	50
	50
	
	
	
	
	

	CA_n41C
	-
	40
	80, 100
	
	
	
	180
	0

	
	
	50, 60, 80
	60, 80, 100
	
	
	
	
	

	
	
	10, 15, 20, 40, 50, 60, 80, 90
	15, 20, 40, 50, 60, 80, 90, 100
	
	
	
	190
	1

	CA_n46B
	CA_n46A
	20, 40, 60
	20, 40
	
	
	
	100
	0

	CA_n46C
	CA_n46A
	60, 80
	60, 80
	
	
	
	160
	0

	CA_n46D
	CA_n46A
	60, 80
	80
	80
	
	
	240
	0

	CA_n46E
	CA_n46A
	80
	80
	80
	80
	
	320
	0

	CA_n46G
	CA_n46A
	40, 60
	40
	40
	
	
	140
	0

	CA_n46H
	CA_n46A
	40, 80
	40
	40
	40
	
	200
	0

	CA_n46I
	CA_n46A
	60
	40
	40
	40
	40
	220
	0

	CA_n48B
	CA_n48B
	51, 10
	10, 15, 20
	
	
	
	40
	0

	
	
	15, 20
	5, 10, 15, 20
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	-
	10
	50, 60, 80, 90
	
	
	
	100
	1

	
	
	15, 20
	40, 50, 60, 80
	
	
	
	
	

	
	
	40
	40, 50, 60
	
	
	
	
	

	
	
	50
	50
	
	
	
	
	

	CA_n48C
	-
	10, 15
	90, 100
	
	
	
	150
	0

	
	
	20
	80, 90, 100
	
	
	
	
	

	
	
	40
	60, 80, 90, 100
	
	
	
	
	

	
	
	50
	50, 60, 80, 90, 100
	
	
	
	
	

	
	
	60
	40, 50, 60, 80, 90
	
	
	
	
	

	
	
	80
	20, 40, 50, 60
	
	
	
	
	

	
	
	90
	10, 15, 20, 40, 50, 60
	
	
	
	
	

	
	
	100
	10, 15, 20, 40, 50
	
	
	
	
	

	CA_n66B
	-
	5 2
	20, 40
	
	
	
	50
	0

	
	
	10
	15, 20, 40
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5 2, 10, 15
	
	
	
	
	

	
	
	40
	5 2, 10
	
	
	
	
	

	CA_n71B
	
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	

	CA_n77C
CA_n78C
CA_n79C
	-
	50
	60, 80, 100
	
	
	
	200
	0

	
	
	60
	60, 80, 100
	
	
	
	
	

	
	
	80
	80, 100
	
	
	
	
	

	
	
	100
	100
	
	
	
	
	

	CA_n78B
	-
	20
	50
	
	
	
	70
	0

	NOTE 1:	Unless otherwise stated, minimum requirements are applicable irrespective of the order of the component carriers.
NOTE 2:	5 MHz is not applicable for 30/60 kHz SCS.
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Table 5.5A.1-2: Void
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<End of Change 1>

