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1. Introduction
The RF and RRM requirements were briefly discussed in RAN4#94-e Bis and a WF was agreed [1]. In this paper we further discuss the RRM requirements. 
2. Discussion
RF and RRM requirements for the new FWA UE with 23dBm TRP were discussed in the previous meetings.  Some preliminary agreements and topics for further discussion were captured in a WF [1]. For the RRM requirements, the following were identified as needed to be defined:

· FR2 measurement requirements in idle mode (PC1 can be taken as baseline)
· Known condition for FR2 SCell activation requirements (PC1 can be taken as baseline)
· FR2 intra- and inter-frequency measurement requirements (PC1 can be taken as baseline)
As can be seen, it was also recognized that PC1 can be taken as baseline given the similarities between the devices.

The RRM requirements for PC1 are slightly different than the requirements for PC3 and were derived under the assumption of reduced spherical coverage and much lower mobility needs. The new FWA device is targeting the same use case with slightly different RF requirements mainly for the TRP. From a system point of view, the requirements that this device has to meet are the same as those of PC1 devices. Also, the spherical coverage requirements are defined for the same 85%-ile. The codebook design and number of beams used will be very similar to that of PC1. 

Based on these considerations, re-using the PC1 requirements should be straightforward.

Proposal: PC1 RRM requirements should be re-used for the new FWA UE with 23dBm TRP.

The changes in 38.133 should be rather simple, the PC1 requirements should also be applied to this new UE.

3. Conclusion
In this paper we briefly analysed the RRM requirements for the new FWA UE with 23dBm TRP. We made the following proposal:
Proposal: PC1 RRM requirements should be re-used for the new FWA UE with 23dBm TRP.
The changes in 38.133 should be rather simple, the PC1 requirements should also be applied to this new UE.
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