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1. Background
During RAN4#94e-bis meeting, the simulation assumptions [1] and the way forward [2] for LTE-based 5G terrestrial broadcast demodulation requirements was approved. In this contribution, we discuss and provide our updated simulation results on LTE-based 5G terrestrial broadcast demodulation requirements.
1. Discussion
At last meeting, the following applicability Rule is defined.
	· Set demod requirement applicability rule according to the UE capability list agreed by RAN1 (currently under discussion). 
· For a mandatory feature, the corresponding demod tests always apply for UEs that support LTE-based 5G terrestrial broadcast feature.
· If a feature is optional with or without capability signalling, the corresponding demod tests apply for UEs that signal or declare to support it
· Follow the existing test applicability rule definitions in TS 36.101 for the specific wording of test applicability rule during the CR drafting



For PBCH repetition in CAS, there are two cases defined with different propagation condition. The AWGN case is designed for rooftop scenario and The EVA162Hz case is designed for mobility scenario. Therefore, we propose that do not test both two cases if UE support the ‘PBCH repetition in CAS’ feature but only support one of MBSFN RS patterns.
Proposal 1: For UE with support of PBCH repetition in CAS,
· UE need to test the AWGN case only if UE support 0.370kHz SCS for PMCH
· UE need to test the EVA162Hz case only if UE support 2.5kHz SCS for PMCH
1. Simulations
2. PMCH rooftop scenario
	Test number
	Cell
	Bandwidth (MHz)
	MCS
	Antenna configuration
	MBSFN RS type
	Number of MBSFN subframes per 40ms
	1% PMCH BLER

	1
	Dedicated
	10
	21
	1x1
	1
	13
	14.7

	2
	Dedicated
	10
	21
	1x1
	2
	13
	15.7



PMCH mobility scenario
	Test number
	Cell
	Bandwidth (MHz)
	MCS
	Antenna configuration
	Number of MBSFN subframes per 40ms
	1% PMCH BLER

	3
	Dedicated
	10
	12
	1x2 low
	39
	9.5



PBCH repetition in CAS
	Test number
	PBCH repetition pattern
	PBCH Bandwidth
	Transmission bandwidth
	Propagation
condition
	Antenna configuration
	1% Pm-bch

	4
	Table 6.6.4.1-1
in TS 36.211
	1.4MHz
	10MHz
	AWGN
	1x1
	-7.5

	5
	
	1.4MHz
	10MHz
	EVA162Hz
	1x2 low
	-6.4



Proposals
In this contribution, we discuss and provide our updated simulation results on LTE-based 5G terrestrial broadcast demodulation requirements. Our observations and proposals are:
Proposal 1: For UE with support of PBCH repetition in CAS,
· UE need to test the AWGN case only if UE support 0.370kHz SCS for PMCH
· UE need to test the EVA162Hz case only if UE support 2.5kHz SCS for PMCH
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