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1 Introduction
In this contribution, we discuss the UE ACS requirement for NR-U. 
2 Discussion 
The UE ACS requirement has been discussed in previous meetings. There are still some open issue need further discussion [1]. 
	Issue 2-2.1: Is Case 2 needed or not?
· Proposal

· Option 1: Yes

· Option 2: No

Moderator’s note: Still no agreement in 2nd round discussion. The issue remains open for discussions in next meeting. 
Issue 2-2.3: Interferer bandwidth for CCA
· Proposal

· Option 1: 20 MHz

· Option 2: As proposed in R4-2004694

Moderator’s note: Most companies support Option 1 20 MHz. One company commented that the interferer BW should depend on the CCA configuration. It is suggested to use [20MHz] as the baseline for the WF.
Issue 2-2.4: ACS requirement for 20MHz channel BW 
· Proposal

· Option 1: 24 – 27 dB

· Option 2: 20 dB

· Option 3: 18 dB

Moderator’s note: No agreement in 2nd round discussions. Range of [18 – 27] dB will be captured in the WF as the baseline.
Issue 2-2.5: ACS requirement scaling for CCA with fixed interferer BW at 20 MHz 
· Proposal

· Option 1: Scale with maximum aggregated BW in each CA BW class

· Option 2: Scale with exact aggregated BW: ACS(20MHz) – 10log10(BWChannel_CA/20)

Moderator’s note: Still no agreement in 2nd round discussion. The issue remains open for further discussions in next meeting.


Firstly we look at the ACS requirement for 20MHz channel BW. WIFi does not include ACS definition but define Adjacent Channel Rejection (ACR) as the RX selectivity requirements. ACR is defined as a function of the adopted MCS. As discussed in Rel-13 LAA WI, the equivalent ACS is in the range from 22 dB to 29 dB [2]. Worse ACS requirement than WIFI might not be a good option. And the ACS requirements for LAA are 27 dB for 20 MHz channel BW. It is proposed to reuse LAA 27 dB ACS for NR-U UE.
Table 8.4.2-2 of TR 36.889: ACIR values when Wi-Fi is the victim system.
	Study Case
	Wi-Fi ACS (dB)
	Aggressor ACLR (dBc)
	ACIR (dB)

	LAA node to Wi-Fi AP/STAs
	22
	45
	21.98

	
	25
	
	24.96

	
	29
	
	28.89

	LAA UE to Wi-Fi AP/STAs
	22
	30
	21.36

	
	25
	
	23.81

	
	29
	
	26.46

	Wifi AP/STAs to Wi-Fi AP/STAs
	22
	26.35
	20.64

	
	25
	
	22.61

	
	29
	
	24.47


Proposal 1: ACS for NR-U UE is 27 dB for 20 MHz channel BW.
Proposal 2: Interferer bandwidth for CA is 20 MHz

Regarding the need of case 2, although the dynamic range may be smaller than that of NR UE, still a separate case is needed for NR-U UE. The interference level could be less than -25 dBm which is defined for NR case 3 ACS.

3 Conclusions
In this contribution, we discussed the remaining issues on UE ACS requirement in NR-U, and the following proposal was made: 
Proposal 1: ACS for NR-U UE is 27 dB for 20 MHz channel BW.
Proposal 2: Interferer bandwidth for CA is 20 MHz
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