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	Reason for change:
	The agreed CR in RAN4#94-e for 38.133 introduced the “maxMIMO-Layers " into Table 8.2.1.2.7-2 and Table 8.2.2.2.5-2 to reflect the newly introduced interutpion for MIMO layer adaptation which the requirement is in-line with R15 BWP switching.
However, the newly IE introduced in Rel-16 was defined as “maxMIMO-Layers-r16” in PDSCH-Config IE which is used to configure the UE specific PDSCH parameters according to 38.331 V16.0.0. This indicates the maximum MIMO layer configuration for a DL BWP, whereas the original Rel-15 “maxMIMO-Layers” is in the IE PDSCH-ServingCellConfig which is used to configure UE specific PDSCH parameters that are common across the UE's BWPs of one serving cell.


	
	

	Summary of change:
	Revise “maxMIMO-Layers” to “maxMIMO-Layers-r16” according to latest 38.331.



	
	

	Consequences if not approved:
	The IE which reference from 38.331 is not consistent.
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	Other comments:
	Resubmission of endorsed CR R4-2004061


< Start of changes >
Table 8.2.1.2.7-2: Parameters which cause interruption other than SCS

	Parameters
	Comment

	locationAndBandwidth
	From TS 38.331 [2]

	nrofSRS-Ports
	

	maxMIMO-Layers-r16
	

	Editor’s note: More parameters can be added if identified 


< Next Changed Section >
Table 8.2.2.2.5-2: Parameters which cause interruption other than SCS

	Parameters
	Comment

	locationAndBandwidth
	From TS 38.331 [2]

	nrofSRS-Ports
	

	maxMIMO-Layers-r16
	

	Editor’s note: More parameters can be added if identified


< End of changes >

