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[bookmark: _Toc5280815]4.4	Receiver exclusion band	Comment by Michal Szydelko, Huawei: This is not referenced in the requirement section itself.
The receiver exclusion band for terminals extends from the lower frequency of the allocated receiver band minus 85 MHz to the upper frequency of the allocated receiver band plus 85 MHz. The receiver exclusion band for UE is the frequency range over which no tests of radiated immunity of a receiver are made. The exclusions bands are as set out below:
	FDL,low – 85 < f < FDL,high + 85 (MHz)
Where values of FUL,low and FUL,high are defined for each operating band in TS 38.101-1 [3], clause 5.2.
- 2025 MHz to 2255 MHz (Band n1);
- 1845 MHz to 2075 MHz (Band n2);
- 1720 MHz to 1965 MHz (Band n3);
- 784 MHz to 979 MHz (Band n5);
- 2535 MHz to 2775 MHz (Band n7);
- 840 MHz to 1045 MHz (Band n8);
- 661 MHz to 841 MHz (Band n13);
- 706 MHz to 906 MHz (Band n20);
- 673 MHz to 888 MHz (Band n28);
- 2485 MHz to 2705MHz (Band n38);
- 2411 MHz to 2775 MHz (Band n41);
- 1347 MHz to 1602 MHz (Band n50);
- 1342 MHz to 1517 MHz (Band n51);
- 2025 MHz to 2285 MHz (Band n66);
- 1910 MHz to 2105 MHz (Band n70);
- 532 MHz to 737 MHz (Band n71);
- 1390 MHz to 1603 MHz (Band n74);
- 1347 MHz to 1602 MHz (Band n75);
- 1342 MHz to 1517 MHz (Band n76);
- 3215 MHz to 4285 MHz (Band n77);
- 3215 MHz to 3885 MHz (Band n78);
- 4315 MHz to 5085 MHz (Band n79);
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